
O O
Bill Barrett Corporation

March 27, 2007

Ms. Diana Whitney
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Peter's Point Unit Federal #14-26D-12-16
Surface: 225' FSL & 1522' FWL, SESW, 26-T12S-Rl6E
Bottom Hole: 660' FSL, 1980' FWL, SESW 26-Tl2S-Rl6E
Carbon County, Utah

Dear Ms. Whitney:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in accordance
with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to Location and Siting
of Wells."

• The above-mentioned proposed location is within the Peter's Point Unit Area;
• BBC is permitting this well as a directional well to ensure that it is the 460 feet from the

nearest lease boundary;
• BBC hereby certifies that it is the sole working interest owner within 460 feet of the

entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact me at
303-312-8129.

RECEIVED

Dou ndry-White DIV.0FOIL,GAS&MINING
Senior Landman

1099 18TH STREET

SU1TE 2300

DENVER, CO 80202

P 303.293.9100

F



CO CONFIDENTIAL o°igå°¶
ExpiresMarch31,2007UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.
UTU-000681BUREAUOF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL ORREENTER
6. IfIndian,Allotee orTribeName

n/a

7 If Unitor CAAgreement,NameandNo.la. Typeofwork: DRILL REENTER
Peter's Point Unit/UTU-063014

8. LeaseNameand WellNo.
Ib. Typeof Well: On Wen GasWell Other

.
SingleZone MultipleZone Peters Point U Fed #14-26D-12-16

1 Nameof Operator 9. API WellNo.
BILL BARRETT CORPORATION pending

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area code) 10.FieldandPool,orExploratory
(303) 312-8134 Peter's Point/Wastach-Mesaverde

4. Locationof Well (Report locationclearly and in accordancewith any State requirements.*) l 1.Sec.,T.R. M. or Blk.andSurveyor Area
At surface SESW, 225' FSL & 1522' FWL

At proposedprod.zone SESW, 660' FSL & 1980' FWL
Sec. 26, T12S-R16E

14. Distanceinmilesand directionfromnearest town or postoffice* 12.Countyor Parish 13 State
approximately 53 miles from Myton, Utah Carbon UT

15. Distancefromproposed* 16. No.of acresinlease 17. SpacingUnitdedicatedto thiswell
locationtonearest

ne
easdlrin ûnit

line,ifany) 225' SH/660' BH 1598.62 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/BIABondNo.on file
to nearestwell,drilling,completed,
applied for,on this lease,R. 2494' SHT3036'BH 7700' Nationwide Bond #WYB000040

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22. Approximatedatework will start* 23. Estimatedduration
7161' ungraded ground 06/25/2007 45 days

24. Attachments
Thefollowing,completedinaccordancewith the requirementsof OnshoreOiland GasOrderNo.1, shallbe attached to this form:

1. Wellplatcertified by a registered surveyor. 4. Bondtocover the operationsunlesscoveredby an existing bondon file (see
2. A DrillingPlan. Item20above).

3. A SurfaceUsePlan (if the locationis on National Forest SystemLands, the 5. Operatorcertification
SUPO shallbe filedwiththe appropriate ForestServiceOffice). 6. Suchothersite specificinformationand/or plansas may be requiredby the

authorized officer.
25. Signature Name (Printed/Typed) Date

Tracey Fallang 03/27/2007
Title '

Enviro l ulatory Analyst

ove Name (Printed/Typed) Date

BRADLEYO. IllLLTitle OmcÊNVIRONMENTAL
MANAGER

Applicationapprovaldoesnot warrantor certifythattheapplicantholdslegalorequitabletitlelo thoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,ifany, are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeita crimefor anypersonknowinglyand willfully to make to any departmentor agency of theUnited
Statesanyfalse,fictitiousor fraudulent statementsor representationsas to any matterwithinitsjurisdiction.

*(1nstructions onpage 2)
Federaf Approval of thia
Action is Necessary ,

- µ0.0A4720 og;çg



T12S, Rí6E, S. L.B. &M. BILL BARRETT CORPORATION
Well locatiore PETERS POINT #14-26 12-16,989-2 w - 2829 e o es located os shown in the SE 1/4 SW 1/4 of

a ny
hT12S, R16E, S.L.B.&M. Carbon

BASIS OF ELEVATION
LOT A LOT 3 LOT 2 L COTTON TRIANGULATIONSTATION LOCATEDIN THE NW 1/4 OF

SECnoN 31. T12s. R16E, S.LB.&M, TAKEN FROM THE TWIN
HOLLOW QUADRANGLE,UTAH, CARBON COUNTY, 7.5 MINUTE
SERIES (TOPOGRAPHICALMAP) PUBLISHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY.
SAID ELEVATION IS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS (5 A G.P.S. OBSERVATION.

E //4 cor o LOT 5sec. ,77

7909 Frase
Cop i O Hich

L I 5

--- --- -- --- SC A LE

CERTlFICATE
THIS IS TO CERTIFY THAT THËABOVEPLAT WAS PREPARED FROM

ME Cor FIELONOTES OF ACTUALSURVEYS MADEBY 14|EOR UNDER MYSee 34 süPERVISION AND THAT THE SAME CORR T TO E1909 So BEST OF MY KNOWLEDGEANDca, 2s RS PO/NT g4-2 42 16Pile at Sion 1961 Bross Cocsecony r,e Elev Ungraded Ground = at wp. pre
1 ....

of Stones GISTEREDLAND SURVEYOR
REGISTRATIONNO. Ifil319

UINuH ENGINEERING& LAND SURVEYING
85 SOUTH 200 EAST -- VERNALUTAH 078

SYMB (NAD 83) (435) 789-1017
LATITUDE=

3944°17.32" (39.738144) DAÌ ÑÑEYED: DATE DRAWNPROPOSED WELL HEAL)' LONGITUDE= 110 05'44.02" (110.095561) 1" = 1000' 10-21-05 11-12-05
SECDON CORNERS LOCATED (NAD 27) NRTY EFERENCES

LATITUDE = 39'44'1745" (39.738181) Ed AB. P.M. CLO. PLAT
LONGITUDE-- 110~0S'41.47" (110.094853) WEATHOP FILE1961 Grase Cap i High.

Piis or stame COOL BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PETER'S POINT UNIT FEDERAL #14-26D-12-16
LEASE NO. UTU 000681

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR



O O

DRILLING PROGRAM

BILL BARRETT CORPORATION
Peter's Point Unit Federal #14-262-12-16

SESW, 225' FSL, 1522' FWL, Section26, T12S-R16E (surface)
SESW, 660' FSL, 1980' FWL, Section26-T12S-Rl6E (bottom hole)

Carbon County, Utah

1-3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD Depth - TVD
Green River Surface Surface
Wasatch 3311' 3246'
North Horn 5171' 5096'
Dark Canyon 6671' 6596'
Price River 6941' 6866'
TD 7500' 7500'

PROSPECTIVE PAY
*Members of the Mesaverde formation and the Wasatch (inclusive of the North
Horn) are primary objectives for oil/gas.

4. Casing Program

H_o.l_e SETTING DEPTH Casing Casing Casing
Siz_e _(I_} M M Grade Thread Condition

12 ¼" surface 1,000' 9 5/8" 36# J or K 55 ST&C New
7 7/8" surface 7,500' 5 ½" 17# N-80 LT&C New

Note: Pending evaluation of anticipated stress on the production casing, BBC may use 5 ½",
20# P-110 LT&C production casing instead of the 17# N-80. BBC is also evaluating the benefit
of using 4-1/2", 11.6#, I-80, LT&C production casing and wishes to have that option approved in
this APD. The 4-1/2" casing design sheet is included in this package. Cement volumes would
be adjusted accordingly.

5. Cementing Program

9 5/8" Surface Casing Approximately240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 û3/SX) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 û3/Sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 760 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 fŸ/sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 2500'.

Note: Actual volumes to be calculated from caliper
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #14-26D-12-16
Carbon County,Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

0 - 40' 8.3 - 8.6 27 - 40 - Native Spud Mud
40' - 1000' 8.3 - 8.6 27 -40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38 - 46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1000' No pressure control required
1000' - TD l l" 3000# Ram Type BOP

l1" 3000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliarv Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog,Sonic-GR, all TD to
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Bill Barrett Corporation
Drilling Program
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3705 psi* and maximum
anticipated surface pressure equals approximately 2055 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Drilling Schedule

Location Construction: June 25, 2007
Spud:. July 5, 2007
Duration: 15 days drilling time

30 days completion
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wenname: Utah: VVestTavaputs Field
Operator; Bi/I Barrett
stringtyper Surface

f.ocauon: Carbon County, UT

Design parameters: Minimum des¡gn factors: Env¡ronment:
Collapse Colisose: H2S considered? No
Mud weight; 9.50 ppg Design factor 1.125 Surface temperature: 75.00 °F

Bottom hole temperature: 89 'F
Des¡gn is based on evacuated pipe. Temperature gradient: 1.40 °F/100ft

Minimumsection length: 1,00Q it

Burst:
Design factor 1.00 Cement top: Surface

Burst
ntIcipated surface

pressure: 2,735 psi
Intemal gradient: 0.22 ps¡/ft
Calculated BHP 2,955 psi Tension: Non-directional stríng.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

Annular backup: 9.50 ppg Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Next setting depth: 10,000 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 859 fi Next setting BHP: 4,935 psi

Fracture mud wt: 10.000 ppg
Fracture depth: 10,000 ft
Injection pressure 5,195 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade F¡nish Depth Depth Diameter Capacity

(h) (¡n) (Ibs/ft) (ft) (ft) (¡n) (ft')
1 1000 9.625 36.00 J/K-55 ST&C 1000 1000 8.796 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tens¡on Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (ps¡} Factor (Kips) (Kips) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Rrepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: BillBarrett FAX:(303) 312-8195 Denver, Colorado

Remarks:
Collapse is based on a verticaldepth of 1000 ft, a mud weíght of 9.5 ppg The casinga considered to be evacuated iorcoßapse purposes.
Callapse strength is Dased on the Westc9th Dunlop &Kemler methodof Díaxial correctionfor tension.

Surst strengthis not adjusted for tension.

Eng¡neering responsib¡I¡ty for use of thisdesign wi/I be Ihat of the



0 0

wennam.: Utah: West Tavaputs
Operatoc BIII 83rrell
stangrype: Production

t.ocauca: Carbon County, UT

Des¡gn parameters: Minimum design factors: Environment:
Collapse Collaose: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Sudace temperature: 75.00 'F

Bottom hole temperature: 215 'P
Design is based on evacuated pipe. Temperafure gradient: 1.40 'F/1008

Minimum section length: 1,500 N

.8. uua
Design factor 1.00 Cement top: 2,375 If

B.P.rg.:
Max antleipated surface

pressure: 4,705 psi
Intemal grad¡ent: 0.02 psVB
Calculated BHP 4,935 psi Tension: Non-directional stäng.

8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)

Annularbackup: 9.50 ppg Buttress: I.80 (J)
Premium: 1,80 (J}
Body yield: 1.80 (B)

Tension is based on buoyed weighL
NeutrsÏ point: 8,559 5

Run Segment Nominal End True Vert Measured . Drift internal
Seq Length Size Weight Grade Finish Depth ,Depth Diameter Capacity

(ft) (in) {1bs/ff) (ft) (ff) (in) (ft')
7 10000 5.5 77.00 N-80 LT&C 10000 10000 4.767 344.6

Run Coliapse Collapse Codapse Burst Burst Burst Tension Tension Tens¡on
Seq Load Strength Design Lead Strength Design Load Strength Des¡gn

{ps¡) {psD Factor {psD (psi) Factor (Kips) (Kips) Factor
1 4935 6290 1.275 4705 7740 f.65 146 348 2.39 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date: August 1,2003
by: Bi/IBarrett FAX: [303) 312-8795 Denver, Colorado

Remasks:
Codapse is based ona vertical depth of 70000 /1.a mud weight of 9.5 ppg The casing is consideredto be evacuated Abrcoffeosa purposes.
Causpse suengthis based onthe Westcott. Dundop&Kender method ot hianisiconecdon fortensicn.

Burst strength is not adiustedfor tension.

Engineering responsibQity for use of thisdesign wi/Ibe Inal of Ure
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wanname: West Tavaputs General
operatoc Bi/I Barrett
stringtype· Production

Location: Carbon County,Utah

Design parameters: Minimum design factors: Env¡ronment:
Collapse Collapse: H2S considered? No
Mud we¡ght; 9.50 ppg Design factor 1.125 Surface temperature: 75.00 *F

Bottom hole temperature: 189 'FDesign is based on evacuated pipe. Temperature gradient: 1.40 'F/100R
Minimum section length: 1,500 ft

Designfactor 1.00 Cement top: 2,500 11
Bauts!
Ma× anticlpated surface

pressure: 2,226 psi
Internal gradient: 0.22 psifft
Calculated BHP 4,01ô psi Tension: Directionai lnfo . Build & Drop

8 Round STC: 1.80 (J} Kickelf point 1000 ft
8 Round LTC: 1.80 (J) Departure at shoe: 2165 ft

No backup mud specified. Buttress: 1.60 (J) Maximumdogleg: 2 */1008

Premium: 1.50 (J) inclination at shoe: 0 *

Bodyyield: 1.50 (8)

Tension is based on buoyed weight
Neutral point: 7.560 fi

Run Segment Nominal End True Vort Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capac¡ty

(R) (in) (ibs/h) (ft) (it) {in) (It'}
1 8730 5.5 20.00 P-110 LT&C 8138 8730 4.653 353.3

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psl} (psI) Factor (Kips) (Kips} Factor
1 4016 11100 2.764 4016 12630 3.14 139 548 3.93 J

Prepared Dorninic Spencer Phone: (303) 312-8143 Date: August 25,2004
by: Bi/IBarrett Corporation FAX:(303} 312-8795 Denver, Colorado

Remarks:
Codapse is based on a verf¡cal depth of 8738 ff, a mud weight of 9.5 ppg The cas¡ng is considered to be evacuated for collapse purposes.
Collapse strength ir ðased on the Westcott. Dunlop & Kernier method ofibiskiefcorrect¡onfor tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxiaHy) derated fordoglegs in (firectional wells by multiplyingthetensie stress bythe cross sectiotrarea to calculate a tensie load which
is added to theaxial Joad.

Engineering responsmity for use of thisdesign wglbe Ihat of the



O O
wenname: West Tavaputs Generaloperatoc B¡II Barrett Corporat¡on
Skingtype: Production

DesIgn parameters: Min¡mum design factors: Environrnent:
Collapse Collapse: H2S considered? No
Mud weight: 9.50 ppg Design factor 1.125 Surface temperature: 60.00 °F

Design ¡s based on evacuated pipe. Bottom hole temperature: 200 °F

Temperature gradient: 1.40 °F/100tt
Minimum section length: 1,800 ft

Byrrs_: Cement top: 2,500 it
Design factor 1.00

Max anticipated surface
pressure: 2,735 psi

Internal gradient: 0.22 psfit
Calculated BHP 4,935 psi Tension: Non-directional stäng.

8 Round STC: 1.80 (J)
No backup mud specified. 8 Round LTC: 1.80 (J)

Buttress: 1.80 (J)
Prernium: 1.80 (J)
Body yield: 1.80 (B)

Tension is cased on buoyed weight.
Neutral point: 8,580 #

Run Segment Nomînal End True Veit Measured Drift Internal
Seq Length Size Weight Grade F¡n¡sh Depth Depth Diameter Capacity

(ff) (in) (Ibs/ft) (ft) (ff) (in) (it')
1 10000 4.5 11.60 /-80 LT&C 10000 10000 3.875 231.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (ps¡) (psi) Factor (Kips) (Kips) Factor
1 4935 6350 1.287 4935 7780 1.58 100 223 2.24 J

Prepared Dorninic Spencer - Phone: (303) 312-8143 Date: December 13,2005
by: BillBarrett FAX: (303) 312-8195 Denver, Colorado

Remarks:
Collapseis based on a vertical depth of 10000 ff, a mud weight of 9.5 ppg The casing is considered to be evacuated for collapse purposes.
Collapsestrength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use ofthisdesign wf! be that of the
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PRESSURE CONTROL EQUIPMENT -- Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles available.
10. Safety valve(s) & subs to fit all drill string connections in use.
I1. Pressure gauge on choke manifold.
12. Fill-up line above the uppermost preventer.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated
working pressure for a period of ten (10) minutes or until provisions of the test are
met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be functionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure
tested to the approved working pressure of the BOP stack (if isolated from the
surface casing by a test plug) or to 70% of the internal yieldstrength of the surface
casing (if the BOP is not isolated from the casing by a test plug). Pressure will



O O

maintained for a period of at least ten (10) minutes or until the requirmentsof the
test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition the pipe and blind rams will be activated each trip, but not more than
once each day. All BOP drills and tests will be recorded in the IADC driller's
log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or are targeted
with running tees, and will be anchored to prevent whip and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to open the hydraulically-controlled
choke line valve (if so equipped), close all rams plus the annular preventer, and
retain a minimum of 200 psi above precharge on the closing manifold without the
use of closing unit pumps. The fluid reservoir capacity will be double the usable
fluid volume of the accumulator system capacity and the fluid level of the
reservoir will be maintained at the manufacturer's recommendations.

The BOP system will have two (2) independent power sources to close the
preventers. Nitrogen bottles (3 minimum) will be one (1) of these independent
power sources and will maintain a charge equal to the manufacturer's
specifications.

The accumulator precharge pressure test will be conducted prior to connecting the
closing unit to the BOP stack and at least once every six (6) months thereafter.
The accumulator pressure will be corrected if the measured precharge pressure is
found to be above or below the maximum or minimum limits specified in the
Onshore Oil & Gas Order Number 2.

A manual locking device (i.e. hand wheels) or automatic locking device will be
installed on all systems of 2M or greater. A valve will be installed in the closing
line as close as possible to the annular preventer to act as a locking device. This
valve will be maintained in the open position and will be closed only when the
power source for the accumulator is
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Remote controls shall be readily accessible to the driller. Remote controls for all
3M or greater systems will be capable of closing all preventers. Remote controls
for SM or greater systems will be capable of both opening and closing all
preventers. Master controls will be at the accumulator and will be capable of
opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be installed,
tested and maintained in compliance with the specifications in and requirements
of Onshore Oil & Gas Order Number 2. The choke manifold will be located
outside the rig sub-structure. The hydraulic BOP closing unit will be located at
least twenty-five (25) feet from the well head but readily accessible to the driller.
Exact locations and configurations of the hydraulic BOP closing unit will depend
upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet
(minimum) from the center of the drill hole to a separate flare
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BILLBARRETT CORPORATION
TYPICAL 3,000 p.s.i. BLOWOUTPREVENTER

RILLINGNIPPLE

FILLUP LINE
LOW LINE

ANNULAR
PREVENTER

PIP MS

BL MS

DRILLINGSPOOL

CHECK VALVE

CASINGHE

KILL LINE - Minimum 2., To Choke Manifol¢i-

Minimum
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BILLBARRETT CORPORATION
TYPICAL 3,000 p.s.i. CHOKE MANIFOLD

ADJUSTABLE CHOKE
ADJUSTABLECHOKE

TO MUD/GASSEPARATOR TO MUD/GASSEPARATOR
AND/OR PIT(2 IN. MIN.) BOP STACKOUTLET AND/OR PIT(2 IN. MIN.}

(3 IN.



$ÊÛ$l SECTION DE AILS

See MD Inc Azi TVD +N/-S +El-W DLeg TFace VSee Target

1 0.00 0.00 46.52 0.00 0.00 0.00 0.00 0.00 0.00
2 1060.00 0.00 46.52 1060.00 0.00 0.00 0.00 0.00 0.00PETER'S POINT #14-26D-12-16 3 1668.53 15.21 46.52 1661.40 55.27 58.27 2.50 46.52 80.31

SEC 26 T12S R16E 4 3260.58 15.21 46.52 3197.66 342.76 361.40 0.00 0.00 498.09
5 4274.79 0.00 46.52 4200.00 434.87 458.52 1.50 180.00 63 1.94225' FSL, 1522' FWL 6 7249.79 0.00 46.52 7175.00 434.87 458.52 0.00 46.52 63 1.94 PBHL 14-26D

CARBONCOUNTY, UTAH
WELL DETAILS

Name +N/-S +E/-W Northing Easting Latitude Longitude Slot
PETER'SPOINT#14-26D-12-16 0.00 0.00 7076459.71 2035335.78 39°44'17.320N ll0°05'44.020W N/A

ASSUMED J5' KB ELEVATION SITE DETAILS
KB ELEVATION: 7174.70' PETER'S POINT 14-26D-12-16GR ELEVATION: 7159.70' 1522'FWL, 225'FSL

ÛÛ \ Site Centre Latitude: 39°44'17.320N

CASING PT Longitude: 110°05'44.020W

Ground Level: 7159.70

1000 KOP r3 0 MM vt ni iiri o pn Positionaicuncertaincty 0 00

T

- - O
M

Azimuths to Tme North
H LD 9ËÙ Sirdai Magnetic North: 11.84°

Magnetic Field
Strength: 52564nT
Dip Angle: 65.66°
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wEAT&RFORD DRILLING S VICES
WELL PLAN REPORT

Company: BILLBARRETTCORP Date: 3/27/2007 Time: 13:36:01 Page: 1
Field: CARBONCOUNTY, UTAH Co-ordinate(NE) Reference: Well: PETER'S POINT #14-26D-12-16
Site: PETER'S POINT 14-26D-12-16 Vertical (TVD) Reference: SITE 7174.7
Well: PETER'S POINT #14-26D-12-16 Section (VS) Reference: Well (0.00N,0,00E,46.52Azi)
Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Plan: Plan #1 Date Composed: 3/20/2007

Version: 1
Principal: Yes Tied-to: From Surface

Field: CARBON COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Well: PETER'S POINT#14-26D-12-16 Slot Name:

Well Position: +N/-S 0.00 ft Northing: 7076459.71 ft Latitude: 39 44 17.320 N
+El-W 0.00 ft Easting : 2035335.78 ft Longitude: 110 5 44.020 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7174.70 ft Above System Datum: Mean Sea Level
Magnetic Data: 3/20/2007 Declination: 11.84 deg
Field Strength: 52564 nT Mag Dip Angle: 65.66 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 46.52

Site: PETER'S POIN 4-26D-12-16

1522' FWL, 225' FSL
Site Position: Northing: 7076459.71 ft Latitude: 39 44 17.320 N
From: Geographic Easting: 2035335.78 ft Longitude: 110 5 44.020 W I
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7159.70 ft Grid Convergence: 0.90 deg

Plan Section Information

MD Ïncl Azim TVD +N/-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 46.52 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1060.00 0.00 46.52 1060.00 0.00 0.00 0.00 0.00 0.00 0.00
1668.53 15.21 46.52 1661.40 55.27 58.27 2.50 2.50 0.00 46.52
3260.58 15.21 46.52 3197.66 342.76 361.40 0.00 0.00 0.00 0.00
4274.79 0.00 46.52 4200.00 434.87 458.52 1.50 -1.50 0.00 180.00
7249.79 0.00 46.52 7175.00 434.87 458.52 0.00 0.00 0.00 46.52 PBHL 14-26D

Survey

MD 2ncl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg t ft ft ft deg/100ft deg/100ft deg/100ft

1060.00 0.00 46.52 1060.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP
1160.00 2.50 46.52 1159.97 1.50 1.58 2.18 2.50 2.50 0.00
1260.00 5.00 46.52 1259.75 6.00 6.33 8.72 2.50 2.50 0.00
1360.00 7.50 46.52 1359.14 13.49 14.23 19.61 2.50 2.50 0.00
1460.00 10.00 46.52 1457.97 23.96 25.26 34.82 2.50 2.50 0.00

1560.00 12.50 46.52 1556.04 37.38 39.42 54.33 2.50 2.50 0.00
1660.00 15.00 46.52 1653.17 53.74 56.66 78.09 2.50 2.50 0.00
1668.53 15.21 46.52 1661.40 55.27 58.27 80.31 2.50 2.50 0.00 HOLD
1760.00 15.21 46.52 1749.67 71.79 75.69 104.32 0.00 0.00 0.00
1860.00 15.21 46.52 1846.16 89.84 94.73 130.56 0.00 0.00 0.00

1960.00 15.21 46.52 1942.66 107.90 113.77 156.80 0.00 0.00 0.00
2060.00 15.21 46.52 2039.16 125.96 132.81 183.04 0.00 0.00 0.00
2160.00 15.21 46.52 2135.65 144.02 151.85 209.28 0.00 0.00 0.00
2260.00 15.21 46.52 2232.15 162.08 170.89 235.52 0.00 0.00 0.00
2360.00 15.21 46.52 2328.64 180.13 189.93 261.76 0.00 0.00



WEAT&,RFORD DRILLING SAVICES
WELL PLAN REPORT

Company: BILLBARRETT CORP Date: 3/27/2007 Time: 13:36:01 Page: 2
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PETER'S POINT #14-26D-12-16
Site: PETER'S POINT 14-26D-12-16 Vertical (TVD) Reference: SITE 7174.7
)Vell: PETER'S POINT #14-26D-12-16 Section (VS) Reference: Well (0.00N,0.00E,46.52Azi)
3Vellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD IncI Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

2460.00 - 15.21 46.52 2425.14 198.19 208.97 288.01 0.00 0.00 0.00
2560.00 15.21 46.52 2521.63 216.25 228.01 314.25 0.00 0.00 0.00
2660.00 15.21 46.52 2618.13 234.31 247.05 340.49 0.00 0.00 0.00
2760.00 15.21 46.52 2714.63 252.37 266.09 366.73 0.00 0.00 0.00
2860.00 15.21 46.52 . 2811.12 270.42 285.13 392.97 0.00 0.00 0.00

2960.00 15.21 46.52 2907.62 288.48 304.17 419.21 0.00 0.00 0.00
3060.00 15.21 46.52 3004.11 306.54 323.21 445.45 0.00 0.00 0.00
3160.00 15.21 46.52 3100.61 324.60 342.25 471.69 0.00 0.00 0.00
3260.00 15.21 46.52 3197.10 342.65 361.29 497.94 0.00 0.00 0.00
3260.58 15.21 46.52 3197.66 342.76 361.40 498.09 0.00 0.00 0.00 DROP

3310.58 14.46 46.52 3246.00 351.57 370.69 510.89 1.50 -1.50 0.00 WASATCH
3360.00 13.72 46.52 3293.93 359.85 379.42 522.92 1.50 -1.50 0.00
3460.00 12.22 46.52 3391.37 375.30 395.70 545.37 1.50 -1.50 0.00
3560.00 10.72 46.52 3489.37 388.98 410.13 565.26 1.50 -1.50 0.00
3660.00 9.22 46.52 3587.86 400.90 422.70 582.58 1.50 -1.50 0.00

3760.00 7.72 46.52 3686.76 411.04 433.39 597.31 1.50 -1.50 0.00
3860.00 6.22 46.52 3786.02 419.39 442.19 609.45 1.50 -1.50 0.00
3960.00 4.72 46.52 3885.56 425.95 449.11 618.98 1.50 -1.50 0.00
4060.00 3.22 46.52 3985.32 430.72 454.14 625.91 1.50 -1.50 0.00
4160.00 1.72 46.52 4085.23 433.69 457.27 630.22 1.50 -1.50 0.00

4260.00 0.22 46.52 4185.21 434.85 458.50 631.92 1.50 -1.50 0.00
4274.79 0.00 46.52 4200.00 434.87 458.52 631.94 1.50 -1.50 0.00 HOLD
4360.00 0.00 46.52 4285.21 434.87 458.52 631.94 0.00 0.00 0.00
4460.00 0.00 46.52 4385.21 434.87 458.52 631.94 0.00 0.00 0.00
4560.00 0.00 46.52 4485.21 434.87 458.52 631.94 0.00 0.00 0.00

4660.00 0.00 46.52 4585.21 434.87 458.52 631.94 0.00 0.00 0.00
4760.00 0.00 46.52 4685.21 434.87 458.52 631.94 0.00 0.00 0.00
4860.00 0.00 46.52 4785.21 434.87 458.52 631.94 0.00 0.00 0.00
4960.00 0.00 46.52 4885.21 434.87 458.52 631.94 0.00 0.00 0.00
5060.00 0.00 46.52 4985.21 434.87 458.52 631.94 0.00 0.00 0.00

5160.00 0.00 46.52 5085.21 434.87 458.52 631.94 0.00 0.00 0.00
5170.79 0.00 46.52 5096.00 434.87 458.52 631.94 0.00 0.00 0.00 NOTRH HORN
5260.00 0.00 46.52 5185.21 434.87 458.52 631.94 0.00 0.00 0.00
5360.00 0.00 46.52 5285.21 434.87 458.52 631.94 0.00 0.00 0.00
5460.00 0.00 46.52 5385.21 434.87 458.52 631.94 0.00 0.00 0.00

5560.00 0.00 46.52 5485.21 434.87 458.52 631.94 0.00 0.00 0.00
5660.00 0.00 46.52 5585.21 434.87 458.52 631.94 0.00 0.00 0.00
5760.00 0.00 46.52 5685.21 434.87 458.52 631.94 0.00 0.00 0.00
5860.00 0.00 46.52 5785.21 434.87 458.52 631.94 0.00 0.00 0.00
5960.00 0.00 46.52 5885.21 434.87 458.52 631.94 0.00 0.00 0.00

6060.00 0.00 46.52 5985.21 434.87 .458.52 631.94 0.00 0.00 0.00
6160.00 0.00 46.52 6085.21 434.87 458.52 631.94 0.00 0.00 0.00
6260.00 0.00 46.52 6185.21 434.87 458.52 631.94 0.00 0.00 0.00
6360.00 0.00 46.52 6285.21 434.87 458.52 631.94 0.00 0.00 0.00
6460.00 0.00 46.52 6385.21 434.87 458.52 631.94 0.00 0.00 0.00

6560.00 0.00 46.52 6485.21 434.87 458.52 631.94 0.00 0.00 0.00
6660.00 0.00 46.52 6585.21 434.87 458.52 631.94 0.00 0.00 0.00
6670.79 0.00 46.52 6596.00 434.87 458.52 631.94 0.00 0.00 0.00 DARK CANYON
6760.00 0.00 46.52 6685.21 434.87 458.52 631.94 0.00 0.00 0.00
6860.00 0.00 46.52 6785.21 434.87 458.52 631.94 0.00 0.00 0.00

6940.79 0.00 46.52 6866.00 434.87 458.52 631.94 0.00 0.00 0.00 PRICE RIVER
6960.00 0.00 46.52 6885.21 434.87 458.52 631.94 0.00 0.00 0.00
7060.00 0.00 46.52 6985.21 434.87 458.52 631.94 0.00 0.00



WEATARFORD DRILLING SAVICES
WELL PLAN REPORT

Company: BILLBARRETT CORP Date: 3/27/2007 Time: 13:36:01 Page: 3
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PETER'S POINT #14-26D-12-16
Site: PETER'S POINT 14-26D-12-16 Vertical (TVD) Reference: SITE 7174.7
Well: PETER'S POINT #14-26D-12-16 Section (VS) Reference: Well (0.00N,0.00E,46.52Azi)
Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

7160.00 0.00 46.52 7085.21 434.87 458.52 631.94 0.00 0.00 0.00
7249.79 0.00 46.52 7175.00 434.87 458.52 631.94 0.00 0.00 0.00 PBHL 14-26D

Targets

Map Map <-- Latitude --> <- Longitude ->

Name Description TVD +N/-S +E/-W Northing Easting Deg Min See Deg Min See
Dip. Dir. ft ft ft ft ft

PBHL 14-26D 7175.00 434.87 458.52 7076901.732035787.42 39 44 21.618 N 110 5 38.150 W
-Circle (Radius: 200)
-Plan hit target

Annotation

MD TVD
ft ft

1060.00 1060.00 KOP
1668.53 1661.40 HOLD
3260.58 3197.66 DROP
4274.79 4200.00 HOLD
7249.79 7175.00 PBHL

Formations

MD TVD Formations Lithology Dip Angle Dip Direction
ft ft deg deg

3310.58 3246.00 WASATCH 0.00 0.00
5170.79 5096.00 NOTRH HORN 0.00 0.00
6670.79 6596.00 DARK CANYON 0.00 0.00
6940.79 6866.00 PRICE RIVER 0.00 0.00

Casing Points

MD TVD Diameter Hole Size Name
ft ft in in

1000.00 1000.00 0.000 0.000 CASING PT
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Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Peter's Point 14-26D-12-16

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2 ff

Top of Cement: O' Lead Fill: 700
OD of Hole: 12.250" Tail Volume: 94.0 e

OD of Casing: 9.625" Tail Fill: 300

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft /sk # SK's Lead:

Tail Yield: 1.16 ft /sk # SK's Tail:
% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,500' Lead Volume: 866.3 ft

Top of Cement 2,500' Lead Fill: 5,000'

OD of Hole: 7.875"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1.49 ft /sk # SK's Lead:

% Excess:
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Peter's Point 14-26D-12-16 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/ gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3
Sk

0.125 lbm/sk Ploy-E-Flake Total Mixing Fluid: 9.9 Gal/sk
Top of Fluid: 0'

Calculated Fill: 700'
Volume: 78.09 bbl

Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/ gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3
Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7500' - 2500')
50|50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49 ft3 Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 2,500'
0.2% FWCA Calculated Fill: 5,000'
0.125 lbm/sk Poly-E-Flake Volume: 200.56 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 760
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Peter's Point Unit Federal #14-269-12-16

SESW, 225' FSL, 1522' FWL, Section 26, T12S-R16E (surface)
SESW, 660' FSL, 1980' FWL, Section 26-Tl2S-R16E (bottom hole)

Carbon County, Utah

The onsite for this location was conducted on 11/21/2006.

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existina Roads:

A. The proposed well site is located approximately 50 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

B. The use of roads under State and County Road Department maintenance is necessary to
access the Peter's Point Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

C. All existing roads will be maintained and kept in good repair during all phases of
operation.

D. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

E. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

F. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Peter's Point Unit area. All
new construction will be within the Unit.

2. Planned Access Road:

A. From the existing Horse Bench road, an access is proposed trending east approximately
2112' to the proposed well site. A road design plan is not anticipated at this time.

B. The new access road will consist of an 18' travel surface within a 32' disturbed area. The
proposed access has been placed to minimize impact to the environment and natural
drainage of the area.

C. BLM approval to construct this new access road is requested with this application.

D. A maximum grade of 10% will be maintained throughout the project with minimum cuts
and fills, as necessary, to access the well.

E. A turnout is not
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

F. 18" diameter culverts will be installed as necessary. Adequate drainage structures, where
necessary, will be incorporated into the remainder of the road.

G. No surfacing material will come from Federal or Indian lands. BBC believes adequate
gravel material exists in Section 2, Tl3S-Rl6E, to accommodate any additional materials
needs.

H. No gates or cattle guards are anticipated at this time.

I. Surface disturbance and vehicular travel will be limited to the approved location access
road. Adequate signs will be posted, as necessary, to warn the public of project related
traffic.

J. All access roads and surface disturbing activities will conform to the appropriate
standard, no higher than necessary, to accommodate their intended function adequately as
outlined in the Bureau of Land Management and Forest Service publication: Surface
Operatine Standards for Oil and Gas Exploration and Development, Fourth Edition -

2006.

K. The operator will be responsible for all maintenance of the access road including drainage
structures. It is BBC's intent to maintain the newly constructed access road to this
wellsite.

3. Location of Existing Wells:

A. Following is a list of existing wells within a one-mile radius of the proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells none
vi. producing wells four
vii. abandoned wells none

B. Topographic Map C may not include all wells noted in A. above.

4. Location of Production Facilities:

A. All permanent above-ground structures will be painted a flat, non-reflective Olive Black
to match the standard environmental colors. All facilities will be painted the designated
color at the time of installation. Facilities required to comply with the Occupational
Safety and Health Act (OSHA) may be excluded.

B. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

Page
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #l4-26D-12-16
Carbon County, Utah

C. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs will be housed and/or fenced. All gas production and measurement shall
comply with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and
American Gas Association (AGA) Report No. 3. Use of an electronic flow meter
(EFM) for gas measurement purposes is requested with this application.

D. A tank battery(s) will be constructed on this lease; it will be surrounded by a dike
sufficient to contain the storage capacity of 1.5 times the single largest tank inside the
berm. All loading lines and valves will be placed inside the berm surrounding the tank
battery or will have a secondary containment vessel. All liquid hydrocarbon production
and measurement shall conform to the provisions of43 CFR 3162.7-2 and Onshore Oil
and Gas Order No. 4 for the measurement of oil. BBC requests permission to install the
necessary production/operation facilities with this application.

E. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

F. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

G. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

H. A gas pipeline (approximately 2150' of up to 10" pipe) is associated with this application
and is being applied for at this time. The proposed gas pipeline will leave the north end
of the well site and traverse west, boring under Horse Bench road to tie into an existing
surface-laid 12" pipeline.

I. The proposed steel gas pipeline will be buried, where soil conditions permit, within a 20'
utility corridor immediately adjacent to the 32' disturbed area for the new access road and
along the north side of Horse Bench road (see Topographic Map D).

J. As referred to in I. above, the line will not be buried in areas with bedrock at or near
surface that would require blasting to loosen rock before excavation for burial of the
pipeline. A table of the actual pipeline corridor width required is noted below for the
different scenarios. BBC is requesting a 20' utility corridor but actual disturbance
will be based on the applicable scenario.

Surface-Laid: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to be minimal, if any, within the 20'
requested. Total disturbance would be 32'.

Buried: 20' utility corridor + 32' road corridor = 52' TOTAL
Estimated disturbance for utility to include all 20' requested. Total
disturbance would be 52'.

K. The determination to bury or surface lay the pipeline will be made by the Authorized
Officer at the time of construction.

Page
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Surface Use Plan
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

L. BBC intends on stringing the pipeline on the surface, welding many joints into long
lengths, dragging the long lengths into position and then completing a final welding pass
to join the long lengths together. The welded jointswill either remain on the surface or
will be placed within the trench, dependent on the scenario. BBC intends on connecting
the pipeline together utilizing conventional welding technology.

5. Location and Type of Water Supply:

A. Bill Barrett Corporation will utilize an existing water well located in Cottonwood Canyon
on State Lands: Sec 32, Tl2S-R16E. BBC was granted this authorization by the SITLA
Right of Entry #4534 (Water Right 90-1542) on August 21, 2002. In addition, if
necessary, BBC may utilize water from Nine Mile Creek consistent with approvals
granted for such by the Utah State Engineers Office.

6. Source of Construction Material:

A. The use of materials will conform to 43 CFR 3610.2-3.

B. No construction materials will be removed from BLM.

C. If any gravel is used, it will be obtained from a State approved gravel pit. BBC also has
in place Materials Permit #345 covering all of Section 2-Tl3S-Rl6E.

7. Methods of Handling Waste Disposal:

A. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

B. Drill cuttings will be contained and buried on site.

C. The reserve pit will be located outboard of the location along the west side of the pad.

D. The reserve pit will be constructed so as not to leak, break or allow any discharge.

E. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

F. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

G. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold

Page
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

H. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

I. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

J. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

K. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

L. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

M. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

N. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

O. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.

P. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

Page
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

8. Ancillary Facilities:

A. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Lavout:

A. The well will be properly identified in accordance with 43 CFR 3162.6.

B. The rig layout and cross section diagrams are enclosed (see Figure #1 and #2).

C. The pad and road designs are consistent with BLM specifications.

D. The pad has been staked at its maximum size of 375' x 170' with a reserve pit size of
200' x 100'.

E. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

F. AII cut and fill slopes will be such that stability can be maintained for the life of the
activity.

G. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

H. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

I. Pits will remain fenced until site cleanup.

J. The blooie line will be located at least 100 feet from the well head.

K. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

A. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

B. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

C. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #l4-26D-12-16
Carbon County, Utah

of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

D. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

E. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

F. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

11. Surface and Mineral Ownership:

A. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

B. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

12. Other Information:

A. Montgomery Archaeological Consultants has conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 05-480, dated December 12, 2005. The access
road and pipeline were moved to avoid the sites indicated in this report.
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Bill Barrett Corporation
Surface Use Plan
Peter's Point Unit Federal #14-26D-12-16
Carbon County, Utah

B. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

C. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

13. Operator's Representative and Certification:

Title Name Office Phone
Company Representative (Roosevelt) Fred Goodrich (435) 725-3515
Company Representative (Denver) Tracey Fallang (303) 312-8134

Certification:

I hereby certify that the statements made in this plan are, to the best of my knowledge and belief, true and
correct; and that the work associated with the operations proposed herein will be performed by Bill Barrett
Corporation and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a
false statement.

Date: March 27, 2007
Trace Fallang roÉmintal/Regul nalyst
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BILL BARRETT CORPORATION
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BILL BARRETT CORPORATION --- -

| FIGURE #1
LOCATION LAYOUT FOR

PETERS POINT #14-26612-16
-
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BIL BARRETT CORPORATION / FIGURE #2/TYPICALCROSS SECTIONSFOR

X -Section
scale PETERS POINT #14-26$12-16

SECTION 26, T12S, R16E, S.L.B.&M.
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WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/02/2007 API NO. ASSIGNED: 43-007-31277

WELL NAME: PPU FED 14-26D-12-16

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESW 26 120S 160E .Tech Review Initials Date
SURFACE: 0225 FSL 1522 FWL

BOTTOM: 0660 FSL 1980 FWL Engineering

COUNTY: CARBON Geology
LATITUDE: 39.73815 LONGITUDE: -109.0948

UTM SURF EASTINGS:577566 NORTHINGS: 4398878 Surface

FIELD NAME: PETER'S POINT ( 40 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-000681 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/' Plat R649-2-3.

Bond: Fed [1] Ind [] Sta [] Fee [] Unit: PAM S
Uso. WYBOOOO40 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
050.90-1542 ) '

Drilling Unit
( RDCC Review (Y/N)

Board Cause No: -Û
(Date:

Eff Date: Oc -

jg) Fee Surf Agreement (Y/N) Siting:

p£¢ Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: I~(pç{p,
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T12S Rí6E

PETERS POINT UNIT
PETER'S POINT FIELD

CAUSE: 157-3 I 5-29-2001

Bili BJIl
PPU FED 11 22 12 It re-N D 111f

14 160 t 10

PETERE POINT
UNif R ,

i?U f i D
SW 12 in PPU FED

BHL
6 35D-12-16 BHL

8-35D 12-16

PETERT
POLKT114

PETERS POINT
uNir B

PETERS POINT
U FED §+ 34-12-16

MARD I 3 PEl ERS POINTT135 R16E gy 4.2.gg.ig a PETER5 POINT 5T B-2D-13-t6
PEFERS POINT ST 6-2D-13-i6
PETER5 POINT 5T 2-2-13-16

PETERS POINT ST
5-2D•i3•l6 DEEP PETERS POINT U

FED 4-12D-13-16 *

3 2

OPERATOR: BILL BARRETT CORP (N2165)

SEC: 26,27,34 T.12S R. 16E

FIELD:PETERSPOINT (40)

COUNTY: CARBON

CAUSE: 157-3 / 5-29-2001 Wells Status

(
G OE IOEN Utah OilGas and Mining

x LOCATION ABANDONED
NEW LOCATION

Field Status Unit Status PLUGGED & ABANDONED
ABANDONED EXPLORATORY PRODUCING GAS
ACTIVE GAS STORAGE e PRODUCING OIL

NF PP OIL g SHUT-IN GASCOMBINED NF SECONDARY e SHUT-IN OIL
INACTIVE NDING ):( TEMP. ABANDONED
PROPOSED o TEST WELL

RM N TED THERML A WATER INJECTION
PP OIL WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE 03-APRlL-2007
TERMINATED
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JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
--..¿sz

,,- Lieutenant Governor

State of Utah April 5, 2007

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director Bill Barrett Corporation

Division of 1099 18th St., Ste. 2300

Oil, Gas & Mining Denver, CO 80202

JOHN R. BAZA
Division Director

Re: Peter's Point Unit Federal 14-26D-12-16 Well, Surface Location 225' FSL,
1522' FWL, SE SW, Sec. 26, T. 12 South, R. 16 East, Bottom Location
660' FSL, 1980' FWL, SE SW, Sec. 26, T. 12 South, R. 16 East,
Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq.
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-31277.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340• facsimile (801) 359-3940•TTY (801) 538-7458 •
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Operator: Bill Barrett Corporation
Well Name & Number Peter's Point Unit Federal 14-26D-12-16

API Number: 43-007-31277
Lease: UTU-000681

Surface Location: SE SW Sec. 26 T. 12 South R. 16 East
Bottom Location: SE SW Sec. 26 T. 12 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 home
3. Reporting Requirements

All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days
following completion of the



Form 3160-5 UNITED STATES VED
(April2004) DEPARTMENTOF THE INTERIOR coy

BUREAU OF LAND MANAGEMENT 5. LeaseSenalNo

SUNDRY NOTICES AND REPORTS ON WELLS UTU- 6

Do not use this form for proposals to drill or to re-enteran 6. Ifindian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agn:ement,Nameand/or No.

Peter's PointUnit/UTU-063014
1. Type of

ilWell GasWell O Other 8. Well Nameand Na
Peter's Point Unit Fed 14-26D-12-15

2. Nameof BILL BARRETT CORPORATION 9. API WellNo.
3a Address 3b. Phone No. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4. LocationofWell (Footage,Sec.,T, R.,M, or SurveyDescnprion Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL 11. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OFNDIIŒ, REPORT, OR GTHER DATA

TYPE OF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) Water Shut-Off
Notice of Intent Alter Casing Fracture Treat Reclamation Well Imegrity

SubsequentReport Casing Repair NewConstniction Recomplete Other Change in pad layout

ChangePlans Plugand Abandon TemporarilyAbandon
Final Abandonment Notice Convertto lnjection PlugBack Water Disposal

13 DescribeProposedor CompletedOperation(clearly state all pertinentdetails,includingestimated starting dateof any proposedwork and approximate durationthereoE
lf theproposalistodeependirectionallyor recomplete horizontally, givesubsurface locationsandmeasured and trie vertical depthsof all pertinentmarkers and zones.
Attach the Bond under which thework will beperformedor providetheBond No. on file with BLM/BlA. Required subsequent reports shall be filedwithin 30 days
followingcompletion of the involvedoperations. If the operationresults ina multiple completion or recompletion in a new intelval,a Form 31604 shall be filed once
testinghasbeencompleted. Final Abandonment Notices shall be filed only after all requirements, includingreclamation, have been completed, and the operator has
determinedthatthesite is ready forfinalinspection.)

THIS SUNDRY AND THE ATTACHED REVISED PAD LAYOUT AND CROSS SECTION PLATS ARE BEING SUBMTITED AS
NOTIFICATION THAT THE ESTIMATED DISTURBED AREA FOR THE PAD AND PIPELINE WENT FROM ABOVE 5 ACRES TO 4.89
ACRES. ALTHOUGH NOT TYPICALLY THE CASE DUE TO TOPOGRAPHIC REASONS AND RIG REQUIREMENTS, BBC WAS
ABLE TO ADJUST THIS PAD BY REDUCING THE PAD SIZE SLIGHTLY AND THE PIPELINE CORRIDOR REQUESTED WIDTH TO
11'. UINTA ENGINEERING HAS BEEN CONTACTED TO MAKE THE NECESSARY CHANGES IN THE FIELD. NO ADDITIONAL
CHANGES ARE BEING MADE AT THIS TIME.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY
14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed)
Tracey Fallang Title Environmental/Regulatory Analyst

Signature i Date 06/27/2007

THIS SPACE F R FEDERAL OR STATE OFFICE USE

Approved g Title Date
Conditionsof approval, ifany, are attached. Approval of thisnotice doesnot warrant or
certify thattheapplicant holdslegalor equitable titleto thoserights in the subject lease Office
which would entitlethe applicantto conductoperationsthereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for anypersonknowinglyand willfully to make to any departmentor agency ofthe United
Statesanyf se, fictitiousor fraudulent statements or representations asto any matter within itsjurisdiction.

REC VED
JUN2 3 2007

DNOFOIL,GAS&



BILL BARRETT CORPORATION
LOCATION LAYOUTFOR

Rre .

PETERS POINT UNIT FEDERAL #14-26D-12-16 No.181319
votim9 - SECTION26, T12S, R16E, S.L.B.&M. gi

de 225' FSL 1522° FWL y RO . g

Proposed Access Irg OF gar
Road fililititti

F- 9.2'
OSAA .11

1
-6005 E-0.5' a so.J·

D A • P E/. 59.O'
.. SA J+ 0
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Round Corners .
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BILL BARRETT CORPORATION I
FIGURE #2

o TYPICALCROSS SECTIONSFOR
X-Section

scale PETERS POINT UNITFEDERAL#14-26D-12-16
SECTION 26, T12S, R16E, S.L.B.&M.

1" = loo 225' FSL 1522' FWL

DATE: 11---12-05 MMM

Prraeconstruction 45'
125°

rinishedcrode g RT L
E/LL KAY

S M. J+70

10, 75' 45' 125'
LOCATIONSTAKE

CUT I

S M. 1+95

75' 45' 125'
1O'¯~ Slope 1 1/'2: 1

SM. 0+50

130' 125'

SM. 0+00

APPROX/MA7EACREAGES
NELL 5/7E D/S7URÐAHCE- ±2.770 ACRES

ACCESS ROAD DIS7URBAHCE (2150' © J2') = ±1.579 ACRES

NOTE:
P/PELINE O/S7URÐANCE (2150' © 11') = ±0.54J ACRES

Topsoil should not be
E/LL QUAN71TYINCLUDES

Stripped Below Finished
5X FOR COMPAC710N

Grade on Substructure Area.

APPROXIMATEYARDAGES
EXCESS MATERIAL = J,600 Cu. Yds.

Topsoil & Pit Bockfill = J,600 Cu. Yds.

CUT (1/2 Pit Vol.)

(6") Topsoil Stripping = 1,840 Cu. Yds. EXCESS UNBALANCE = 0 Cu. Yds.
Remaining Location = 10,6JO Cu. Yds. (After Rehabilitation)

TOTAL CUT = 12,470 CU.YDS. UINTAH ENGINEERING & LAND SURV ßYING

FILL = 8,870 CU.YDS. es so. zoo z..e • vern.a. vena enors • (ess)



43, COPY ELDENTIÆ
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.
BUREAUOFLAND MANAGEMENT 10

6. If Indian,Allotee or TribeNameAPPLICATION FOR PERMIT TO DRILL OR REENTER
n/a

O 7 IfUnitor CAAgreement,NameandNo.la. Typeof work: DRILL REENTER
Peter's Point Unit/UTU-063014

8. LeaseNameand WellNo.
Ib. Typeof Well: Oil Well GasWell mer SingleZone MultipleZone Peters Point U Fed #14-26D-12-16
1 Nameof 0perator 9. API WellNo.

BILL BARRETT CORPORATION

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNo.(include area codel 10.FieldandPool,orExploratory
(303) 312-8134 Peter's Point/Wastach-Mesaverde

4. Locationof Well(Reportlocation clearly and in accordancewith any State requimnena.*) 11.Sec.,T. R. M. or Blk.and Surveyor Area
At surface SESW, 225' FSL & 1522' FWL

At proposedprod.zone SESW, 660' FSL & 1980' FWL
Sec. 26, T12S-R16E

14. Distanceinmilesand directionfromnearest town or postomce* 12.Countyor Parish 13. State
approximately 53 miles from Myton, Utah Carbon UT

15. Distancefromproposed' 16. No.of acres in lease 17. SpacingUnitdedicatedto thiswell
locationto nearest
propertyor leaseline,ft
(Alsotonearest drig.unit line,ifany) 225' SHI660' BH 1598.62 160 acres

18. Distancefromproposedlocation* 19.ProposedDepth 20. BLM/B1ABondNo.on file
to nearest well, dnlling,completed,
applied for,on this lease,ft. 2494' SHI3036' BH 7700' Nationwide Bond #WYBOOOO40

21. Elevations(Showwhether DF,KDB,RT,GL,etc.) 22. Approximatedatework willstart* 23. Estimatedduration
7161' ungraded ground 06/25/2007 45 days

24. Attachments
Thefollowing,completedin accordance with the requirements of OnshoreOilandGasOrderNo.1, shallbeattached to this form:

1. Wellplatcertified bya registered surveyor. 4. Bondto cover the operationsunlesscovered by an existing bondon file (see
1 A DrillingPlan. ltem20 above).
3. A SurfaceUse Plan (if the locationis on National Forest SystemLands, the 5. Operatorcertification

SUPO shallbe filedwith the appropriateForestServiceOffice) 6. Suchother site specificinformationand/orplansas may berequired by the
authorizedofficer.

25. Signature
,

Name (Printed/Typed) Date

Title
Tracey Fallang 03/27/2007

Environmental/R ulatory Analyst

Approvedby(Signature) /5/ 4.Lydi he n Name(Print Date

A al
conduct operationsthereon.
Conditionsof approval,ifany, are attached.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,make ita crime for anypersonknowinglyand willfully to maketo any departmentor agency of the United
Statesanyfalse,fictitiousor fraudulent statementsor representations as toanymatterwithin itsjurisdiction.

*(Instructionsonpage 2)

CONDITIONSOFAPPROVALATTACHEDRECEIVED
JUL 13 2007

DIV.0FOIL,GAS&



T12S, Ri6 E, S. L.B.&M BILL BARRETT CORPORATION
Well location, PETERS POINT #14-2 2-16,as .4 - 29.00 to age located os shown in the SE 1/4 SW 1/4 of
Section 26, T12S, R16E, S.L.B.&M. Carbon
County, Utah.

BASIS OF ELEVATION
LOT 4 LOT 3 LOT 2 LO COTTON TRIANGULATIONSTATION LOCATEDIN THE NW 1/4 OF

SECTION 31, T12S. R16E. S.LB.&M, TAKEN FROM THE TWIN
HOLLOW QUADRANGLE.UTAH, CARBON COUNTY, 7.5 MINUTE
SER!ES (TOPOGRAPHICALMAP) PUBUSHED BY THE UNITED
STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY.
SAID ELEVATIONIS MARKEDAS BEING 7386 FEET.

BASIS OF BEARINGS
SASIS OF BEARINGS IS A G.P.S. OBSERVATION.

E 1/4 cor LOT 5
Sec. 27
7909 grass
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BillBarrett Corporation
Peters Point Unit Federal 14-26D-12-16
Peters Point Unit
Lease UTU-0681 (surface and BHL)
Location, Surface: SE/SW Sec. 26, T12S, R16E

Bottom-hole: SE/SW Sec. 26, T12S, R16E (directionally drilled within same qtr-qtr)
Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal - BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oil and Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented such that the top-of-cement extends a
minimum of 100 feet into the surface casing.

6. A cement bond log (CBL) or other appropriate tool for determining top-of-cement,
shall be run on the production casing string, unless cement is circulated to
surface.

7. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

8. Locally, the Green River Formation is known to contain oil, gas, oil shale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

Price Field Office
Price, Utah

St1RFACE USE
CONDITIONS OF APPROVAL

Project Name: Peters Point Unit Drilling

Operator: Bill Barrett Corporation

Wcll:

N..gmg Number SHIDH TWP/RNG Number
Peters Point UNIT
FEDERAL 14-26D-12-16 26/26 12S/16E UTUA)681

I Site Specific Conditions of Approval

1. A pre-construction field mocting may be conducted prior to beginning any dirt
work approved under this APD. The operator shall contact the BLM Authorized
Officer Don Stephens @ 435-636-3608 at least 48-hours prior to beginning
operations so that the meeting can be scheduled. The operator is responsible for
having all contractors present (dirt contractors, drilling contractor, pipeline
contractor,project oversightpersonnel, etc.) includingthe overall field operations
superintendent,and for providing all contractors copics of the approved APD(s),
project map and BLM Conditionsof Approval pertinentto the work that each will
be doing.

2. The following appendices are attached for your referenec. They are to be
followed as conditionsof appmval:

SM-A,SeedMixture forBerms, Topsoil Piles, Pad Margins
SM-B, Sced Mixture for Final Reclamation (buriedpipelines,
abandoned pads, roads, etc.)
TMC1,Browse Hand Planting TubclingMixtures
Lease Stipulations,see attached Table 2.3 fromEA for West Tavaputs
PlateauDrillingProgram.
Applicant-committed environmental protectionmeasures,see attached
Appendix
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3. The area that encompasscs the well location and road is environmentally sensitive
including fragile soils and vegetation. The operator may be required to perform
special measures such as mulching, crosion fencing, use of erosion fabric,etc. per
the directionof the BLM Authorized Officer to stabilize any disturbed arcas and
ensure the reestablishmentof long-termperennial vegetation.

4. The operatorwill be responsible forperforming any remediationand/ornecessary
road upgrading(e.g. elevating, surfacing, cuiverts,low-watercrossings,water-
wings, surfacing, etc.) as directed by the BLM Authorized Officer, resulting from
untimely access.

5. All equipment and personnel used duringdrillingand construction activities will
be restricted to only approve accessroads.

6. If the well is a productive and aller completion operations, the road will be
upgraded to a Resource Road statusin accordance with the SurfaceOperating
Standark forOil & Gas Exploration and Development, Fourth Edition and/or
BLM Manual Section 9113 concoming road construction standards on projects
subjectto federal jurisdiction.

7. All permanent above-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirementswill be painted to blend with the natural color
of the landscape. The paint used will be a color which simulates "Standani
Enviromnental Colors." The color selected for the Prickly Pear Unit Federal 2-
35-12-15 well is Olivc Black, SWA20-6. All facilities will be painted the
designatedcolor at the time of installation.

8. All trees salvaged from the construction of the well pad will be clearly segregated
frorn the spoil material, to prevent burying of trees in the spoil material.

9. No salvaged trees will be pushed up against livo trees or buried in the spoil
material.

10. All areas not needed for production of the well will be reclaimed within 90 days
ol' completion if weather conditions are favorable, unless the BLM Authorized
Officergives an extension.

11. Reserve pits will be closed as soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives an
extension. Squcczing of pit fluids and cuttings is prohibited. Pits must be dry of
fluids or they must be removed via vac-truck or other environmentally acceptable
method prior to backfilling, re-contouring and replacement of topsoil. Mud and
cuttings left in pit must be buried at least 3-fect below re-contoured grade. The
operator will be responsiblc for re-contouring anysubsidenceareas that develop
frorn closing a pit before it is suf¾ciently dry.

12. The operator will drill seed on the contour to a depth of 0.5 inch, followed by
cultipaction to compact the seedbcd, preventing soil and seed losses. To
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quality and purity, the current years tested, certified seed with a minimum
germination rate of 80% and a minimum purity of 90% will be used, len the
ground and prior to May 15.

13.Please contact Don Stephens,Natural Resource Specialist,(435) 636-3608,
Bureau of Land Management,Price Field Office,if there arc any questions
concoming these surface use COAs.

14. A Paleontologist acceptable to the BLM will monitor during surface disturbing
activities. If paleontologic resources are uncovered during surface disturbing
activities, the paleontologist shall immediately notify the Authorized Officer
(AO). The AO will arrange for a determinationof significance and, if necessary,
recommend a recovery or avoidance plan.

15. The pipeline(s) shall be buried.

16. During the activities of road maintenance, new road construction or the
construction of well pads, il any standing live or dead trees are damaged, cut
down or knocked over by grading or construction equipment, actions would be
taken to remove exccssive vegetation from the road or pad edge. These materials

would either bc chipped on site and dispersed along the road or pad edge or
hauled to BLM approved locations and piled for disposal in a manner that would
not present a fuel hazard. Piles must be located in openings so that no pile would
be within 30 feet of standing live trees. The piled vegetation must also be located
adjacentto and accessible by road.

17. An impermeable liner shall be uscd in the containment area of all permanent
condensateand water tanks.

18. Gas shall be measured on the well pad unless the BLM Authorized Officer
authorizes another location.

11 Standard conditionsof Approval

A. General

1. If any cultural values [sites, artifacts, human remains] are observed during
operation of this lease/permitMght-of-way, they will be left intact and the Price
Field Manager notified. The authorized ofliccr will conduct an evaluation of the
cultural values to establish appropriate mitigation, salvage or treatment. The
operator is responsible for informing all persons in the area who are associated
with this project that they will be subject to prosecution for knowinglydisturbing
historic or archaeological sites, or for collecting artifacts, If historic or
archaeological materials are uncovered during construction, the operator is to
immediatelystop work that might further disturb such matcrials, and contact
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authorizedBLM officer (AO). Within five working days the AO will infont the
operatoras to:

• whether the materials appear eligible for the National Register of
HistoricPlaces;

e the mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary);and,

• a time-frame for the AO to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Officer, that the findings of the AO are correct and that mitigation is
appropriate. The AO willprovide technical and proceduralguidelines
for the conduct of mitigation. Upon verification from the AO that the
requirod mitigation has been completed, the operator will then be
allowedto resume construction measures.

2. The operator shall restrict travel on unimproved roads during periods of inclement
weather or spring thaw when the possibility exists for excessive surface resourcc
damage(e.g., rutting in excessof 4-inches, travel outside roadway, etc.).

3. The Companies will provide georefercnced spatial data depicting as-built
locations of all facilitics, wolls, roads, pipelines, power lines, and other related
facilitics to the BLM by November 1 of each year until completion of project
construction activities has occurred.

4. Tf any dead or injured threatened, cadangered, proposed, or candidate species is
located during construction or operation, the BLM Price Field Office (435-636-
3600) shall be notified within 24 hours.

5. The Company will conduct clearance surveys for threatened, endangered or other
spccial-concern species at the optimum time. This will require coordinationwith
the BLM before November 1 annually to review the potential for disturbanceand
to agree on inventory parameters.

B. Construction

1. The operator will limit vegetation removal and the degree of surface disturbance
wherever possible. Wherc surface disturbance cannot be avoided, all practicable
measures will be utilized to minimize crosion and stabilize disturbed soils.

2. Construction and drilling activity will not be conducted using frozen or saturated
soil material during periods when watershed damage or excessive rutting is likely
to occur.

3. Remove all available topsoil from constructed well locations including areas of
cut and fill, and stockpile at the site. Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.).
Clearly segregatetopsoil from excess spoil material. Any topsoil stockpiled
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one year or longer will be signed and stabilized with annual ryegrass or other
suitablecover crop.

4. The operator will not push soil material and overburden over side slopes or into
drainages. All soil material disturbed will be placed in an area whom it can he
retrieved without creating additional unduc surfacedisturbance and where it does
not impede watershed and drainage flows.

5. Construct the backslopo no steeper than 1½:1, and construct the foreslope no
steeper than 2:1, unless otherwise directed by the BLM Authorized Officer.

6. Maintain a minimum20-footundisturbedvegetative border between too-of-fillof
pad and/or pit areas and the edgeof adjacent drainages,unless otherwise directed
by the BLM AuthorizedOfficer.

7. With the overall objective of minimizing surface disturbance and retaining land
stability and productivity, the operator shall utilize equipment that is appropriate
to the scope and scale of work being done for roads and well pads (utilize
equipment no larger than needed for the job).

8. Roscrvepits will be adequately fenced during and after drilling operations until
pit is reclaimed so as to efTectivelykeep out wildlife and livestock. Adequate
fencing,in licu of more stringent requirements by the surfaceowner, is definedas
follows:
• Construction materials will consist of steel or wood posts. Three or four strand

wire (smooth or barbed) fence or hog panel (16-foot lengthby 50-inch height)
or plastic snow fence must be used with connectors such as fence staples,
quick-connect clips, hog rings, hose clamps, twisted wire, etc. Electric fences
will not be allowed.

• Constructionstandards:Posts shall be firmly set in ground. If wire is used, it
must be tant and evenly spaced,from ground level to top wirc, to effectively
keep out animals. Nog pancis must be tied scourelyinto posts and one another
using fence staples, clamps, ctc. Plastic snow fencingmust be taut and sturdy.
Fence must be at least 2-feet from cdge of pit. 3 sides fencedbefore beginning
drilling, the fourth side fenced immediatelyupon completionof drilling and
prior to rig release. Fonce must be left up and maintained in adequate
conditionuntilpit is closed.

9. The reserve pit will bc oriented to prevent collection of surFace runoff. After the
drilling rig is removed, the operator may need to construct a trench on the uphill
side of the rescrve pit to divert surface drainage around it. If constructed, the
trenchwill be left intact until the pit is closed.

10. The reservo pit will be lined with an impermeable liner if permeable subsurface
material is encountered.An impermeable liner is any liner having a permeability
less than 10" cm/sec.The liner will be installed so that it will not leak and will be
chernically compatible with all substances that may be put in the pit. Liners made
of any man-made synthetic materialwill be of sufficient strength and thickness
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withstand normal installation and pit use. In gravelly or rocky soils,a suitable
bedding material such as sand will be used prior to installing the lincr.

11. The reserve pit will be constructed so that at least half of its total volume is in
solid cut material (belownatural ground level).

12.The roscrvepit shall have 2 foot of freeboardmaintained at all times to prevent
overflowof fluids.

13. Culverts will be placed on channel bottoms on firm, uniform beds, which have
been shaped to accept them, and aligned parallel to the channel to minimize
erosion. Backfill will bc thoroughlycompacted.

14. The minimum diameter for culverts will be 18 inches. However, all cuiverts will
be appropriately sized in accordancewith standards in BLM Manual 9113.

15. Constructionand other project-related traffle will be restricted to approvedroutes.
Omss-countryvehicle travelwillnot be allowed.

16. Maximumdesign speed on all operator-constructed and maintainedroads will not
exceed25 milesper hour.

17. Pipeline construction shall not block nor change the natural course of any
drainage.Pipelines shall cross perpendicular to drainages. Pipelines shall not be
run parallel in drainage bottoms. Suspended pipelines shall povide adcquate
clearance for maximumrunofE

18. Pipeline trenchesshall be compactedduring backfilling. Pipeline trenches shall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation.

19. The pipeline right-of-way will be brush-hogged to prevent unnecessary
disturbance. Only those areas where safety, absolute need for construction or
other regulations may warrant the use of topsoil removal by blading or scalping.

20. During construction, emissions of particulate matter from well pad and road
constructionwould be minimized by application of water or other non-saline dust
suppressants with at least 50 percent control efficiency. Dust inhibitors (surfacing
materials,non-saline dust suppassants, and water) will be used as necessary on
unpaved roads that present a fugitivo dust problem. The use of chemical dust
suppressants on public surface will require prior approval from the BLM
Authorized Officor.

21. The operator shall submit a SundryNotico (Form 3160-5) to BLM for approval
prior to construction of any new surface disturbing activities that are not
specificallyaddressed in the approved APD.

C. Operations/Maintenance

1. If in the process of air drilling the wells there is a need to utilizo mud, all
circulatingfluids will be containedeither in an approvedpit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacity of all expected fluids without dangerof overflow. Fluid



JUL-05-2007 14: 27 FROM:BLM PRICE UTAH 4356363657 TO: 4352592158 P. 12732

cuttings will not be squeezedout of the pit, and the pit will be reclaimed in an
expedientmanner.

2. Confine all equipment and vehicles to the access road(s), pad(s), and area(s)
specified in the approvedAPD.

3. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This weste will be transported to a State approvedwaste
disposal site immediately upon complction of drilling operations. No trash or

empty barrelswill be placed in the reservepit or buried on location. All state and
local laws and regulationsportainingto disposal of humanand solid waste will be
complied with.

4. Rat and mouse holes shall be filled and compacted from the bottom to the top
immediatelyupon releaseof the drilling rig from the location.

5. The operator will bc responsible for prevention and control of noxious weeds and
weeds of concern on all areas of surface disturbanceassociated with this project
(well locations, roads, water management facilitics, etc.) Use of pesticides shall
comply with the applicableFederal and State laws. Pesticides shall he used only
in accordancewith their registered uses and within limitations imposed by the
Secretaryof Interior. Prior to the use of pesticides on public land, the holder shall
obtain from the BLM authorized officer written approval of a plan sbowing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
information deemednecessary by the authorized officer to such use.

6. Scwage shall be placed in a self-contained, chemically treated porta-potty on
location.

7. The operatorand their contractorsshall ensure that all ûse, production, storage,
transport and disposal of hazardous and extremely hazardous materialsassociated
with the drilling, completion and production of these wells will be in accordance
with all applicable existing or hereafter promulgated federal, stato and local
govemment rules, regulations and guidelines. All project-rclated activities
involving hazardous materials will be conducted in a manner to minimize
potential environmentalimpacts. In accordance with OSHA requirements, a file
will be maintained onsite containingcurrentMaterial Safety Data Sheets (MSDS)
for all chcmicals, compoundsand/orsubstances which are used in the course of
construction,drilling,completionand production operations.

8. Produced fluids shall be put in test tanks on location during completion work.
Produced water will be put in the reserve pit during completionwork per Onshore
Order #7.

9. The only fluids/waste materials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drilling muds & cuttings
-
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- excess cement and certain completion & stimulation fluids defined by
EPA as exernpt

It does not includedrilling rig waste, such as:
- spenthydraulicfluids
- used engineoil
- used oil filter
- emptycement,drilling mud, or other product sacks
- empty paint, pipe dopo,chemical or other product containers
- excess chemicals or chemical rinsate
Any evidence of non-exempt wastcs being put into the reserve pit may result in
the BLM Authorized Officerrequiring specific testingand closure requirements.

10. If this well is drilled during the fire season (June-October), the operator shall
institute all necessary precautions to ensure that fire hazard is minimized,
including but not limited to mowing vegetation on the access route(s) and well
location(s), kccping fire fighting equipment readily available when drilling, etc.

D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, including the pipelines, access
mads, water management facilities, ctc will be expediently reclaimed and
reseeded in accordance with the surface use plan and any pettinent site-specific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography.No depressions will be left thattrap water or form ponds.

3. Bctore the location has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarify the drillingplatform and accessroad on the contour, to
a depth of at least 12 inches. The rippersare to be no farther than 24 inchesapart.

4. Distribute the topsoil evenly over the entire location and other disturbed areas.
Prepare the seedbedby disking to a depthof 4-to-6 inchesfollowingthe contour,

5. Phased reclamation plans will be submitted to BLM for approval prior to
individualPOD facilityabandonment via a Notice of'Intent (NOI) SundryNotice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments, etc. need to be addressed in these plans as they are no longer
needed. Individual items that will need to be addressed in reclamation plans
include:

• Pit closure (Close ASAP after suitably dry, but no later than 90 days from
time of drilling unless an extension is given by BLM Authorized Officer.)
BLM may require closure prior to 90 days in some cases due to land use or
environmental
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• Configuration of reshaped topography, drainage systems, and other surface
manipulations

• Wastedisposal
• Revegetation methods, including specific seed mix (pounds pure live

seed/acre) and soil treatments (seedbed preparation, fertílízation, mulching,
etc.). On private surface, the landowner should be consulted for the specific

seed mix.
• Other practices that will be used to reclaim and stabilize all disturbed arcas,

such as water bars, crosion fabric,hydro-mulching,etc.

• An estimate of the timetables for beginning and completing various

reclamation operationsrelative to weathcr and local land uses.

• Methods and measures that will be used to control noxious woods, addressing
both ingress and egress to the individualwell or POD.

• Decommissioning/removal of all surface facilities

6. BLM will not release the performance bond until all disturbed arcas associated

with the APD/POD have been successfully revegetated(evaluationwill be made
after the secondcompletegrowingseason) and has met all other reclamationgoals

of the surface owner and surface management agency.

7. A Notice of1ntent to Abandon and a SubscquentReport of Abandonmentmustbe
submitted for abandonmcat approval.

8. For performance bond m1easeapproval, a Final Abandonment Notice (with a

surface owner release letter on split-estate) must be submitted prior to a final

abandonment ovaluationby BLM.

9. Soil fertility testing and the addition of soil amendments may be required to
stabilize some disturbed lands.

10. Anymulch utilized for reclamation needs to be certifiedweed free.

11. Waterbars are to be constructed at least one (1) foot dcop, on the contour with

approximately two (2) feet of drop per 100 feet of waterbar to ensure drainage,

and extended into established vegetation. All waterbars are to be constructedwith

the berm on the downhill side to prevent the soft material from silting in the

trench. The initial waterbar should be constructed at the top of the backslope.

Subsequent waterbars should follow the followinggeneral spacing guidelines:

Slope Spacing Interval
(percent) (feet)

52 200
2-4
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4 - 5 75
> 5 50

E. Producing Well

1. Reclaim those areas not required for production as soon as possible. The fluids
and mud must he dry in the reserve pit before re-contouring pit area. The operator
will be responsible for re-contouring and reseeding of any subsidence areas Lhat
developfrom closing a pit before it is completelydry.

2. Reduce the backslopeto 2:1 and the foreslopc to 3:1, unless othonvise directed by
the BLM Authorized Officer. Reduce slopes by pulling fill material up from
foreslopeinto the toe of cut slopes.

3. Production facilities (including dikes) must be placed on the cut portion of the
location and a minimum of l 5 feet l'rom the toe of the back cut unless otherwise
approved by the BLM AuthorizedOfficer.

4. Any spilled or teakedoil, produced watcr or treatmentchemicalsmustbe reported
in accordance with NTL-3A and immediately cleaned up in accordance with
BLM requirements. This includes clean-up and proper disposition of soils
contaminated as a result of such spills/leaks.

5. Distribute stockpiled topsoil evenly over those arcas not required for production
and resced as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainagc
dips, ditching,crowning, surfacing, etc.) as necessary and as directedby the BLM
Authorized Officer to prevent soil erosion and accommodate safe,
cnvironmentally-soundaccess.

7. Prior to constructionof production facilities not specifically addressed in the
APD, the operator shall submit a Sundry Notice to the BLM Authorized Officer
for approval.

8. If not aheady required prior to constructing and drilling the well location, the
operator shall immediat¢ly upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfacing, etc.) to
ensure safe, environmentally-sound,year round acccss. Waterbars shall be
installedon all reclaimed pipeline corridors por the guidelines in D
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Seed Mix A=
Temporary Disturbance

(for berms, topsoilpiles, pad margins)

Forbes Lbs
Yellow Sweetelover 2.0 lbs/acre
LadakAlfallo 2.0 lbs/acre
Cicer Milkvetch 1.0 lbs/acre
Palmer Penstemon 0.5 lbs/acre

Grasses Lbs
Crested Wheatgrass 2.0 lbs/acre
GreatBasin Wildrye 2.0 lbs/acre
Intermediate Wheatgrass 2.0 lbs/acre

Total 11.5 lbs/acre
a SeedmixA is designed for rapid establishment,soil holding ability, and nitrogen fixingcapability.

C.4 EA, West Tavaputs Plateau Drilling Prpgram

Seed Mix B
Final Reclamation

(for buried pipe lines,abandonedpads, road, etc.)

Porbes Lbs
PalmerPensternon 0.5 lbs/acre
GoldenCryptantha 0.25 lbs/acre
Utah Sweetvetch 0.5 lbs/acre
YellowSweetclover' 2.0 lbs/acre
Lewis Flax 1.0 lbs/acre

Grasses Lbs
indian Ricegrass 1.0 lbs/acre
Needte& ThreadGrass 1.0 los/acte
Intermediate Wheatgrass 2.0 lbs/acre
Blue Grama 0.5 lbs/acre
Galletta 0.5 lbs/acre
GreatBasin Wildrye 2.0 lbs/acre

Woody Plants Lhs
Fourwing Saltbush 2.0 lbs/acre
Winterfat 0.5 lbs/acre
WyomingBig Sagebrush 0.25 lbs/acre
Utah Serviceberry 1.0 lbs/acre
BlueElderberry(RawSceds) 1.0 lbs/acre

Total 16.0 lbs/acre
i Yellow Sweetcloveris planted as a nurse crop toprovide solar protection, soil binding and

nitrogen
fixing. It will normally be crowdedout in 2 to 3
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TMC 1: Browse Hand Planting
TubeRng Mixtures

One of the two browse specieslists (checked below)are to be hand planted at theprescribed
applicationrate and according to the followingprescribed methodson areas that are undergoing

long termreclamation. The would include all pipeline corridors, bermaround edge of drillpads,

miscellaneousdisturbedareasassociatedwith constructionsuch as staging arcas for equipment,

sidecast on road outs,along side upgraded or now roads up to and including borrowditch and in

thetermination of redundant access roads beingclosed. This planting shall be completed in the
firstplantingwindow following completion of construction and on all other disturbed areas upon

Smal.reclamation.

Planting Methods:

Planting shall be accomplished using a labor forcewith specificexperiencein landscape
restoration, hand planting rnethods and handling and care of browse tabling and or barerootstock
plants.

Browse plants to be utilized can be baæroot stock or tubling stock plants of 1 year oldage class
or goater,

Browse seedlingprotectors will be used to provideprotection from browsing ungulates for two

years. Scedlingprotectors will be of an openmesh rigid design thatwill break downwhen

exposedto sunlightandthat mcastres a minimumof 12 inches in lengthand 4 inches in diameter.

Planting shall be completedin the spring (March 1-April 1) and or fall (November1-December 1)

planting windows.

Browseplants shall be storedand handled in such a manneras to maintain viability, accordingto
the type of browse stockbeingused.

Planting Species and Application Rate:

[ ] Sagebrash-Grass [ ] Pinyon-

Juniper
Plants Per Acre

Species

WyomingSagebrush(GordonCreek) 100 50

Fourwing Saltbush (Utah seed source collected 100 50
at or above 5,000 feet clovation)

True MountainMahogany(Utah seed source) 0 50

AntelopeBitterbrush(Utahseed source) 0 50

Total 200 200

Suitable Substitadons:

Utah Serviceberry no 50

Winterfat 100
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LO INTRODUCTION

I AppendixB is part of BBC's ProposedAction forthe WTPDP as described in Chapter 2.0, and BBC will

comply with the standards, procedurcs,and reqoirementscontainedin Appendix B when implementing

the Alternatives unless otherwise provided for by the BLM Authorized Officer (AO). Appendix B

describesstandard practicesutilizedto mitigateadverseeffectscaused by surface-disturbing activides.

I
i
I

i
i
i
i
i
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6. On newly constructed roads and permanent roads, the placementof topsoil, seeding, and stabilization
will be required on all cut and fill slopes unless conditions prohibit this (e.g., ock). No unnecessary

- side•castingof material(e.g., maintenance) on steep slopes will be allowed.

7. Reclamation of abandoned roads will include requirements for reshaping, recontouring, resurfacing
with topsoil, installation of water bars, and ieeding on the contour. Road beds, wellpads,and other
compactedareaswill bc ripped to a depth of 1.0 foot on 1.5feet centers to reduce compactionprior to
spreading the topsoil acros's the disturbed area. Stripped vegetation will be spread over the
disturbance for nutrient recyclin8,where practicaL Fertilization or fencing of these disturbanceswill
not normally be required. Additionalerosioncontrol measures (e.g., liber matting)and road barricrs
to discourage travel may be required.Graveled roads, welipada, and other sites will be stripped of
usable gravel and hauled to new constructionsitesprior to ripping as deemednecessary by the AO,
The removal of structuressucha*bridges, cuiverts,cattleguards,and signs will usuallybe required.

8. Main artery roads, regardless of the primary user, will be crowned,.ditched,drained, and, if deemed
appropdate by the AO, surfaced with gravel.

9. Unnecessary topographic alterations will be midgatedby avoiding, where possible, steep slopes,
rugged topography, and perennial and ephemerallintermittentdrainages, and by minimizing the area
disturbed,

10. Upon completion of constmetion and/or production activities, the Companics will restore, to the
extent practicable, the topographyto near pre-existingcontours at well sites, access roads, pipelines,
andother facilitysites.

11. Existing roads will be used to the maximum extent possible and upgraded as necessary.

E 12. BBC will coroply with existing federal, state, and county requirements and restrictions to protect road
networks and the travelingpublic.

13. Special arrangementswill be made with the Utah Department of.Transportationto transport oversize

i loads to the project area. Otherwise, load limits will be observed at all times to prevent damage to
existing road surfaces.

i 14. All development activitiesalong approved ROWs will be restricted to areas authorized in the
. approvedROW.

15. Roads andpipelines will be locatedadjacentto existing línear tocilitieswherever practical.

16. BBC and/or their contractors will post appropriate warning signs and require project vehicles to
adhere to appropriato speed limitson project-required roads, as deemednecessaryby the AO.

16. BBC will be responsiblefor trecessary preventative and corrective road maintenancefor the duration
of the project. Maintenance responsibilities may include, but are not limited to, blading, gravel
surfacing, cleaning ditches and drainage facilities, dust abatement, noxious weedcontrol, or other
requirements asdirectedby the
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2.3 WELLPADS AND FACILIITES

1. In conformance with Onshore Oil and Gas Order No. 1, BBC will preparc and submit individual
comprehensivedrill site design plans for BI.M approval. These plans will showthe drill location
layout over the existing topography; dimensionsof the location; volumesand cross sections of cat
and fill; location and dimensions of reserve pits; existing drainage patterns; and access road egress
and ingress. Plans will be submittedand approved prior to initiationof constmetion.

2. No surface disturbance is recommended on slopes in excess of 25% unless erosion controls can be g
ensured and adequate revegetation is expected. Engineering proposals and revegetation and
restoration plans willbe required in these areas.

3. Reserve pits will be constructed to ensure protection of surface and ground water. The review to
determine the need for installation of lining material will be done on a case-by-case basis and
consider soil permeability,water quality, and.depth to groundwater.

4. Reserve pit linerswill have a mullen burst strengththatis equal to or exceeds 300 pounds, a puncture
strengtla that is equal to or exceeds 160 pounds, and grab tensile strengths that are equal to or exceed
150 pounds. There will be verified test results conductedaccording to ASTM test standards. The
liner will be totally resistantto deterioration by.hydrocarbons.

5. Produced water from oil and gas
oper¯ations

will be disposed of in accordance with the requirements
of OnshoreOil and Gas Order#7.

d. Pits will be fencedas specitled in individual authorizati s. Any pit containing harmful ffuidswill be
maintained in a rnanner that will prevent migratorybird mortality. .

7. Disturbances will be managed/reclaimed for zero runoffikom the wellpad or other facility until the
area is stabilized. All excavations and pits willbe closedby bur1d1Iling and contouringto conformto
surroundingterrain. On wellpads and otherfacilities, the surface use plan will include objectives for
successful reclamation including soil stabilization, plant community composition, and desired
vegetation density and diversity.

8. On producing wells. BBC will reduce slopesto originalcontours (not to exceed 3:1 slopes). Arese
not used for production purposes will be backfilled and blended into tbc surrounding terrain,
roseeded, and erosion control measures installed. Ërosioncontrol measures will be required after M
slope reduction. Mulching, epsion control measures, and fertilization may be required to achieve
acceptablestabilization. .

9. Abandonedsiteswillbe satisfactorilyrehabilitated in accordance with theapproved APD.

2.4 PIPELINES

1. Pipeline constructionmethodsand practiceswill be completed in such a mannerso as to obtain good
reclamation and the re-establishment of the nativeplant community.

2. On ditches exceeding24 inches in width, 6 to 12 inches of surface soil wiH be salvaged on the entire
right-of-way,vihere practicable. Whenpipelinesare buried, there will be at least 30 inches ofbackfill
on top of the pipe. Backfill will not extend above the original ground level after the 1111hassettled. -

Guides for constmetion and water bar placement found in "Surface OperatingStandards for Oil
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2.5 AIR QUALITY

1. BBC will comply with all applicable local, state, and federal air quality laws, statutes, regulations,

standards,and implementationplans.

2. BBC will obtainall necessaryair quality permits from UDAQto construct, test, and operate facilities.

3. All internal combustion equipmentwill be kept in goodworking order.

4. The Companies will use waterat construction sites, as necessary,to abate fugitivedust.

5. The Companieswill not allow any openburningof garbageor reibse at well sites or other facilities.

2.6 VEGETATION

1. Romoval and disturbance of vegetation will be kept to a minimum through constmetion site

management (e.g., using previously disturbed areas and existing casements, limiting
equipment/materialsstorage yard and stagingarea size, etc.).

2. Wellpads and associated roads and pipelines yill be located to avoid or minimize impacts in areas of

high value (e.g., sensitive species habitats,wetland/riparlan areas).

2.7 SOILS

1. Surface-disturbing activities will be examined on a site-specific basis, evaluating the potential for soil

loss and the compatibilityof soil properties with project desi8n. Stipulations and mitiga'ting toessures

will be developed on a case-by-casebasis to ensure soilconservationand practical management.

2. BBC will restrict constructionactivitiesduritígperiods when soils are saturated and excessive rutting

(>4inches with multiplepasses) would occur.

3. Salvage and subsequent replacement of topsoil will 6ccur for surface.disturbingactivities wherover
specified by the AO.

4. Before a surfacedisturbing activityis undertaken, topsoildepth will be.determinedand the amount-of

topsoil to be amoved,alongwithtopsoilplacemeni areas, willbe specified in the authorization. Ìhe
uniform distribution of topspil over the area to be reclaimed will occur unless conditions warrant a
varying depth. On large surface-disturbing projects topsoil will be stockpiledand seededto reduce
erosion. Where feasible, tripsoil stockpiles will be designed'to maximisesurikcearea to reduce

impacts to soil microorganisms. Areas used for spoil storagewill be strippedof topsoil beforespoil
placement,and the replacement of topsoil after spoil removalwill be required.

5. BBCwill avoid adverse impactsto soils by:
• minímízing the area ofdisturbance;
• avoidingcoastmetion with frozensoil materials to theextempracticable;
• avoiding areas with high erosion potential (e.g., unstable soil, dunal areas, slopes greater than

25%. floodplaíns),where practicable;
• salvaging and selectively handling topsoil from disturbedareas;
• adequatelyprotectingstockpiledtopsoil andreplacingit on the surfaceduringreclamation;
• Icaving the soil intact (scalpingonly) during pipeline construction, where
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2.11 GEOLOGICAUPALEONTOLOGICAL RESOURCES

1. Wells, pipelines, and ancillary facilitieswill be desi8nedand constructedsuch that they will not be

damaged by moderate eatthquakes. Any facilities defined as critical accordingto the Uniform

Building Codewill be constmeted in accordancewith applicableUniformBuilding Code Standards

for SeismicRisk Zone 28.

2. If paleontological resources areuncovered during surfacedisturbing activities, BBC will suspend

operations at the site that will further disturb such materialsand irnmediatelycontact the AO, who

will arrange for a determination of significance, and, if necessary, recommend a recovery or

avoidance plan,

2.12 CULTURAUHISTORICAL RESOURÚES

1. BBCwillfollow the cultural resources andrecoveryplan for theproject.

2 If cultural tesources are located within fiozen soils or sediments that preclude the possibility ofs

adequately recording or ovaluating the find, constmetion work will cease and the site will be

protected for the duration of frozen soil conditions.Recordation,ovaluation and recommendations

concerningfurther managcimentwill be madoto the AO followingnaturalthaw. The AO will conialt

with the affectedparties and constructiott workwill resume once Managementof the direatenedsite

has been finalized and the Notice to Proceedhas been issued.

3. BBC will inform their employees, contractorsand subcontractorsabout relevant federal regulations

8 intended to protect archaeological and cultural resources. All personnel will be informed that

collectingartifacts, incInding arrowheads, is a violation of federal law and that employees engaged in

this activitymaybe subject to disciplinaryaction.

2.13 WATER RESOURCES

1. BBC will maintaina complete copy of the SPCC Plan At each facility if the facility is normally

attended at Icast 8 hoursper day, or at the nearest field office if the facility is not so attended(40 CFR

112.3(c)).

2. BBC will implement and adhere to SPCC Plans in a manner such that any spill or accidental

disobargeof oil will be remediated. An.orientation will be conducted by the Companies to ensure

that propet personnelare awareof thepotentialimpactsthat canresult fromaccidentalspills, as well

as the appropriaterecourse if a spilldoes occur. Where applicableand/orrequiredby law, streamsat

pipeline crossings will be protected ikomcontamination by pipeline shutoff valves or other systems

capableof minimizingaccidental dischargc.

3. Ifreservepit leakageis detected,operationsat tilesite willbe curtailed, as dimeted by the BLM,until

the leakageis corrected.

4. BBC will case and cement all gas wells to protect subsurface mineral and fkeshWater zones.

Unproductivewells and wells that have completedtheir intendedpurpose will be properlyabandoned

and pluggedusing procedures identified by BLM (federalmineralestate) and/or WOOCC(state and

fee mineral
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2.17 RECREATION

1. BBC will instruct employees,contractors, and subcontractors that camp sites on federal lands or at

federalrecreationsitesmust notbe occupied for more than 14 consecutivedays.

2. BBC will require that employees,contractors,and subcontractorsabide by all state and federal laws

and regulationsregardinghunting.

2.18 VKSUALRESOURCES

1. PipelineROWswill be locatedwithin cxisting ROWs whenever possible, and abovegroundfacilities

not requiring safety colorationwill be painted with appropriatenonreflectivestandard environmental

colors (Carlsbad Canyon or Desert Brown, or other specified standard environmental colors) as

determined by the AO. Topographicscreening, vegetation roanipulation, project scheduling, and

traffic controlprocedomsmayall be employed,as practicable, to further reduce visual impacts.

2. Within VRMClass II areas, BBC will utilize existing topography to screen roads, pipelinecorridors,

drill rigs, wells, and production facilities from viewwhere practicable. The Companieswillpaint all

abovegroundproduction facilitieswith appropriatecolors(e.g.,CarlsbadCanyon or Desert Brown) to

blend with adjacent terrain, except for structures that require safety coloration in accordance with

OSHArequirements.

2.19 IRALTH AND SAPETYlHA2ARDOUS MATERIALS
I

1. BBC will utilize BLM4pproved portable sanitation facilities at drill sites; place waming signs near

hazardous areas and along roadways; place dutnpsters at each construction site to collect and store

garbage and refuse; ensure that all relhae and y,arbageis transportedto a Statempprovedsanitary

landfDIfor disposal; and institute a IIazardCornmunicationProgram for its employeesand sequire

subcontractorprograms in accordance with OSHA (29 CFR 1910.1200).

2. In accordance with29 CFR,1910.1200, a Material SafetyData Sheet for everychemical or hazardous

materialbrought on-sitewill be kept ón file BBC's field officos.

3. Chemicalsand hazardous materialswill be inventoriedand reportedby BBC in accordancewith the

SARA Title III (40 CFR 335). If quantities exceeding 10,000 poundsor the threshold pkuning

quantityare to be produced or stored,BBC will submit appropriate Section 311 and312 formsat the

requiredtimes to the State and Coumy Emergency Management Coordinators and the local fire

departments.

4. BBCwill transport and/or disposeof any hazardouswastes, as definedby the ResourceConservation

and Recovery Act of 1976 (RCRA),as amended, in accordance with all applicablefederal, state,and

localrc5ulations.

5. BBCcotumits to the followingpracticesregärdinghazardous maccrialcontainment.

• All storage tank batteries that contain any oil, glycol, produced water, or other fluidwhichmay

constitute a hazard to public health or safety will be surrounded by a secondaryineans of

containment for the entire contents of the largest single tank in use plus freeboard for

precipitation, or to contain 110% of the capacity of the largest vessel. The appropriate

containmentand/or diversionary strucmres or equipment, includingwalls and floor, will
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any oil, glycol or produced water and shallbe constructed so thatany discharge from a primary

containment system,such as.a tank or pipe, will not drain, infiltrate, or otherwise escape to

ground or surfacewaters beforecleanup is completed.

• Treaters,dehydrators and other production facilities that have the potential to leak or spill oil,

glycol, produced water, or other fluid which mayconstitute a hazard to public health or safely,

shall be placedon or within appropriate containment and/or diversionary structureto prevent

spilled or leaking fluidfrom teaching ground or surface waters. The appropriate containment

and/or diversionary atmcture will be sufficiently ímpervious to. oil, glycol, produced water, or

other iluid and will be installed so that any spill or leakagewill not drain, infiltrate,or otherwise

escapeto ground or surfacewãters prior to completion of cleanup.

· Notice of any spiti or leakagewas defined in BLM NTL 3A, will be immediately reported to the

AO by the Companiesas well as to such other federaland state.officialsas required by law. Oral

noticewill be given as soon as possible, but within no morethan 24 hours, and those oral notices

will be confirmed in writingwithin 72 hours of any such occorrence.

5
5
E



C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Spud- Submit written notification (Sundry Notice, Form 3160-5) to the Moab Field Office within
24-hours after spud, regardless of whether using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. AIIconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, immediately notify
the Price Field Office, and work that might disturb the cultural resources shall cease.

First Production- A first production conference will be scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Office when the well is placed into production. Initial notification may be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Office within thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oil and Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Office within thirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1 NOTIFICATIONS

Notify Walton Willis (435-636-3662) or Don Stephens (435-636-3608) of the BLM Price Field
Office for the following:

1 day prior to spud (Stephens);

50 feet prior to reaching the surface casing setting depth (Willis);

3 hours prior to testing BOP equipment (Willis).

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



00NFilENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: BILL BARRETT CORPORATION

Well Name: PPU FED 14-26D-12-16

Api No: 43-007-31277 Lease Type: FEDERAL

Section 26 Township 12S Range 16E County CARBON

Drilling Contractor CRAIG'S ROUSTABOUT SERV RIG # RATHOLE

SPUDDED:
Date 07/18/07

Time 6:00 AM

How DRY

Drilling will Commence:

Reported by TRACEY FALLANG

Telephone # (303) 312-8134

Date 07/18/07 Signed



STATEOFUTAH FORM6

OEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL GAS AND MINING

ENTITYACTION FORM

Operator BillBarrett Corporation Operator Account Number: N 2165

Address 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8134

API Number Well Name QG Sec Twp Rng County
4300731277 Peter's Point Unit Federal 14-26D-12-16 SESV\Í 26 12S 16E Carbon

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

7/18/2007

Comments:

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Tracey Fallang

B - Add new well to existing entity (group or unit well) Name (PI se Print)

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity Signature

E - Other (Explain in comments section) Environmental lyst 7/ 12007

RECEIVED no. o..

JUL1 82007

DIV.0FOIL,GAS&



Form 316 5 y I ty]N FORMAPPROVED
(April2004) DEPARTMENTOF THE INTERI - SfŠŠl',¾

BUREAU OF LAND MANAGEMEN 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTE 681

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposais. nia

SUBMlTIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

1. Type o
ilWell GasWell Other

eter's Point/UTU-063014

2. Nameof
Peter's Point UF 14-26D-12-16

BILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea

4. LocationofWell (Footage,Sec, T, R.,M.,or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
11. Countyor Parish, State

Sec. 26, T12S-RI6E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACITON

O Acidize Dœpen Produedon (Surt/Re ume) WaterShut-Off
Notice of Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstnietion Recomplete Other Spud

O ChangePlans PlugandAbandon TempomrilyAbandon

O FinalAbandonment Notíœ Converno Injection PlugBack Water Disposal

13. DescribeProposedorCompletedOperation(clearlystateallpertinentdetails,includingestimatedstartingdateof anyproposedwork and appoximatedurationthereof
Iftheproposalistodeependirectionallyor recompletehorizontally,givesubsurfacelocationsand measured and truevertical depthsof allpertinentmarkers andzones.

Attach theBondunderwhich thework willbe performedor providetheBondNo. on filewith BLM/BIA.Required subsequentrepoitsshall be filedwithin30days
followingcompletion ofthe involvedoperations.If theoperationresultsina multiplecompletionor recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted.FinalAbandonment Noticesshall be filedonlyafter all requirements,includingreclamation, havebeen completed, and theoperatorhas
determinedthatthesite isready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION OF SPUD ON 7/18/07.

14. I hereby certify that the foregoing is trueand correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature me 07/17/2007

HIS SPACE FO DERAL OR STATE OFFICE USE

Approved by Title Date

Conditionsof approval,ifany, areattached. Approvalof thisnoticedoesnot warrant or
certifythattheapplicantholdslegalor equitabletitle to thoserightsin the subjectlease Office
which wouldentitletheapplicantto conduct operationsthereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crime forany personknowing and willfully to make to any departmentor agency ofthe United
Statesany false,fictitiousor fraudulentstatementsor representations asto any matter withinitsjuns ction. BECil VED
(Instructionson page 2)

JUL1 9 2007
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FAO235
DEPA IOR

CONFIDEml.ggy
BUREA F LAND MANAGEMENT 5. LeaseSenalNo.

SUNDRY NOTICES AND REPORTS ON WELLS ETUUU°6 I

Do not use this form for proposals to drIll or to re-enter an 6. If Indian,AllotteeorTribe Name

abandoned well. Use Form 3180 - 3 (APD) for such proposals· nia

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.

Peter's Point/UTU-063014
1. Typeof

ilWell GasWell Other 8. WellNameandNo

2. Nameof r
Peter's Point UF 14-26D-11-16

BILL BARRETT CORPORATION 9. APIWell No.

3a Address 3b. PhoneNo.(include area cgg 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.Fieldand Pool,or ExplomtoryArea

4. LocationofWell (Footage,Sec.,7, R.,M, orSuneyDescnption) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
11. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES) TO INDICATENATURE OFNOTICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) Water Shut-Off

Noticeof Intent Alter Casing FmetureTreat Reclamation Well Integrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Weekly Activity

Change Plans Plugand Abandon TempomrilyAbandon Report

FinalAbandonment Notice Conveluo In¡ection PlugBack WaterDisposal

13 DescribeProposedor CompletedOperation(clearly state all pertinentdetails,includingestimated starting dateof any proposed work and approximate durationthereof

If theproposal isto deependirectionallyorrecomplete horizontally,give subsurface locationsand measuæd and tmevenical depthsof all peninent marken; and zones.

Attach theBondunder which thework will be performedor providetheBondNo. on filewith BLM/BIA. Required subsequent reports shall be filedwithin 30 days

followingcompletion of the involved operations. If theoperation results in a multiple completion or recompletion in a new interval,a Fomi3160-4shall befiledonce

testinghasbeencompleted. FinalAbandonment Noticesshall befiledonly after all requirements, includingreclamation, havebeencompleted, and the operatorhas

detenninedthatthesite is ready forfmalinspection.)

WEEKLY DRILLING ACTIVITY REPORT FROM O7/20/2007 -07/22/2007.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Matt Barber Title Permit Analyst

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Appmvedby Title Date

Conditionsof approval,if any,are attached. Approvalof thisnotice doesnot warrant or

certify thatthe applicant holdslegalor equitable titleto thoserights in the subject lease Office
which would entitlethe applicantto conductopemtions thereon.

Title 18U.S.C.Section1001and Title43U.S.C.Section1212, makeit a crime for any personknowing and willfully to maketo any departmentor agency of the United

Statesany false,fictitiousorfraudulentstatements or representationsas to anymatter within its juns ction.

(Instructionson page 2)
AU6O3 2007

DN.0FOIL,GAS&



REGULATORYDRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #14-26D-12-16 API # : 43-007-31277 Operations Date : 7/22/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 3

Spud Date : 7/21/2007 Days From Spud : 1 Depth At 06:00 : 585

Morning Operations : DRILLING Estimated Total Depth : 7250

Remarks :

423 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING UNLOADING CASING.

12:00 PM PREPARE TO SPUD TUBULARS ON PETERS POINT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE.

6:00 AM SPUD-DRILLING FROM 45 TO 565 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.
1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=0
1-8" SLICK M.M. S/N 8042 [in] HOURS=48
DIESEL FUEL ON LOCATION=5060 GALLONS.
DIESEL FUEL USED DAILY=521 GALLONS.
DIESEL FUEL USED TOTAL=521 GALLONS.
WATER USED DAILY=5560 BBL.
WATER USED TOTAL=5560 BBL.
**NOTIFY BLM REP WALTON WILAS OF SPUD**

Well : Peter's Point#14-26D-12-16 API#: 43-007-31277 Operations Date: 7/21/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 2

Spud Date : 7/21/2007 Days From Spud : 0 Depth At 06:00 : 45

Morning Operations : RIG UP Estimated Total Depth : 7250

Remarks :

422 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING SET IN RIG COMPONETS.

5:00 PM MOVE OFF P.POINT 6-35 TO P.POINT 14-26 TRUCKS TUBULARS ON PETERS POINT 14-26 LOCATION.

RELEASED AT 17:00 HOURS 342-JOINTS OF 4 1/2" DRILL PIPE.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

6:00 AM RAISEDERRICK& RIG UP,PREPARE TO SPUD 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=0
1-8" SLICK M.M. S/N 8042 [in] HOURS=30+
DIESEL FUEL ON LOCATION= GALLONS.
DIESEL FUEL USED DA1LY= GALLONS.
DIESEL FUEL USED TOTAL= GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=0 BBL.

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/20/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 1

Spud Date : 7/21/2007 Days From Spud : 0 Depth At 06:00 : 40

Morning Operations : MOVE OFF PETERS POINT 6-35 TO PETERS POINT 14-26 Estimated Total Depth : 7250

Remarks :

421 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING RIG MOVE TRUCKS.

6:00 AM MOVE RIG OFF 6-35 TO PETRS POINT 14-26 TUBULARS ON PETERS POINT 14-26 LOCATION.

SET MATS & PUT SUBS TOGETHER 342-JOINTS OF 4 1/2" DRILL PIPE.

MOVE 60% RIGED UP 10% COMPLETE 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" SLICK M.M. S/N 8042 [out] HOURS=30
1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285 [out] HOURS=0
1-6 1/2" SLICK M.M. S/N 6005 [out] HOURS=0
DIESEL FUEL ON LOCATION=6081 GALLONS.
DIESEL FUEL USED DAILY=0 GALLONS.
DIESEL FUEL USED TOTAL=0 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=0 BBL.

August 02, 2007 02:45 PM
Report By



FAË23015
DEPART

NET

BUREAU OF LAND MANAGEMENT 5.Lose SerialNo

SUNDRY NOTICES AND REPORTS ON WELLS vrvooossi

Do not use this form for proposals to drill or to re-enteran 6. IfIndian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposats· n/a

SUBMIT IN TRIPLICATE-Other instructions on reverse side. 7. IfUnit(r CA/Agreement, Name and/or No.

Peter's Point/UTU-063014

1. Type o
ilWell GasWell Other 8. WellNameand Na

Peter's Point UF 14-26D-12-16

2. Nameof OperatorBILL BARRETT CORPORATION 9. API WellNo.

3a Addess 3b. PhoneNo. (include ama code)
43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8168 10.Fieldand Pool,or ExploratoryArea

4. Locationof Well (Footage,Sec.,T.,R.,M, orSwveyDescription)
Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
11. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OF NGTICE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Produchon (StarfRoume) Waer Shut-Off

O Noticeof Intent Alter Casing FractureTreat Reclamation WelHntegnW

SubsequentReport Casing RePa NewConstruction Recomplete Other weeklyActivitv

ChangePlans Plugand Abandon TemporarilyAbandon Report

FinalAbandonment Notice Conve1tolnjecúon Plug Back WaterDisposa;

13. DescritzProposedor CompletedOperation(clearly state all pettinent details,includingestiinatedstarting dateof any proposedwork and approximate duration thereoE

Iftheproposalistodeependirectionallyorrecomplete horizontally,give subsurface locations and measured and timevertical depthsof all pertinentmarkers and zones.

Attach theBonduner which thework will beperformed or provide theBondNo. on filewith BLM/BIA. Requiredsubsequent reports shall be filedwithin 30days

followingcompletion of the involved operations. Iftheoperation results in a multiple completion or æcompletion in a new interval.a Form 3160-4shall b: filedonce

testinghasbeencompleted. FinalAbandonmentNoticesshall befiledonlyafterall requirements, includingreclamation, have been completed, and theoperator has

determinedthatthesiteisready forfinalinspection.)

WEEKLY DRILLING ACTIVITY REPORT FROM O7/23/2007 -07/29/2007.

14. I bereby cettify that the foregoing istrue and correct
Name (Printed/Typed)

Matt Barber Title Permit Analyst

Signatum Date 08/02/2007

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

-

-ii-----....---....-------------

Title Date

Conditionsof approval,if any, are attached. Approvalof thisnotice doesnot warrant or

certify thatthe applicant holdslegalor equitable titleto thoserightsin the subject lease Office

which wouldentitle the applicantto conductoperations thereon.

Title 18U.S.C.Section1001and Title43U.S.C.Section1212,make it a crime for any person knowinglyand willfully tomaketo any departmentor agency of the United

Statesanyfalse,fictitiousor fraudulentstatements or representations as to anymatter within its jurisdiction.
R VED

(Instructionson page 2)
AUGO3 2007

DN.0FO\L,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/29/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 7/21/2007 Days From Spud : 8 Depth At 06:00 : 5829

Morning Operations : DrillingAhead
Estimated Total Depth : 7250

Remarks :

430 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETING: Painting, Hoisting Personel.

8:30 AM Directional Drilling From 4901 to 5030 TUBULARS ON PETERS PO1NT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DR1LLPIPE

9:00 AM Rig Service & BOP Drill 2mins@830@5030' Functioned Pipe Rams 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.

5:30 PM Directional Drilling From 5030 to 5412 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" SLICK M.M. S/N 8042 [out] HOURS=60

6:00 PM Deviation Survey 1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0

5:30 AM Directional Drilling From 5412 to 5829 1-6 1/2" A.K.O. M,M. S/N 6285[out] HOURS=O
1-6 1/2" A.K.O. M.M. S/N 6005 [in) HOURS=112

6:00 AM Deviation Survey DIESEL FUEL ON LOCATION=2818GALLONS
DIESEL FUEL USED DAILY=1038 GALLONS
DIESEL FUEL USED TOTAL=5854 GALLONS
WATER USED DAILY=0 BBL
WATER USED TOTAL=6750 BBL

ACC - 2950
MAN - 2350
ANN - 1050

Well : Peter's Point#14-26D-12-16 API#: 43-007-31277 Operations Date : 7/28/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 9

Spud Date : 7/21/2007 Days From Spud : 7 Depth At 06:00 : 4901

Morning Operations : DrillingAhead
Estimated Total Depth : 7250

Remarks :

429 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILY SAFETY MEETING: Drilling, Hauling DP WIForkligt.

10:30 AM Directional Drilling From 4067 to 4227 TUBULARS ON PETERS POINT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

11:00 AM Rig Service/BOP Dril12 mins@1058@4227' Functioned Pipe Rams 40-JOINTSOF HEAVY WEIGHT DRILL PIPE.

5:30 PM Directional Drilling From 4227 to 4452 23-JOINTSOF 6 1/4" DRILL COLLARS.

.

1-8" SLICK M.M. S/N 8042 [out] HOURS=60

6:00 PM Deviation Surveys 1-6 1/2" SLICK M.M. S/N 6060 (out] HOURS=0

5:30 AM Directional Drilling From 4452 to 4901
1-6 1/2" A.K.O. M.M. S/N 6285[out] HOURS=O
1-6 1/2" A.K.O. M.M. S/N 6005 (in] HOURS=89.5

DIESEL FUEL ON LOCATION=3856 GALLONS
DIESEL FUEL USED DAILY=1024 GALLONS
DIESEL FUEL USED TOTAL=4816 GALLONS
WATER USED DAILY=360 BBL
WATER USED TOTAL=6750 BBL

**SLIDES = 4034-4049, 4131-4146, 4227-4242, 4327-4334.

ACC - 2900
MAN - 2350
ANN - 1100

August 02, 2007 02:57 PM

Report By



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Peter'sPoint#14-26D-12-16 API#: 43-007-31277 OperationsDate: 7/27/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 8

Spud Date : 7/21/2007 Days From Spud : 6 Depth At 06:00 : 4067

Morning Operations : Directional Drilling Estimated Total Depth : 7250

Remarks :

428 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING:Mouse Holing DP, Mixing

11:00 AM Directional Drilling From 3136 to 3361 Chemicals.
TUBULARS ON PETERS POINT 14-26 LOCATION.

11:30 AM Rig Service BOP Drill2 mins @ 1145 @ 3361 342-JOINTS OF 4 1/2" DRILL PIPE.

5:30 PM Directional Drilling From 3361 to 3630 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 PM Deviation Survey 1-8" SLICK M.M. S/N 8042 [out] HOURS=60

5:30 AM Directional Drilling From 3630 to 4067 1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285[out] HOURS=O

6:00 AM Deviation Survey 1-6 1/2" A.K.O. M.M. S/N 6005 [in] HOURS=67
DIESEL FUEL ON LOCATION=4880 GALLONS
DIESEL FUEL USED DAILY=867 GALLONS
DIESEL FUEL USED TOTAL=3792 GALLONS
WATER USED DAILY=0 BBL
WATER USED TOTAL=6390 BBL

**SLIDES =2206-2213,2302-2311 ,2398-2408,

2494-2506,2687-2697,2783-2791,3040-3048
3072-3081, 3144-3168, 3243-3264, 3264-3274, 3328-3337,
3360-3369, 3425-3434, 3553-3563, 3549-3661, 3746-3759,
3842, 3852.

ACC - 2850
MAN - 2350
ANN - 1150

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/26/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 7

Spud Date : 7/21/2007 Days From Spud : 5 Depth At 06:00 : 3136

Morning Operations : DRILLING Estimated Total Depth : 7250

Remarks :

427 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING CLEANING JUNK TUB.

1:00 PM DRILLING FROM 2078 TO 2430 SLIDE&ROTATE TUBULARS ON PETERS POINT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

1:30 PM LUBRICATE RIG,BOP DRILL FUNC. PIPE RAMS 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 AM DRILLING FROM 2430 TO 3136
1-8" SLICK M.M. S/N 8042 [out] HOURS=60
1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O.M.M. S/N 6285[out] HOURS=O
1-6 1/2" A.K.O.M.M. S/N 6005 [in] HOURS=44.5
DIESEL FUEL ON LOCATION=5747 GALLONS
DIESEL FUEL USED DAILY=752 GALLONS
DIESEL FUEL USED TOTAL=2925 GALLONS
WATER USED DAILY=240 BBL
WATER USED TOTAL=6390 BBL
**BLMREP WALTON WILLAS INSPECTED RIG
EVERYTHING SATISFACTORY
**SLIDES =2206-2213,2302-2311,2398-2408,

2494-2506,2687-2697,2783-2791,3040-3048
3072-3081

August 02, 2007 02:57 PM
Report By



REGULATORY DRILLING SUMMARY BillBarrett Corporation

Well : Peter's Point #14-26D-12-16 API # : 43-007-31277 Operations Date : 7/25/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report#: 6

Spud Date : 7/21/2007 Days From Spud : 4 Depth At 06:00 : 2078

Morning Operations : DRILLING Estimated Total Depth : 7250

Remarks :

426 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING PREDRILL OUT CHECK.

7:30 AM PICK UP BHA TAG @ 995' TUBULARS ON PETERS POINT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

8:30 AM DRILL OUT FLOAT EQUIPMENT 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

2:30 PM DRILLING FROM 1037 TO 1340 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" SLICK M.M. S/N 8042 [out] HOURS=60

3:00 PM LUBRICATE RIG,BOP DRILL FUNC PIPE RAMS 1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0

6:00 AM DRILLING FROM 1340 TO 2078 SLIDE&ROTATE 1-6 1/2" A.K.O. M.M. S/N 6285 [out] HOURS=0
1-6 1/2" A.K.O. M.M. SIN 6005 [in] HOURS= 22
DIESEL FUEL ON LOCATION=6499 GALLONS.
DIESEL FUEL USED DAILY=731 GALLONS.
DIESEL FUEL USED TOTAL=2173 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=6150 BBL.
***SLIDES1148-1158,1180-1190,1244-1258,
1276-1289,1340-1355,1404-1418, 1500-1513,
1533-1545,1597-1610,1629-1642, 1693-1708,
1725-1737,1789-1804,1821-1836, 1885-1900,
1917-1927

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/24/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 5

Spud Date : 7/21/2007 Days From Spud : 3 Depth At 06:00 : 1037

Morning Operations : RUN IN HOLE Estimated Total Depth : 7250

Remarks :

425 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING CEMENTING OPERATION.

9:00 AM PRESSURE TEST SURFACE LINES TO 2000 PSI, PUMP 20 BBL TUBULARS ON PETERS POINT 14-26 LOCATION.

GEL, 250 SX LEAD HLC, 180 SX TAIL PREM AG300 PLUG 342-JOINTS OF 4 1/2" DRILL PIPE.

DOWN@ 07:OO PLUG AND FLOATS HELD GOOD RETURN 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.

THOUGHOUT JOB 37 BBL CEMENT TO SUFACE OBSERVE 30 23-JOINTS OF 6 1/4" DRILL COLLARS.

MIN ANNULAS HELD RIG DOWN HALCO 1-8" SLICK M.M. SIN 8042 [out] HOURS=60
1-6 1/2" SLICK M.M. SIN 6060 [out] HOURS=0

11:00 AM PREPARE FOR CUTOFF & NIPPLE UP WHILE WAIT ON CEMENT 1-6 1/2" A.K.O. M.M. SIN 6285 [out] HOURS=0
1-6 1/2" A.K.O. M.M. SIN 6005 (in] HOURS=+++?

2:00 PM CUT OFF CSG & WELD ON WELLHEAD & TEST DIESEL FUEL ON LOCATION=4139 GALLONS.

6:30 PM NIPPLE UP BLOW OUT PREVENTERS DIESEL FUEL USED DAILY=281 GALLONS.
DIESEL FUEL USED TOTAL=1442 GALLONS

1:30 AM PRESSURE TEST 250PSI LOW 3000 HIGH UPPER KELLY WATER USED DAILY= 500 BBL
VALVE,KELLY,BLINDRAMS,PIPE RAMS,INSIDE & OUTSIDE KILL WATER USED TOTAL=6150 BBL
VALVES,FLOOR VALVE & DART VALVE, INSIDE OUTSIDE AND PUMP 250 SX LEAD 180 TAIL PLUG FLOAT HELD
CHOKE LINE,CHOKE MANNIFOLD & VALVES, TEST ANNULAR **RENOTIFY BLM REP OF BOP TEST**

HIGH TO 1500 FOR 10 MIN AND CSG 1500 FOR 30 MINAND ACC
FUNC FOR BLM REP

2:00 AM SET WEAR RING

6:00 AM PICK UP TOOLS, BHA AND RUN IN HOLE

August 02, 2007 02:57 PM
Report By



REGULATORY DRILLINGSUMMARY emearrettcomoration

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/23/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 4

Spud Date : 7/21/2007 Days From Spud : 2 Depth At 06:00 : 1037

Morning Operations : PREPARE TO CEMENT SURFACE CASING Estimated Total Depth : 7250

Remarks :

424 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING VISCOCITY MUD UP.

9:00 AM DRILLING FROM 565 TO 684 [survey3'@488] TUBULARS ON PETERS POINT 14-26 LOCATION.
342-JOINTS OF 4 1/2" DRILL PIPE

9:30 AM GREASE RIG, BOP DISSCUSSION WITH CREW 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
6:30 PM DRILLING FROM 684 TO 1037[LOSS CIRC 900] 23-JOINTS OF 6 1/2" DRILL COLLARS.

7:30 PM PULL OUT OF HOLE, CLEAN BIT
1-6 1/2" SLICK M.M. S/N 6060 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285 [out] HOURS=0

8:30 PM RUN IN HOLE 1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=0
1-8" SLICK M.M. S/N 8042 [out] HOURS=60

9:00 PM CIRCULATE SWEEP AROUND DIESEL FUEL ON LOCATION=4420 GALLONS.

12:00 AM PULL OUT OF HOLE DIESEL FUEL USED DAILY=640 GALLONS.
DIESEL FUEL USED TOTAL=1161 GALLONS.

1:00 AM RIG UP CASERS & P.J.S.M WATER USED DAILY=160 BBL.
3:00 AM RUN 24 JT 9 5/8" STC #36 PAV SET@1037 WATER USED TOTAL= 5720 BBL.

**NOTIFY BLM REP OF CSG, CMT,BOP TEST**
6:00 AM CIRC R/D CSGER & R/U CMTER & P.J.S.M ,RAN 24 JT 9 5/8" STC #36 PAV SET@1037

Report By Wellcore
August 02, 2007 02:57



CONROUlAl
Of7 pason systems usa corp.

18100 Table Mountain Parkway • Ste. 100 • Golden • CO • 80403
Telephone [720] 880-2000 • Fax (720] 880001 6

www.pason.corn

August 3, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PETERS POINT 14-26D-12-16
SEC. 26, T12S, R16E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel
Geology Manager
Pason Systems USA
BN/gdr

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.

RECEIVED
AUSO72007

DIV.0F0lL,GAS&





REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 8/4/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 16

Spud Date : 7/21/2007 Days From Spud : 14 Depth At 06:00 : 7580

Morning Operations : Rigging Down Estimated Total Depth : 7250

Remarks :

436 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: Nipple Down Procedure,
11:00 AM Run Casing Running Casing, Rigging Down, Cleaning Mud Pits,

6:00 PM Circulating &Wait on Cementers
yC RSC

NP TERS POINT 14-26 LOCATION.
6:30 PM Wait on Cementers 342-JOINTS OF 4 1/2" DRILL PIPE.

40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
9:00 PM Pump Cement 23-JOINTS OF 6 1/4" DRILL COLLARS.
11:30 PM Clean Mud Pits &Wait on Cement to set 1-8" SLICK M.M. S/N 8042 [out] HOURS=60

1-6 1/2" SLICK M.M. S/N 6060 [out]HOURS=14
12:30 AM Set Casing Slips@135KlCut offCasing 1-6 1/2" A.K.O.M.M. S/N 6285[out] HOURS=O

6:00 AM Rig Down.....................RIG RELEASED 06:00.. 1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=157
DIESEL FUEL ON LOCATION=4239GALLONS
DIESEL FUEL USED DAILY=374 GALLONS
DIESEL FUEL USED TOTAL=9258 GALLONS
WATER USED DAILY=0 BBL.
WATER USED TOTAL=7930 BBL.

Halco called and said theywould not be on site until
12:00pm. Casing completed at 11:00am.
RIG RELEASED 06:00
Halco did not arrive until 2:30pm and cement trucksdid not
arrive until6:00pm.

Rig released at 4:00am.

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 8/3/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 15

Spud Date : 7/21/2007 Days From Spud : 13 Depth At 06:00 : 7580

Moming Operations : Running Casing Estimated Total Depth : 7250

Remarks :

435 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: Wireline Logs, TlH, LDDP.

8:30 AM TOOH forLogs TUBULARSON PETERS POINT 14-26 LOCATION.
342-JOINTSOF 4 1/2" DRILL PIPE.

2:30 PM Rig Up Loggers &Wireline Log 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
6:30 PM TlH 23-JOINTS OF 6 1/4" DRILL COLLARS.

1-8" SLICK M.M. S/N 8042 [out]HOURS=60
7:00 PM Ream 3 joints to bottom 1-6 1/2" SLICK M.M.S/N 6060 [in] HOURS=14

8:00 PM Condition Mud &Circulate Btms Up 1-6 1/2" A.K.O.M.M.S/N 6285[out] HOURS=O
1-6 1/2" A.K.O.M.M.S/N 6005 [out] HOURS=157

4:00 AM LDDP DIESEL FUEL ON LOCATION=4513 GALLONS

5:30 AM Pull Wear Ring & Rig up Casers DIESEL FUEL USED DAILY=367 GALLONS
DIESEL FUEL USED TOTAL=8884 GALLONS

6:00 AM Run Casing WATER USED DAILY=180 BBL
WATER USED TOTAL=7930 BBL

ACC - 2300
MAN- 2400
ANN-1050

Halco loggers arrived at approx. 6:00am and began rigging
up at approx. 8:30am.

Called Weatherford at approx. 1:30pm to arriveon location
at 8:00pm. They arrived at 7:00pm.

Called Halco cementers at approx. 9:00pm to anive on
location tomrrowmorning at 10:00am.

Report By Wencore
August 17, 2007 04:28



e

REGULATORY DRILLINGSUMMARY BIIIBarrett Corporation

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 8/2/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 14

Spud Date : 7/21/2007 Days From Spud : 12 Depth At 06:00 : 7580

MorningOperations : TOOH for Logs Estimated Total Depth : 7250

Remarks :

434 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: Tripping Pipe, Pinch Points

9:30 AM TlH W/Tripping,Work Hazards, Connections.
TUBULARS ON PETERS POINT 14-26 LOCATION.

1:30 PM DrillActual From 7079 to 7180 342-JOINTS OF 4 1/2" DRILL PIPE.
2:00 PM Lubricate Rig/BOP Drill 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.

23-JOINTS OF 6 1/4" DRILL COLLARS.
12:00 AM DrillActual From 7180 to 7580 TD 1-8" SLICKM.M.S/N 8042 [out]HOURS=60

1:00 AM Pump Sweep Circ. Stms Up 1-6 1/2" SLICKM.M. S/N 6060 [in] HOURS=14
1-6 1/2" A.K.O. M.M. S/N 6285[out] HOURS=O

2:00 AM Short Trip 5 Stands 1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=157

3:00 AM Condition Mud & Circulate Btms. Up DIESEL FUEL ON LOCATION=4880 GALLONS
DIESEL FUEL USED DAILY=867 GALLONS

6:00 AM TOOH for Logs DIESEL FUEL USED TOTAL=8517 GALLONS
WATER USED DAILY=80 BBL
WATER USED TOTAL=7750 BBL

ACC - 2700
MAN- 2850
ANN - 1150

Called Walton(BLM) at 10:40pm to notify him we are 50'
from TD.

TD at 12:00am.

Called Halco to be here at 4:00am for logging.

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 8/1/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 13

Spud Date : 7/21/2007 Days From Spud : 11 Depth At 06:00 : 7079

MorningOperations : T.I.H. Estimated Total Depth : 7250

Remarks :

433 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING: LD Directional Tools, Trip out

12:30 PM TOOH LD 2 Joints $ Directional Tools of hole. TlH, installing catheads.
TUBULARS ON PETERS POINT 14-26 LOCATION.

2:00 PM TIH 342-JOINTS OF 4 1/2" DRILL PIPE.

5:00 AM Repair Drawworks/Repair Cathead 40-JOINTS OF HEAVY WEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 AM TIH 1-8" SLICK M.M. S/N 8042 [out]HOURS=60
1-6 1/2" SLICK M.M. S/N 6060 [in] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6285[out] HOURS=O
1-6 1/2" A.K.O. M.M. S/N 6005 [out] HOURS=157
DIESEL FUEL ON LOCATION=5747 GALLONS
DIESEL FUEL USED DAILY=470 GALLONS
DIESEL FUEL USED TOTAL=7650 GALLONS
WATER USED DAILY=360 BBL
WATER USED TOTAL=7670 BBL

ACC - 2700
MAN - 2850
ANN - 1150

Cathead clutch broke at 2:00pm. At approx. 7:00pm
another cathead arrived. Pusher toldme it was the wrong
one and it would be takenback toVernal and another
brought out. Another one installed and began trippingback
in hole at approx. 5:00am.

August 17, 2007 04:28 PM
ReportBy



REGULATORY DRILLINGSUMMARY B111BarrettCorporation

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/31/2007

Surface Location : SESW-26-12S-16E 26th PM Area : West Tavaputs Report #: 12

Spud Date : 7/21/2007 Days From Spud : 10 Depth At 06:00 : 7079

MorningOperations : CirculatingBottoms Up Estimated Total Depth : 7250

Remarks :

432 DAYS SINCE UST LOST TIME ACCIDENT.
Time To Description DAILY SAFETY MEETING:General Cleaning, Mixing

10:30 AM Directional Drilling From 6502 to 6631 Chemicals.
TUBULARSON PETERS POINT 14-26 LOCATION.

11:00 AM Lubricate Rig/Function Pipe Rams & Annular 342-JOINTS OF 4 1/2" DRILL PIPE.

5:00 AM DirectionalDrilling From 6631 to 7079 40-JOINTS OF HEAVYWEIGHT DRILL PIPE.
23-JOINTS OF 6 1/4" DRILL COLURS.

6:00 AM Pump Sweep/CirculateBottoms Up 1-8" SLICK M.M. S/N 8042 [out]HOURS=60
1-6 1/2" SLICK M.M. S/N 6060 [out]HOURS=0
1-6 1/2" A.K.O.M.M. S/N 6285[out] HOURS=O
1-6 1/2" A.K.O.M.M. S/N 6005 [in] HOURS=157
DIESEL FUEL ON LOCATION=6217GALLONS
DIESEL FUEL USED DA1LY=963 GALLONS
DIESEL FUEL USED TOTAL=7180 GALLONS
WATER USED DAILY=0BBL
WATER USED TOTAL=7310 BBL

ACC - 3000
MAN - 2600
ANN - 1300

Well : Peter's Point #14-26D-12-16 API #: 43-007-31277 Operations Date : 7/30/2007

Surface Location : SESW-26-12S-16 E 26th PM Area : West Tavaputs Report #: 11

Spud Date : 7/21/2007 Days From Spud : 9 Depth At 06:00 : 6502

MorningOperations : DrillingAhead Estimated Total Depth : 7250

Remarks :

431 DAYS SINCE LAST LOST TIME ACCIDENT.

Time To Description DAILYSAFETY MEETING:MixingChemicals, Hoisting

8:30 AM Directional Drilling From 5829 to 5925 Personel.
TUBULARSON PETERS POINT 14-26 LOCATION

9:00 AM Rig Service BOP Drill2 mins@850@5925' (Functioned Pipe Ram) 342-JOINTSOF 4 1/2" DRILL PIPE.

5:30 PM Directional DrillingFrom 5925 to 6167 40-JOINTS OF HEAVYWEIGHTDRILL PIPE.
23-JOINTS OF 6 1/4" DRILLCOLLARS.

6:00 PM Deviation Surveys 1-8" SLICK M.M. S/N 8042 [out]HOURS=60

5:30 AM Directional DrillingFrom 6167 to 6502 1-6 1/2" SLICK M.M. SIN 6060 [out]HOURS=0

.

1-6 1/2" A.K.O.M.M. S/N 6285[out] HOURS=O

6:00 AM Deviation Survey 1-6 1/2" A.K.O. M.M. S/N 6005 [in] HOURS=134.5
DIESEL FUEL ON LOCATION=1820 GALLONS
DIESEL FUEL USEDDAILY=998 GALLONS
DIESEL FUEL USEDTOTAL=6852 GALLONS
WATER USED DAILY=560 BBL
WATER USED TOTAL=7310 BBL

ACC - 2925
MAN - 2300
ANN - 1275

August 17, 2007 04:28 PM

Report By



Faun 3160-5 UNITED STATES(April2004) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. LeaseSuialNo

SUNDRY NOTICES AND REPORTS ON WELLS vTu ooossi
Do not use thIs form for proposals to drIll or to re-enter an 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals• nia

SUBMITIN TRIPLICATE- Otherinstructions onteverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.
Peter's Point/UTU-063014

l. Type of
ilWell O GasWell O Other 8. Well Nameand Na

Peter's Point UF 14-26D-12-162. Nameof BILL BARRETT CORPORATION 9. API Well No.
3a Address 3b. PhoneNo. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Field andPool,or ExploratoryArea
4 Locationof Well (Footage,Sec.,T, R, M, or SroveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL 11. Countyor Parish, State
Sec. 26, T12S-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES) TO INDICATENATURE OF NDIKE, REPORT, OR GTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidä Deep n Production (Stan/Resume) WaterShut-Off
Noticeof Intent Alter Casing Fracture Treat Reclamation WeßIngty

SubsequentRepon Casing Repair NewConstruction Recomplete Other Weekly Activity

ChangePlans PlugandAbandon TemporarilyAbandon Report
Final AbandonmentNotice Convedto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearlystateall pertinentdetails,includingestimatedstartingdateof anyproposedwork andapproximatedurationthereof
Iftheproposalistodeependiæctionallyor recomplete horizontally,givesubsurfacelocationsand measwedandtruevertical depthsof allpertinentmarkers and zones.
Attach theBondunderwhich thework will be performedor providetheBondNo. on filewith BLM/BIA.Requiædsubsequent reports shall be filedwithin 30days
followingcompletion oftheinvolvedoperations.If theoperationresults ina multiplecompletionor recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted.FinalAbandonmentNoticesshallbe filedonlyafterallrequirements,includingreclamation,havebeencompleted,andtheoperatorhas
determinedthatthesiteisready forfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 8/18/2007 - 8/20/2007.

RECEIVED
SEPO4 2007

DW.0F0lL,GAS&MINING

14. I hereby certify that the foregoing is trueand correct
Name (Printed/Typed)

Signatuæ

TH FEDERAL

SEnvironme Oato An7alyst

Approved 17 Title Date
Conditionsof approval, if any,are attached. Approval of thisnotice doesnot warrant or
certifythatthe applicantholdslegalor equitabletitleto thoserightsin the subjectlease Office
which would entitletheapplicantto conductoperationsthereon.
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,make it a crime for any personknowinglyand willfully tomake to any departmentor agency of the United
Statesany false,fictitiousor fraudulentstatementsor representations asto any matter within its junsdiction.
(Instructionson page



REGULATORY COMPLETION SUMMARY BIIIBarrett Corporation

Well Name : Peter's Polnt #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 8/20/2007 Report # : 2 End Time Description
Summary : SICP- 0#. Haul frac tree to location. Prep 10:00 AM WSI. Operations SDFN.

isolation mandrel. NU mandrel, and test
to 9000#. NU 5-1/16 10M x 1-13/16 10M 3:30 PM Safety meeting. Discuss NU operation. SICP-0#. Haul frac tree to
side valves, frac tFee. Will NU adapter location. Prep isolation mandrel. NU mandrel, and test to 9000#. NU
flange on frac "Y", at later date. MIRU B

5-1/16 10M x 1-13/16 10M side valves, frac tree. Will NU adapter
&C Quick-Test. Psi test casing to 6200# flange on frac "Y", at later date. MIRU B & C Quick-Test. Psi test
Good test. Bleed to 0#. SWI. RD test casing to 6200#. Good test. Bleed to 0#. SWI. RD test truck. SD
truck. SD operations for today. operations for today.

6:00 AM WSI. Operations SDFN.

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 8/18/2007 Report #: 1 End Time Description
Summary : K Bar A is working on production 7:00 AM WSI. Operations SDFN.

facilities. Prep 5-1/2" casing stub. NU K Bar A is working on location production facilities. There is no psi
Wellhead Inc tubing head. Test tubing on surface casing. Prep 5-1/2" casing stub. "QDF Quik-Loc"
head. MIRU BWWCWIL. RIH, w/ 4.750" Wellhead Inc tubing head, with single 2-1/16 5M gate valve on each
GR/JB to PBTD. POOH. RIH with CBL side, was installed. Tubing head, and adapter was psi tested to
tool string. Correlated to HES 5000#. Good test.
HRI/SD/DSN (8-2-2007). PBTD @7474'.
BHT-148*. Logged from 7464'- 940',

. 8:00 AM MIRU BWWC,and D and M Hoil oil truck. ND production tree. NUunder 1000#. Very good to fair cement is adapter flange. Make-up GR/JB tool string.indicated. Short jt @ 3186' - 3219'; 5254'
- 5294'. TOC @1094'. RD WIL, and hot 2:00 PM RIH with 4.750" o.d. Gauge ring/Junk basket to PBTD. POOH.
oil truck. Make-up CBL tool string. RIH, Calibrate CBL tools, and tag corrected

PBTD @ 7474'. (Correlated to HLS HRI/SD/DSN 8-2-2007). Pull
274' correlationstrip off bottom, no psi, from 7464' - 7190'. Psi up to
1000# with D and M hot oiltruck. Log main pass from 7464' - to 940',
@50 ft/minute. Bleed off psi. Indicated cement bond discription as
follows: 7464' - 5800' is very good cement. 5800' - 3712' is good to
fair cement. 3712' - 1740' is very good cement. 1740' - 1094' is fair
to poor cement.Maximum BHT @148*. Top of cement @ 1094'.

3:30 PM LD CBL tool string. ND adapter flange, and NU production tree. SWI.
RD hot oil truck.

6:00 AM K Bar A is working on location production facilities

Report by Welicore August 23, 2007 09:50



Form 3160-5 UNITED STATES CONFllENTIAL o
(April2004) DEPARTMENT OF THE INTERIOR ireË°ih

,

BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UT 661

Do not use this form for proposals to drill or to re-enter an 6. If Indian,Allottee orTribe Name

abandoned well. Use Form 3160 - 3 (APD) for such proposais· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfunitorCA/Agreement,Nameand/orNo.

1. Type of
ilWell GasWell Other 8.

Weeer's Point/NUOTU-063014

Peter's Point UF 14-26D-12-16
2. NameofOperatorBILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. Phone No. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool, or ExploratoryArea

4. LocationofWell (Footage,Sec, T, R, M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
l l. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIIŒ, REPORT, OR GIHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Production (Start/Resume) WaterShut-Off

ONotice of Inent Alter Casing FractureTreat Reclamation Wenlngty

SubsequentRepon Casing Repair NewConstruction Recomplete Other Weekly Activity

ChangePlans Plug andAbandon Temporarily Abandon Report

O FinalAbandonment Notice Convento Injection Plug Back WaterDisposal

13. DescribeProposed orCompletedOperation(clearly stateall pertinentdetails,includingestimated starting dateof any proposedwork andapproxirnatedurationthereof

If theproposalistodeependirectionallyor recomplete horizontally, givesubsurfacelocationsandmeasured and truevenical depthsofall pertinentmarkers andzones.

Attach theBondunder which thework will beperformedorprovide theBondNo. on filewith BLM/BIA. Requiredsubsequent reportsshallbefiledwithin 30days
followingcompletion of the involvedopemtions. If the opemtion results ina multiple completion or recompletion in a newinterval,a Form3160-4shall befiledonce
testinghasbeencompleted.Final Abandonment Noticesshall befiledonlyafter all requirements, includingreclamation, have beencompleted, and theoperator has

determinedthatthesiteis ready forfinalinspection.)

WEEKLY COMPLETlON ACTIVITY REPORT FROM 8/31/2007 - 9/06/2007.

14. I hereby certifythat the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signattire Date 09/06/2007

THIS SPACE FO ERAL OR STATE OFFICE USE

Approved by Title Date

Conditionsof approval, if any,are attached.Approval of thisnotice doesnot warrant or

certify thattheapplicant holdslegalor equitable titleto thoserights in the subjectlease Office
which would entitle the applicantto conduct operationsthereon.

Statesany false,fictitiousor fraudulentstatementsor representations as to any matter within its junsdict on.

IWOFOII.,GAS&



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/4/2007 Report #: 5 End Time Description

Summary : SI. 11:00 PM SI.

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date: 9/3/2007 Report #: 4 End Time Description

Summary : SI. MIRU BlackWarrior EL. Perf stage 7:00 AM SI
1.SI. MIRU HES frac Equipment.
Pressure test IPS Flow equipment. SI. 10:00 AM MI Rig up Black Warrior EL.

11:00 AM Stage 1 Price River. PU 6 ft. perf guns RIH correlate to short jt. run
to perf depth check deth to casing collars. Perforate P.R. @
7209-7213 & 7201-7203, 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH Iay down tools.

11:00 AM MI Rig up B&C Quick test. Pressure test IPS flow back equipment.

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date: 8/31/2007 Report#: 3 End Time Description

Summary : SI. MI two frac tanks. Praxair CO2 7:00 AM SI
Vessels Qty:5

- 6:00 PM Praxair MI set 5 CO2 Vessels and load with Co2

11:00 AM MI set two500 bbl frac tanks.
5:00 PM MIRU IPS flow equipment.

Report by Welicore
September 06, 2007 11 12



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date: 9/5/2007 Report #: 6 End Time Description

Summary : SI. Change Praxair rig up. Safety 7:00 AM SI.
meeting. Frac stage 1. EL stage 2. Frac
#2. El stage 3. Frac #3. Shut in. 10:45 AM had to change Praxair rig up.

10:00 AM Safety meeting. Pressure test Pump lines. Had to change out suck
hoses on Praxair Booster pump..

11:10 AM Frac Stage 1 Price River 70Q foam frac. Load & Break @ 3,752 PSI
@5BPM. Avg. Wellhead Rate:20.09 BPM. Avg. Slurry Rate:
9.26BPM. Avg. CO2 Rate:10.04 BPM. Avg. Pressure:4,314 PSI.
Max. Wellhead Rate:26.21 BPM. Max. Slurry Rate:19.89 BPM.
Max. CO2 Rate:16.27 BPM. Max. Presure:5,002 PSI. Total Fluid
Pumped: 12,020 Gal. Total Sand in Formation:32,00 lb.(20/40
White Sand) Co2 Downhole:63 tons. CO2 Cooldown:7 tons.
ISIP:3,870 PSI. Frac Gradient:0.97 psilft. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

1:30 PM BWWC El stage 2 Dark Canyon. PU HES CFP with 10 ft. perf guns.
RIH to 4000 ft. CCL stopped working. POOH change out CCL and
rehead cable. PU RIH correlate to short jt. run to setting depth set
CFP @7060 ft. PU perforate @6936-6940 ft. PU perf @
6921-6927, 3 JSPF, 120 phasing. 23 gram charges, .430 holes.
POOHturn well over to frac.

2:30 PM HES Frac stage 2 Dark Canyon 70Q foam Frac. Load & Break
@3,819PSI @5BPM. Avg. Wellhead Rate:29.58 BPM. Avg. Slurry
Rate:13.09 BPM. Avg. CO2 Rate:15.22 BPM. Avg. Pressure:4,510
PSI. Max. Wellhead Rate:35.98 BPM. Max. Slurry Rate:26.32 BPM.
Max. CO2 Rate:23.14 BPM. Max. Pressure:4,908 PSI. Total Fluid

Pumped:19,939 Gal. Total Sand in Formation:67,700 lb.(20/40
Whte Sand) CO2 Downhole:115 tons. Co2 Cooldown:7 tons.
ISIP:3,547 PSI. Frac Gradient:0.95 psilft. Dropped Qty: 3 perf balls
in pad stage & 3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

5:45 PM BWWC EL stage 3 Dark Canyon. PU HES CFP with 30 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @6890
ft. PU perforate @ 6796-6806 Wellbore went on vacuum SICP: 3400
psi worked wire line for 45 mins. pressure dropped down to 2350
psi. perf guns came free. POOH layed down setting tool and used
perf gun. PU 20 perf gun RIH correlated ran to 6796-6806 check for
fill perfs clean. PU perforate upper interval @ 6755-6775, 1 JSPF,
180 phasing, 23 gram charge, .560 holes. POOH turn well over to
frac.

6:30 PM HES frac stage 3 Dark Canyon 70Q foam Frac. Load &Break
@3,315psi @25.5 BPM. Avg. Wellhead Rate:34.8 BPM. Avg.
Slurry Rate:14.94 BPM. Avg. CO2 Rate:18.27 BPM. Avg.
Pressure:4,111 PSI. Max. Wellhead Rate:40.75 BPM. Max. Slurry
Rate:25.75 BPM. Max. CO2 Rate:25.31 BPM. Max. Pressure:4,538
PSI. Total Fluid Pumped:25,135 gal. Total Sand in
Formation:96,300 lb.(20/40 White Sand) CO2 Downhole:150 tons.
CO2 COoldown:7 tons. ISIP:3,388 PSI. Frac Gradient:0.94 psilft.
Dropped Qty:3 Perf balls in pad stage and 3 balls in 2# sand stage.
Successfully flushed wellbore with 50Q foam 50 bbl over flush with
500 gal. fluid cap.

6:30 PM Shut in

Report by Welicore September 06, 2007 11 12



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date: 9/6/2007 Report #: 7 End Time .
Description

Summary : SI. Praxair Load CO2. 220 ton on loc. 7:00 AM SI
Gate Canyon & Nine Mile roads washed
out no truck travel. Trucks traveled out to 3:00 PM Praxair Load CO2 Vessels. 220 ton. heavy Rain washed out Gate

Price Ut,
canyon road. CO2 trans. traveled out of canyon to Price Ut.

5:00 PM St. clean roads for travel

Report by Welicore
September 06, 2007 11 12



Form 3160-5 FORMAPPROVED

(April2004) DEPART NT OF THE INTERIOR Exp 1, 007
BUREAUOFLAND MANAGEMENT 5 LeaseSerialNo.

SUNDRYNOTICES AND REPORTS ON WEL UTU*°06 I

Do not use this form for proposals to drill or to re-e If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals.

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7 I CA/Agreement, Nameand/orNo

Peter's Point/UTU-063014

1. Typeof 11
OilWell GasWell Other 8 WellNameandNa

Peter's Point UF 14-26D-12-16

2. NameofOperatorBILL BARRETT CORPORATION 9. API WellNo.

3a Address 3b. PhoneNo. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Fieldand Pool,or ExploratoryArea

4. LocationofWell (Footage,Sec, T.,R.,M.,or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
11. Countyor Parish, State

Sec. 26, Tl2S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDUŒ, REPORT, OR GIllER DATA

TYPE OF SUBMISSION TYPEOF ACTION

Acidize Deepen Production(Start/Resume) Water Shut-Off

Noticeof Intent Alter Casing FractureTreat Reclamation Well Integrity

SubsequentReport Casing Repair New Construction Recomplete Other weeklyActivity

ChangePlans Plugand Abandon TemporarilyAbandon Report

FinalAbandonment Notice Convento Injection PlugBack Water Disposal

13 DescribeProposedor CompletedOperation(clearly stateallpertinentdetails,includingestimated starting dateof anyproposedwork and approximatedurationtheæof

If theproposalistodeependirectionallyor recomplete horizontally,givesubsurface locationsand measured andtruevertical depthsof all peninentmarkers and zones.

Attach theBondunder which the work will beperformedor providetheBondNo. on filewith BLM/BIA. Required subsequent reponsshall befiledwithin 30days

following completion of the involved operations. If theoperation results in a multiple completion or mcompletion ina new interval,a Form3160-4shall befiledonce

testinghasbeencompleted. FinalAbandonment Noticesshall be filedonlyafterall requirements, includingreclamation, havebeencompleted,and the operatorhas

determinedthatthesiteis readyforfinalinspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 09/07/2007 -9/13/2007.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

TH E FEDERAL STATE OFFICE

Approved by Title Date

Conditionsof approval, if any,are attached. Approval of thisnoticedoesnotwammt or

certifythattheapplicantholdslegalor equitable title to thoserights in the subjectlease Office
which would entitle the applicantto conductoperationsthereon.

Title 18U.S.C.Section1001andTitle43U.S.C.Section1212,make it a crimeforanypersonknowinglyand willfully to make to any depanmentor agency of the United

Statesany false,fictitiousor fraudulent statements or representations as to anymatter within itsjunsdiction.

(Instructionsonpage 2)
nC
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REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/8/2007 Report #: 9 End Time Description

Summary : 4:30 PM HES Frac stage 7 North Horn 70Q foam frac. Load & Break @3,530
PSI @11.64BPM. Avg. Wellhead Rate:38.64 BPM. Avg. Slurry

Rate:16.04 BPM. Avg. CO2 Rate: 20.87BPM. Avg. Pressure:4,247
PSI. Max. Wellhead Rate:41.24 BPM. Max. Slurry Rate:20.52 BPM.
Max. CO2 Rate:26.47 BPM. Max. Pressure:4,431 PSI. Total Fluid
Pumped: 15,375 Gal. Total Sand in Formation:48,100 lb. (20/40
White Sand) CO2 Downhole: 78Tons. CO2 Cooldown:7 tons.
ISIP:3,243 PSI. Frac Gradient:1.04 psilft. Dropped Qty: 3 perf balls
in Pad stage. And 3 Balls in 2# sand stage. Successfully flushed
wellbore with 50 Q foam 50 bbi over flush with 500 gal. fluid cap.

5:45 PM BWWC EL stage 8 Middle Wasatch. PU HES CFP with 9 ft, perf
guns. RIH correlate to short jt. run to setting depth set CFP @ 5200
ft. PU Perforate M. Wasatch @ 5117-5126, 3 JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turn wellover to frac.

6:30 PM HES Frac stage 8 Middle Wasatch 70Q foam frac. Load &
Break@2,907 PSI @15BPM. Avg. Wellhead Rate:13.71 BPM.
Avg. Slurry Rate: 6.13 BPM. Avg.Co2 Rate:6.92 BPM. Avg.
Pressure:2,864 PSI. Max.Wellhead Rate:17.53 BPM. Max. Slurry
Rate:15.35 BPM. Max, CO2 Rate:12.35 BPM. Max. Pressure:2,963
PSI. Total Fluid Pumped: 9,232gal. Total Sand in Formation:19,900
lb. (20/40 White Sand) CO2 Downhole:45 tons. CO2 Cooldown:7
tons. ISIP:2,805 PSI. Frac Gradient:0.98 psilft. Successfully
flushed wellbore with 50 Q foam 50 bbl. over flush with 500 gal. fluid
cap.

11:59 PM IPS Flow stages 1-8 to flow back tanks. FCP 2550

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/7/2007 Report #: 8 End Time Description

Summary : SI. Load CO2 11:59 PM SI.

11:00 PM Load CO2

Report by Welicore
September 13, 2007 11 47



REGULATORY COMPLETION SUMMARY silisarrettcorporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/8/2007 Report # : 9 End Time Description

Summary : SI. EL stage 4 North Horn. Frac #4. EL 6:00 AM SICP: 1000. 60 hours. Safety Meeting. New Employs on Loc.
#5. Frac #5. EL stage 6. Frac #6. EL
stage 7. Frac #7. EL stage 8. Frac #8. 7:30 AM BWWC EL stage 4 North Horn. PU HES CFP with 10 ft. perf guns.

Flow back stages 1-8 RIH correlate to short jt. run to setting depth set CFP @ft. PU
perforate @6618-6628, 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turn well over to frac.

8:35 AM HES Frac Stage 4 North Horn 70Q foam Frac. Load & Break @
3,311PSI @14.5 BPM. Avg. Wellhead Rate:22.89 BPM. Avg.
Slurry Rate: 9.73 BPM. Avg. CO2 Rate:12.19 BPM. Avg.
Pressure:4,175 PSI. Max. Wellhead Rate:25.99 BPM Max, Slurry
Rate:20.19 BPM. Max. CO2 Rate:15.96 BPM. Max. Pressure:
4,684 PSI. Total Fluid Pumped:18,997 Gal. Total Sand in
Formation:68,200 lb.(20/40 White Sand) CO2 Downhole:108 tons.
CO2 Cooldown:8 tons. ISIP:4,068 PSI. Frac Gradient:1.05 psilft.
Successfully flushed wellbore with 50Q foam 50 BBL over flush with
500 gal. fluid cap.

9:50 AM BWWC EL stage 5 North Horn: PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @6360 ft. PU
perforate North Horn @6238-6248, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

11:10 AM HES Frac stage 5 North Horn 70Q Foam Frac. Load & Break
@3,858PSI. @20.1BPM. Avg. Wellhead Rate:24.5 BPM. Avg,
SlurryRate:10.21 BPM. Avg. CO2 Rate:13.14 BPM. Avg.
Pressure:4,082 PSI. Max. Wellhead Rate: 25.73 BPM. MAx. Slurry
Rate:12.83 BPM. Max. CO2 Rate:15.62 BPM. Max. Pressure:4,245
PSI. Total Fluid Pumped:18,261 Gal. Total Sand in
Formation:64,100 lb. (20/40 White Sand) CO2 Downhole:102 tons.
CO2 Cooldown:7 tons. ISIP:3,715PSI. Frac Gradient:1.03 psilft.
Successfully flushed wellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

12:00 AM BWWC EL stage 6 North Horn. PU 10 perf guns with HES CFP RIH
crrelate to short jt. run to setting depth set CFP @ 5550 ft. PU
perforate North Horn @5441-5451, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

1:40 PM HES Frac stage 6 North Horn 70Q foam frac. Load & Break @3,260
PSI @15 BPM. Avg. Wellhead Rate:19.31 BPM. Avg. Slurry
Rate:7.8 BPM. Avg. CO2 Rate:10.54 BPM. Avg. Pressure:3,236
PSI. Max. Wellhead Rate:25.8 BPM. Max. Slurry Rate:10.09 BPM.
Max. CO2 Rate:18.02 BPM. Max. Pressure:3,372 PSI. Total Fluid
Pumped: 13,736 Gal. Total Sand in Formation:40.000 lb.(20/40
White Sand) CO2 Downhole:70 tons. CO2 Cooldown: 7 tons.
ISIP:2,979 PSI. Frac Gradient:0.98 psilft. Successfully flushed
wellbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

3:00 PM BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. Run to setting depth set CFP @5420 FT.
PU perforate @5399-5405 & 5327-5331. 3JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turn well over to frac.

Report by Wellcore
September 13, 2007 11 47



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/9/2007 Report # : 10 End Time Description

Summary : Flow stages 1-8. EL stage 9. Frac .EL 5:00 AM Flow stages 1-8 FCP:825 on 42 ck. recovered 592 bbi in 10 hrs.

stage 10. Wait on Frac sand. Frac #10.. avg. of 59.2 BPH
SI. RD HES, Black Warrior, MO. Hot Oil
Flow tanks. IPS. Flow stages 1-10 6:30 AM SI.

7:45 AM BWWC EL stage M.Wasatch. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. Run to setting depth set CFP @ 5095 PU
perforate M. Wasatch @5028-5038, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

8:40 AM HES frac stage 9 Middle Wasatch 70Q foam frac. Load & Break
@3,826PSI @15BPM. Avg. Wellhead Rate:17.72 BPM. Avg.
Slurry Rate:8.27 BPM. Avg. CO2 Rate:8.67 BPM. Avg.
Pressure:2,790 PSI. Max.Wellhead Rate:20.35 BPlvl. Max. Slurry
Rate: 15.47 BPM. Max. CO2 Rate:13.81 BPM. Max.
Pressure:3,849 PSI. Total Flid Pumped:15,190 Gal. Total Sand in
Formation: 49,787 lb. (20/40 White Sand) CO2 Downhole:76 tons.
CO2 Cooldown:6 tons. ISIP:2,775 PSI. Frac Gradient:0.99 psilft.
Successfully flushed wellbore with 50Q foam 50 bbl over flush with
500 gal. fluid cap.

10:00 AM BWWC EL stage 10 M. Wasatch. PU HES CFP with 10 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @4970
ft. PU perforate @4875-4885, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

12:00 PM Wait on load of frac sand. HES frac stage 10 Middle Wasatch 70Q
foam frac. Load & Break @2,744PSI @15 BPM. Avg. Wellhead
Rate:18.09 BPM. Avg. Slurry Rate:8.10 BPM. Avg. CO2 Rate:9
BPM. Avg. Pressure:2,778 PSI. Max. Wellhead Rate:22.25 BPM.
Max. Slurry Rate:15.06 BPM. Max CO2 Rate:13.98 BPM. Max.
Pressure:3,222 PSI. Total Fluid Pumped: 13,805 Gal. Total Sand in
Formation:52,800 lb.(20/40 White Sand) CO2 Downhole:75 tons.
CO2 Cooldown:7 tons. ISIP:2,753 PSI. Frac Gradient:1.00
psi./ft.Successfully flushed wellbore with 50Q foam 50 bbl over flush
with500 gal, fluid cap.

12:00 PM Shut in

2:30 PM Rig down HES frac and Black Warrior EL. equipment. Ready to
MIRU on Pt.Pt. 3-36. IPS rigging down off of Pt.Pt. 8-2D. to MIRU
on Pt. Pt. 3-36 D

Hot oil Flow tanks.
11:59 PM Flowstages1-10 FCP: 2560

Report by Welicore
September 13, 2007 11 47



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

We1\ Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/11/2007 Report #: 12 End Time Description

Summary : Flow stages 1-10 Stages 1-10 FCP: 875 psi on 38 ck. recovered 207 bbl in 24 hours
avg. of 8.62 BPH Gas rat of 2.454 MMCFD

WellName : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 9/10/2007 Report #: 11 End Time Description

Summary : Flow stages 1-10 6:00 AM Stage 1-10 through IPS test equípment. FCP: 875 on 38 ck.
recovered 704 bbl in 11 hours avg. of 64 BPH

11:59 PM Stages 1-10

Report by Wellcore
September 13, 2007 11 47



FAË235 UNITEDSTATES
DEPARTMENTOF THE INTERIOR ExpiresMarch31,2007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS T 681

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName

abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMITIN TRIPLICATE- Otherinstructions on reverse side. 7. IfUnitorCA/Agreement,Nameand/orNo.
Peter'sPoint/UTU-063014

l. Typeo 11
OilWell / GasWell Other 8. WellNameandNa

Peter's Point UF 14-26D-12-16
2. Nameof BILL BARRETT CORPORATION 9. API WellNo.

3a Addæss 3b. PhoneNo. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.FieldandPool,or ExploratoryArea

4 LocationofWell (Footage,Sec.,T.,R.,M, or StoveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
11. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OFNDIIQLREPORT, OR GINER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acida Deepen Production (Stalt/Resume) Waer Shut-OK

Noticeof Intent AlterCasing FractuæTreat Reclamation WellIn ty

SubsequentReport Casing Repair NewConstruction Recomplete Other

ChangePlans Plugand Abandon TemporarilyAbandon
OFinal AbandonmentNotice Convertto Injection PlugBack Water Disposal

13. DescribeProposedor CompletedOperation(clearly stateall pertinentdetails,includingestimatedstartingdateof any proposedwork and approximate durationthereof.

Iftheproposalis todeependirectionallyor recomplete horizontally,givesubsurface locationsand measuredand trueveltical depthsofallpertinentmarketsandzones.
AttachtheBondunder which thework will beperformedor providetheBondNo. on filewith BLM/BIA.Requiredsubsequent reports shallbefiledwithin 30days

followingcompletion oftheinvolvedoperations.If theoperation results ina multiple completion or recompletion ina newinterval,a Form3160-4shallbe filedonce
testinghasbeencompleted. FinalAbandonmentNoticesshallbe filedonlyafter all requiæments, including reclamation, have beencompleted, and theoperatorhas
determinedthatthesiteisready forfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION OF FIRST SALES ON 9/12/07. USE OF AN EFM AND FLOW

CONDITIONER WAS PREVIOUSLY REQUESTED IN THE APD.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signatur Date 09/18/2007

THIS SPACE F DERAL OR STATEOFFICE USE

Approvedty Title Date

Conditionsof approval,if any,are attached. Approvalof this notice doesnot warrant or
certifythatthe applicant holdslegalor equitable titleto those rights inthe subjectlease Office
which wouldentitlethe applicantto conduct operationsthereon.

Title 18U.S.C.Section1001and Title43U.S.C.Section1212,make it a crime for anypersonknowinglyandwillfully tomake to any departmentor agency of the United
Statesanyfalse,fictitiousor fraudulentstatementsor representations as to any matter within itsjunsdiction.

SEP2 1 2007

DIV.0FOIL,GAS&



Fonn3160-5 I Ïi CONFllENTIAL$Û(April2004) DEPARTMENTOF THE INTERIOR Expires:March31,2
BUREAU OF LAND MANAGEMENT 5 LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU°°°681

Do not use this form for proposals to dr/II or to re-enter an 6 If Indian, Allottee orTribe Name

abandoned we/I. Use Form 3160 - 3 (APD) for such proposals nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7 Irunitor CA/Agreement, Name and/or No

Peter's Point/UTU-063014
1. Type of

ilWell g GasWell Other 8. \Ÿel1Name andNo.
Peter's Point UF 14-26D-12-16

2. NameofOperatorBILL BARRETT CORPORATION 9. API Well No.

3a Address 3b. PhoneNo. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool,or Exploratory Area

4. LocationofWell (Footage,Sec.,T.,R.,M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL I l. Countyor Parish, State

Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDIlŒ REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

O Acidize Deepen Production (Start/Resume) Water Shut-Off
Notice of Intent Alter Casing Fracture Treat Reclamation WellIntegnty

SubsequentReport Casing Repair New Construction Recomplete Other Weekly Activity

ChangePlans Plug and Abandon Temporarily Abandon Report
Final Abandonment Notice Convertto Injection Plug Back WaterDisposal

13 DescribeProposed orCompletedOpemtion(clearly state all pertinentdetails,includingestimated startingdateof any proposedwork and approximate durationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,give subsurface locationsand measured and truevertical depthsofall pertinentmarkers and zones.
Attach theBond under which thework will be performedor providetheBond No. on filewith BLM/BlA. Requiredsubsequent reports shall be filedwithin 30days
followingcompletionof theinvolvedopemtions.Iftheopemtion results ina multiple completion or recompletion in a new interval,a Form31604 shall befiledonce
testing has been completed. FinalAbandonment Notices shall befiled only after all requirements, including reclamation, have been completed, and theoperator has
determinedthatthe site is ready forfinal inspection.)

WEEKLY COMPLETION ACTIVITY REPORT FROM 09/28/2007 - 10/04/2007.

14. I hereby certify that the foregoingis true and correct
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signatur Date 10/04/2007

THIS SPACE FO ERAL OR STATE OFFICE USE

Approved by Title Date

Conditionsof approval, if any,are attached. Approyal of thisnotice doesnot warrant or
certify thatthe applicant holdslegalor equitable title to thoserights in thesubject lease Office
which would entitle theapplicantto conduct operations thereon.

Title 18U.S.C.Section1001and Title43U.S.C.Section1212, make it a crime forany person knowinglyand willfully to make to an egt r agencyge United
Statesany false,fictitiousor fraudulentstatements or representations asto anymatter within its junsdiction.

(Instructions on page 2)
OCT1 5 2007

DMO 01,



REGULATORY COMPLETION SUMMARY BillBarrett Corporation

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 10/4/2007 Report #: 15 End Time Description

Summary : SI.Clean rat hole. lay down tbg. NDINU 7:00 AM SI
tree. Pumpoff bit RD.WSU. Move to
8-34. Turn well over to Production. 7:15 AM Safety Meeting Drilling , laying down tbg..

8:30 AM TlH tag clean out rat hole to PBTD @7400 ft. blow casing clean

10:00 AM POOH Iay down 2-3/8" tbg to 6900 ft. land on tbg hanger (see Final
Well Report)

11:30 AM Nipple down BOPs. NU tree. Pumpoff bit sub & bit. Flow back
tbg.

12:30 PM Rig down Nabors WSU and equipment

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 10/3/2007 Report #: 14 End Time Description

Summary : SI. Safety meeting. drill CFPs. 8-1 Blow 7:00 AM SICP: 1250 psi. . Safety Meeting drilling frac plugs.
well clean. SI 7:30 AM Start foaming wellbore.

10:30 AM DrillCFP # 8 @ 5095 ft. FCP: 400 psi on 2" choke.

12:00 PM TlH tag CFP #7 @ 5200 ft. FCP; 425 psi on 2"choke.

1:30 PM TIH tag CFP #6 @ 5420 ft. FCP:450 psi.

2:30 PM TIH tag CFP:# 5 @ 5550 ft. FCP: 475 psi. on 2" choke.

3:30 PM TlH tag CFP: # 4 @6360 ft. FCP: 475 psi.

4:30 PM TIH tag CFP #3 @6720 ft. FCP: 500 psi.

5:30 PM TIH tag CFP #2 @6890 ft. FCP: 500 psi.

6:30 PM TIH tag @7025 ft. finsh drilling CFP TIH tag CFP #1 @ 7060 ft. drill
out FCP: 525 psi on 2" choke, trace of sand.

7:30 PM flow and blow wellbore clean with foam air.

7:30 PM Tbg at 7700 ft. shut in

Well Name : Peter's Point #14-26D-12-16 API : 43-007-31277 Area : West Tavaputs

Ops Date : 10/2/2007 Report #: 13 End Time Description

Summary : Production, MIRU WSU, EL Set CBP - 8:30 AM Production. Safety Meeting . Rigging up, PU tbg.
RDMO EL. NDINU BOPs. PU Bit & Tbg.
DrillCBP & one CFP. well tryingto blow 10:00 AM Move in Well Service Unit spot at wellhead. Rig up Nabors WSU

tbg out of hole. SIFN. 12:00 PM Move in Black Warrior EL. PU CBP RIH correlate tocasing collars.
Set CBP @4800 ft.

12:00 PM Pressure test IPS flow equipment

1:00 PM Nipple down Frac Tree. Nipple up BOPs. rig work floor

4:00 PM PU 4-3/4" Smith tricone bit, Weatherford pumpoff bit sub, 8 ft. tbg
sub, XN nipple, one jt. 23/8" EUE tbg. tally in hole tag @4800 ft.
CBP. 147 joints.

5:00 PM Rig Weatherford foam unit. Nabors Power swivel. start foaming

6:00 PM DrillCBP @4800 ft.

7:00 PM TlH tag CFP #9 @4970 ft, drill out FCP: 450 psi. 2" choke.

7:00 PM Well pressure tryingto lifttbg..
7:00 PM Shut in well for night

Report by Wellcore October 08, 2007 04:21



Form 3160-4 O 809
(August2007)

UNITED STATEs CONFIDENTIAL
DEPARTMENT OF THE INTERIOR F VED

BUREAU OF LAND MANAGEMENT E pires: July 31,
-00130

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
UTU-0681

la. Type of Well ' OOil Well Gas Well Dry Ù Other 6. If Indian, Allottee or r be Name
b. Type of Completion: ONew Well Work Over Deepen Plug Back Diff. Resvr., N/A

7. Unit or CA Agreement Name and No.Other:
Peters Point / UTU-63014

2. Name of Operator 8. Lease Name and Well No.Bill Barrett Corporation Peters Point Unit Federal 14-26D-12-16
3. Address 1099 18th Street, suite23oo 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31277
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Peters Point I Wastach-Mesaverde
At surface SESW, 225' FSL, 1522' FWL

,
11. Sec., T., R., M., on Block and

Survey or Area

At top prod. interval reported elow SESW, 68T FSL, 1973' FWL, Sec. 26 p 12. County or

ParishSec. 26, T123 RS16a

e

At total depth SESW, ' FSL, 1913' FWL, Sec. 26 Carbon County UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 10/04/2007 17. Elevations (DF, RKB, RT, GL)*
07/18/2007 08/01/2007 OD & A Ready to Prod. 7160' GL
18, Total Depth: MD 7580' 19. Plug Back T.D.: MD 752T 20. Depth Bridge Plug Set: MD N/A

TVD 7482' TVD 7429' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? 2 No Yes (Submit analysis)
T , CCL/CBLIGR, Mud Log Was DST run? No Yes (Submit report)

Directional Survey? No Yes (Submit copy)
23. Casing and Liner Record (Report all strings set m well)

Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD) StageDCeementer o o S Cement-Top- Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J55 36# 0 103T 250 HCL 82 bbis Surface

180 Prem AG30 37 bbis
8 3/4" & 5 1/2" N80 17# O 7570' 1330 50/50 Poz 386 bbis 1094'
7 7/8"

| | |
24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2 3/8" 6901'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf Status
A) Wasatch (inc North Horn) 4875' 6628' 4875' - 4885' 0.43" 30 Open
B) Mesaverde 6755' 7213' 5028' - 5038' 0.43" 30 Open
C) 511T - 5126' 0.43" 27 Open
D) 532T - 5405' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material
4875' - 4885' Stage 10: 70% CO2 foam frac: 75 tons CO2; 483 bbis total fluid; 52,800#20/40 White sand
5028' - 5038' Stage 9: 70% CO2 foam frac: 76 tons CO2; 560 bbis totalfluid; 49,787#20/40 White sand
511T - 5126' Stage 8: 70% CO2 foam frac: 45 tons CO2; 370 bbis total fluid; 19,900#20/40 White sand
532T - 5405' Stage 7: 70% CO2 foam frac: 78 tons CO2; 561 bbis total fluid; 48,100#20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced fested Production BBL MCF BBL Corr. API Gravity Flowing
9/12/07 10/12/07 24 0 2760 14

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

33/64"
SIO3

1123 0 2760 14
28a. Production - Interval B
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

-+ RECEIVEDChoke fbg Press.
re s.

2R
L

GM
F

BWater Gas/Oil Well Status

*(See instructions and spaces for additional data on page 2) UNOF011-,GAS&



28 b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, usedfor fuel,vented, etc.)
Sold

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 3284'
Nodh Horn 5160'

Dark Canyon 6751'
Price River 6959'

TD 7580'

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

Sundry Notice for plugging and cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please pring Tracey Fallang
, Title Environmental/Regulgtory Analyst

Signature Date

Title 18 U.S.C. Section 1001 and Title 4 S.C. Section 1212, mak a crime for any person knowingly and willfully to make to any department or agency ofthe United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3I60-4, page



Peter's Point Unit Federal 14-26D-12-16Completion Report Continued

26. PERFORATION RECORD (cont.' 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)
INTERVAL NO. PERFORATION

(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL
5441' 5451' 0.43" 30 Open Stg 6 70% CO2 foam frac: 70 tons CO2 511 bb1s total fluid 40,000# 20/40 White Sand
6238' 6248' 0.43" 30 Open Stg 5 70% CO2 foam frac: 102 tons CO2 639 bbls total fluid 64,100# 20/40 White Sand
6618' 6628' 0.43" 30 Open Stg 4 70% CO2 foam frac: 108 tons CO2 679 bbls total fluid 68,200# 20/40 White Sand
6755' 6806' 0.56" 30 Open Stg 3 70% CO2 foam frac: 150 tons CO2 841 bbls total fluid 96,300# 20/40 White Sand
6921' 6940' 0.43" 30 Open Stg 2 70% CO2 foam frac: 115 tons CO2 704 bbls total fluid 67,700# 20/40 White Sand
7201' 7213' 0.43" 18 Open Stg 1 70% CO2 foam frac: 63 tons CO2 491 bb1s total fluid 32,200# 20/40 White Sand

*Depth intervals for frac information same as perforation record



Directional Surveys wellcore
Location Information
Business Unit Phase/Area Surface Location

Operations West Tavaputs SESW-26-12S-16E-W26M

Project Well Name Main Hole :

Uinta Peter's Point #14-26D-12-16

Bottom Hole Information
'

Survey Section Details

Section KOP KOP Date TMD TVD TD Date
(ft) (ft) (ft)

SESW-26-12S-16E-W26M 43-007-31277

Surveyinformation

Survey Company Qirectionof Magnetic Dec.
Verti I Section (°) Correction (°)

Details Corrected

Extrap. Depth MD Inclination Azimuth TVD Sub Sea Northings NIS Eastings E/W Vertical Section Dog Leg

(ft) (°) (°) (ft) (ft) (ft) (ft) (ft)

1098.00 1.88 194.55 1097.70 -1076.70 17.43 S 4.52 W -15.28 0.17

1196.00 0.89 169.55 1195.67 -1174.67 19.74 S 4.79 W -17.06 1.16

1290.00 1.44 48.18 1289.65 -1268.65 19.67 S 3.78 W -16.27 2.18

1386.00 3.63 45.43 1385.54 -1364.54 16.73 S 0.71 W -12.03 2.28

1481.00 6.25 44.43 1480.16 -1459.16 10.93 S 5.05 E -3.86 2.76

1579.00 8.56 46.43 15 -1556.33 2.09 S E 2.37

1675.00 11.06 47.43 1671.90 -1650.90 9.06 N 26.02 E 25.12 2.61

1771.00 13.38 47.05 1765.70 -1744.70 22.86 N 40.94 E 45.43 2.42

1867.00 15.94 43.45 1858.56 1837.56 40.00 N 58.13 E 69.70 2.83

1963.00 18.25 42.93 1950.30 -1929.30 60.57 N 77.44 E 97.87 2.41

2060.00 19.31 41.80 2042.1 -2021.13 83.65 N 98.47 E 129.01 1.16

2156.00 20.63 40.80 2132.35 -2111.35 108.29 N 120.10 E 161.66 1.42

2252.00 20.63 38.93 2222.19 -2201.19 134.24 N 141.78 E 195.25 0.69

2348.00 20.19 38.80 2312.17 -2291.17 160.31 N 162.79 E 228.43 0.46

2444.00 20.38 29.19 2402.21 -2381.21 187.81 N 181.32 E 260.80 3.47

2541.00 19.69 41.68 2493.34 -2472,34 214.76 N 200,42 E 293.21 4.46

2637.00 20.31 41.68 2583.55 -2562,55 239.29 N 222,26 E 325.93 0.65

2733.00 19.81 42.68 2673.73 -2652.73 263.69 N 244.36 E 358.76 0.63

2829.00 19.31 43.80 2764.18 -2743.18 287.10 N 266.38 E 390.84 0.65

2926.00 18.63 44.43 2855.91 -2834.91 309.74 N 288.32 E 422.35 0.73

3022.00 17.50 44.93 2947.18 -2926.18 330.91 N 309.25 E 452.10 1.19

3118.00 15.94 44.80 3039.11 -3018.11 350.49 N 328.73 E 479.70 1.63

3214.00 14.63 44.05 313 -3110.71 368.55 N 346.45 E 504,99 1.38

3310.00 12.94 45.18 3224.93 -3203.93 384.84 N 362.51 E 527,85 1.78

3407.00 10.88 49.80 3319.83 -3298.83 398.41 N 377.20 E 547,85 2.34

3503.00 9.38 49.80 3414.33 -3393.33 409.30 N 390.10 E 564,70 1.56

¾99.00 8.50 47.05 3509.16 -3488.16 419.19 N 401.27 E 579.61 1.02

3696.00 7.44 48.18 3605.22 -3584.22 428.26 N 411.19 E 593.05 1.10

3792.00 6.25 43.05 3700.53 -3679.53 436.22 N 419.39 E 604.48 1.39

3888.00 5.50 42.93 3796.02 -3775.02 443.41 N 426.09 E 614.29 0.78

3984.00 5.06 47.18 3891.61 -3870.61 449.66 N 432.33 E 623.12 0.61

4081.00 4.25 48.18 3988.29 -3967.29 454.96 N 438.15 E 630.99 0.84

4177.00 3.00 49.55 4084.09 -4063.09 458.96 N 442.71 E 637.05 1.31

4274.00 1.63 54.05 4181.01 -4160.01 461.42 N 445.76 E 640.95 1.42

4370.00 0.69 60.43 4276.98 -4255.98 462.51 N 447.37 E 642.87 0.99

4466.00 0.50 60.30 4372.98 -4351.98 463.00 N 448.23 E 643.83 0.20

4563.00 0.50 78.93 4469.97 -4448.97 463.29 N 449.02 E 644.60 0.17

4655.00 0.50 116 80 -4540.97 | 463.19 917 È 645.08 0.35

4755.00 0.50 137.30 4661.97 -4640.97 462.67 N 450.45 E 645.22 0.18

4851.00 0.69 147.68 4757.96 Š¾ 461.87 N 451.05 E 645.10 0.23

4948.00 0.88 165.05 4854.95 -4833.95 460.66 N 451.55 E 644.63 0.31

5044.00 1.06 176.43 4950.94 -4929.94 459.06 N 451.80 E 643.71 0.27

5140.00 1.25 183.18 5046.92 -5025.92 457.13 N 451.79 E 642.38 0.24

5236.00 1.50 183.18 5142.89 -5121.89 454.83 N 451.67 E 640.70 0.26

5330.00 1.81 186.80 5236.85 -5215.85 452.13 N 451.42 E 638.67 0.35

5426.00 2.25 186.43 5332.79 -5311.79 448.75 N 451.03 E 636.06 0.46

eport by Decision Dynamics Technology Ltd. Wellcore Version 4.3.3 November 19, 2007 12:45 44 PaL



Directional Su rveys wencore
Location Information
Business Unit Phase/Area Surface Location

Operations West Tavaputs SESW-26-12S-16E-W26M

Project Well Name Main Hole :

Uinta Peter's Point #14-26D-12-16

Extrap.:Depth MD Inclination Azimuth TVD Sub Sea Northings N/S Eastings E/W Vertical Section Dog Leg |
(ft) (°) (°) (ft) (ft) (ft) (ft) (ft) I

5523,00 2.44 190.18 5429.71 -5408.71 444.82 N 450.45 E 632.94 0.25

5619.00 2.81 193.80 5525.61 -5504.61 440.53 N 449.53 E 629.31 0.42

5712.00 2.75 195.18 5618.50 -5597.50 436,16 N 448.40 E 625.49 0.10

5811.00 2,88 198.05 5717.38 -5696.38 431.50 N 447.01 E 621.28 0.19

5907.00 2.88 196.05 5813.26 -5792.26 426.89 N 445.60 E 617.08 0.10

6004.00 3.06 198.18 5910.13 -5889.13 422.09 N 444.12 E 612.70 0.22

6100.00 3.44 198.55 6005.97 -5984.97 416.93 N 442.40 E 607.90 0.40

6196.00 2.63 204.93 6101.83 -6080.83 412.20 N 440.55 E 603.31 0.91

6292.00 2.25 208.18 6197.75 -6176.75 408.54 N 438.74 E 599.47 0.42

6388.00 2.38 211.80 6293.67 -6272.67 405.18 N 436.80 E 595.75 0.20

6485.00 2.88 214.05 6390.57 -6369.57 401.45 N 434.37 E 591.43 0.53

6580.00 3.31 215.93 6485.43 -6464.43 397.26 N 431.42 E 586.40 0.47

6677.00 3.50 214.80 6582.25 -6561.25 392.56 N 428.09 E 580.75 0.21

6773.00 4.13 215.30 6678.04 -665 N 387.33 N 424.42 E 574.49 0.66

6869.00 4.63 212.93 6773.76 -6752.76 381.26 N 420.32 E 567.33 0.55

6965.00 4.94 210.30 6869.42 -6848.42 374.43 N 416.13 E 559.60 0.40

7029.00 5.19 206.55 6933.17 -6912.17 369.47 N 413.44 E 554.23 0.65

7079.00 5.19 206.55 6982.97 -6961.97 365.42 N 411.42 E 549.98 0.00

7580.00 5.19 206.55 7481.92 -7460.92 324.88 N 391.16 E 507.38 0.00

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3 3 November 19, 2007 12:45:44 Page



United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDE*

P.O. Box 45155
ogMERICA

Salt Lake City, UT 84145-0155
http://www.bim.govlut/stlen.html

IN REPLY REFER TO
3180
UT-922 6 N
BillBarrett Corporation
Attn: Doug Gundry-White
1099 18thStreet, Suite 2300
Denver, Colorado 80202

Re: 5th Revision Consolidated
Wasatch-Mesaverde Formation PA "A"
Peters Point Unit
Carbon County, Utah

Dear Mr. White:

The 5th Revision of the Consolidated Wasatch-Mesaverde Formation PA "A", Peters Point Unit,
CRS No. UTU63014D, AFS No. 891000307D, is hereby approved effective as of October 1, 2007, k
pursuant to Section 11 of the Peters Point Unit Agreement, Carbon, Utah.

The 5th Revision of the Consolidated Wasatch-Mesaverde Formation PA "A", Peters Point Unit,
results in the addition of 480.28 acres to the participating area for a total of 5084.83 acres and is
based upon the completion of the following wells as capable of producing unitized substances in
paying quantities:

WELL NO. API NO. LOCATION LEASE NO.
14-26D 43-007-31277 SE¼SW¼,26-12S-16E UTUO681 /g/SO
16-27 43-007-31318 SE¼SE¼,27-12S-16E UTUO8107
8-34 43-007-31279 SE¼NE¼,34-12S-16E UTUO8107

Copies of the approved request are being distributed to the appropriate agencies and one copy is
returned herewith. Please advise all interested parties of the establishment of the 5th Revision of
the Consolidated Wasatch-Mesaverde Formation PA "A",Peters Point Unit, and the effective date.

Sincerely,

/s/Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals RECEIVED

En

DIV

OFUO

L,G



United States Departmentof the Interior
BUREAU OF LAND MANAGEMENT

NCH UPOhSto
4

Se

Salt Lake City,UT 84145-0155
http://www.blm.govlut/st/en.html

IN REPLY REFER TO
3180
UT-922

July 28, 2008
BillBarrett Corporation
Attn: Vicki Wambolt
1099 18thStreet, Suite 2300
Denver, Colorado 80202

Re: 5th Revision Consolidated
Wasatch-Mesaverde Formation PA "A"
Peters Point Unit
Carbon County, Utah

Dear Ms. Wambolt:

On July, 16, 2008, the 5'" Revision to the Consolidated Wasatch-Mesaverde Formation PA "A"was
approved. It has come to our attention that the effective date in our approval letter is incorrect. The
effective date for the 5th Revision to the Consolidated Wasatch-Mesaverde Formation PA "A" is
September 1, 2007. Please correct your records to reflect this change.

Sincerely,

/s/Becky J. Hammond

Becky J. Hammond
Chief, Branch of Fluid Minerals

Enclosure

bcc: Division of Oil, Gas & Mining
SITLA
Peters Point Unit w/enclosure
MMS - Data Management Division w/exhibit (attn: Leona Reilly)
Field Manager - Moab w/enclosure
Fluids - Judy
Fluids - Mickey
Agr. Sec. Chron. ggCR
Reading File
Central Files

CSeare:cs (07/28/2008)5'"rev cons. peters point "A" DN.0 O\L



STATEOF UTAH FORM 6

OEPARTMENTOF NATURALRESOURCES
ONIS10N OF OIL,GAS AND MINING

ENTITYACTIONFORM

Operator: Bill Barrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO y¡p 80202 Phone Number: (303) 312-8134

Woli t

API Number Well Name QQ Sec Tw County
4300731277 Peters Point Unit Federal 14-26D-12-16 SESW 26 12S 16E Carbon

Action Code Current Entity ÑewEntity Spud Date Entity Assignment
Number Number Effective Date

C 16220 2470 9/1/2007

Comments: aa ma
Revision s on indu lon into Peter s Point participating are !I

Well 2

API Number Well Name QQ See Tw Rng County
4300731318 Peters Point Unit Federal 16-27-12-16 SESE 27 125 16E Carbon

Action Code Current Entity New EÑÙty Spud Date Entity Assignment
Number Number Effective Date

C 16319 2470 /2
Cornments: vision bas u i into Peter's Point participating areya

Well 3

API Number Well Name QQ See Twp Rng County
4300731279 Peter's Point Unit Federal 8 34-12-16 SENE 34 12S 16E Carbon
Action Code Current Entity New Entity Sput! Date Entity Assignment

Number Number Effective Date

C 16282 2470 (9/1/2007
Comments

Re ision based on inclusion into Peter's Point participating area

ACTIONCODES:
A - Establish new entity for new well (single well only) Tracey Fallang
B - Add new wellto existing entity (groupor unit well) Name (P ase Print) 9

C - Re-assign well from one existing entity to another existingentity LALC
D - Re-assign well from one existing entity to a new entîty Sig¾Ïture (
E - Other (Explain in 'cornments' section) Regulatory An&yst 8/ 2/2008

RECEIVED ""•

AU62 5 2008

DIV.OFOlL,GAS&



, orm 3160-4
(August2007) €$1 IS

UNITED STATESO FORM APPROVEDDEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

WELL COMP

EU ANUORFRLEDM ENAGNE NT Expires: July 31, 2010

la. Type of Well DOil Well Gas Well Dry Other If Indian, Allottee or Tribe Name
b. Type of Completion: New Well Work Over Deepen Plug Back Diff Resvr., N/A

Other: Amendment (changes highlighted) Pe
nit or eeme6n30N1ameand No.

2. Name of Operator 8. Lease Name and Well No.BillBarrett Corporation Peters Point Unit Federal 14-26D-12-16
3. AddreSS 1099 18th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31277
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Peters Point / Wastach-Mesaverde
At surface SESW, 225' FSL, 1522' FWL II. Sec., T., R., M., on Block and

Survey or Area
Sec. 26, T12S-R16E

At top prod. interval reported below SESW, 687' FSL, 1973' FWL, Sec. 26 12. County or Parish 13. State

At total depth SESW, 650' FSL, 1913' FWL, Sec. 26 Carbon County UT
14. Date Spudded 15. Date T.D. Reached 16. Date Completed 10/04/2007 17. Elevations (DF, RKB, RT, GL)*
07/18/2007 08/01/2007 OD & A Ready to Prod. 7160' GL
18. Total Depth: MD 7580' 19. Plug Back T.D.: MD 7527' 20. Depth Bridge Plug Set: MD NIA

TVD 7482' TVD 7429' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? O No Yes (Submit analysis)

Triple Combo, CCL/CBL/GR, Mud Log WasDSTrun? 2]No Yes (Submitreport)
Directional Survey? No gj Yes (Submit copy)

23. Casing and Liner Record (Report all strings set in well)
Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD) StageDCementer No of SCke

d
Slun Vol. Cement Top* Amount Pulled

20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J55 36# 0 1037' 250 HCL 82 bbis Surface

180 Prem AG30 37 bbi
8 3/4" & 5 1/2" N80 17# 0 7570' 1330 50/50 Poz 386 bbis 1094'
7 7/8"

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2 3/8" 4805" 4805' RBP
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) Wasatch (inc North Hom) 4875' 6628' 4875' - 4885' 0.43" 30 Open

) Mesaverde 6755' 7213' 5028' - 5038' 0.43" 30 Open
C) 5117' - 5126' 0.43" 27 Open
D) 5327' - 5405' 0.43" 30 Open
27. Acid, Fracture, Treatment, Cement Sciueeze, etc.

Depth laterval Amount and Type of Material
4875' - 4885' Stage 10: 70% CO2 foam frac: 75 tons CO2; 483 bbis total fluid; 52,800# 20/40 White sand
5028'- 5038' Stage 9: 70% CO2 foam frac: 76 tons CO2; 560 bbis total fluid; 49,787#20/40 White sand
5117'- 5126' Stage 8: 70% CO2 foam frac: 45 tons CO2; 370 bbis total fluid; 19,900#20/40 White sand
5327'- 5405' Stage 7: 70% CO2 foam frac: 78 tons CO2; 561 bbis total fluid; 48,100#20/40 White sand
28. Production - Interval A
Date First restDate Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity Flowing
9/12/07 10/12/07 24 0 2760 14

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio Producing
33/64" 803 1123 0 2760 14

28a. Production - Interval B
Date First Test Date Hours Test 3il Gas Water Gil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

*(See instructions and spaces for additional data on page



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First fest Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, used forfuel,vented, etc.)
Sold

30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 3284'
North Hom 5160'

Dark Canyon 6751'
Price River 6959'

TD 7580'

32. Additional remarks (include plugging procecure):

Set RBP and re-landed tbg on 08/26/2008

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please print) Tracey Fallang Title Environmental/Regulatory Analyst

Signature ,(
-VI ' Date 09/02/2008

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, m it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3160-4, page



Form 3160-5 UNITEDSTATES(April2004) DEPARTMENTOF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5 L

SUNDRY NOTICES AND REPORTS ON WELLS UToooo681 U

Do not use this form for proposals to drill or to re-enter an 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement, Nameand/or No.
Peter's Point/UTU-063014

l. Typeo
ilWellOO GasWellOO Other 8. WellNameandNo.

Peter's Point UF 14-26D-12-162. NameofOperatorBILL BARRETT CORPORATION 9. APIWel1No.
3a Address 3b. PhoneNo.(include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Fieldand Pool,or ExploratoryArea
4. Locationof Well (Footage,Sec, T, R.,M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL 11, Countyor Parish, State
Sec. 26, T12S-R16E

Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATURE OF NDII REPORT, OR ØTHER DATA

TYPEOF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentPseport Casing Repair NewConstruction Recomplete Other Temp SI

ChangePlans Plugand Abandon TemporarilyAbandon
FinalAbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposedorCompletedOperation(clearly state all pertinentdetails,includingestimated starting dateof any proposedwork and approximate durationthereof.
Iftheproposalistodeependirectionallyor recomplete horizontally,givesubsurface locationsand measured and truevertical depthsof allpertinentmarkers and zones.
AttachtheBondunder which the work will beperformedor providetheBondNo. onfilewith BLM/BIA.Requiredsubsequentreports shallbefiledwithin 30 days
followingcompletionoftheinvolvedoperations.If theoperationresults ina multiple completion or recompletion ina new interval,a Form3160-4shallbefiledonce
testinghasbeencompleted.FinalAbandonment Noticesshallbefiledonlyafter all requirements, includingreclamation, havebeencompleted, and theoperatorhas
determinedthatthesiteisreadyforfinalinspection.)

THIS SUNDRY IS BEING SUBMITTED AS NOTIFICATION TIIAT THIS WELL HAS BEEN SHUT-IN SINCE 8/26/08 (retrievable bridge
plug set at 4805'). Six new directional wells were permittedladded to this pad and drilling is in progress. 'At the time all wells have completed
drilling, (approximately 11/18/2008), the RBP will be removed and this well will be turned back to sales.

COPYSENTTOOPERATOR

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Nge
,

Date 11/10/2008

Approvedby

TH SP FEDERAL OR S ATE OFF E USE

Date 24
Conditionsof approval, if any, are attached. Approvalof thisnotice doesnot warrantor
certify thattheapplicant holdslegalor equitable titleto thoserights in the subject lease Office poderalApprova\OfThis
whichwouldentitle the applicantto conduct operationsthereon. Art10nis NBCOSSBN
Title 18U.S.C.Section1001and Title43 U.S.C.Section1212, make it a crime for any personknowinglyand willfully tomake to any departmentor agency of the United
Statesany false,fictitiousor fraudulentstatementsor representations asto anymatterwithin its jurisdiction.

NOV17 2008

DIV.0FOIL,GAS&



Y CONFllENTIALForn 3 - Ä UNITED STATES FORMAPPROVED
(Apnl2 4) DEPARTMENT OF THE INTERIOR E ires e

301,007
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS EToossi

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian, Allotteeor TribeName

abandoned well, Use Form 3760 - 3 (APD) for such proposals· n/a

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. IfUnitor CA/Agreement,Nameand/or No.

1. Type of
ilWellO O GasWellOO Other 8.

er's Point/UTU-63014

2. NameofOperator Peter's Point UF 14-26D-12-16
BILL BARRETT CORPORATION 9. API WellNo.

3a Address 3b. PhoneNo.(include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fieldand Pool,or ExploratoryArea
4. Locationof Well (Footage,Sec.,T.,R.,M, or Sun>eyDescription) Peter's Point/Wasatch-Mesaverde

11. Countyor Parish, State
SESW, 225' FSL, 1522' FWL
Sec. 26, T12S-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATENATUREOFNØIIQ REPORT, OR OTHER DATA

TYPEOF SUBMlSSION TYPE OF ACITON

Acidize Deepen Production (Start/Resume) WaterShut-Off
Noticeof Intent Alter Casing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recomplete Other Revised

ChangePlans Plugand Abandon TemporarilyAbandon Measurement/Layout
Final AbandonmentNotice Convertto Injection PlugBack WaterDisposal

13. DescribeProposed or CompletedOperation(clearly state all pertinentdetails,includingestimated startingdate of any proposedwork and approximate durationthereof
If theproposalisto deependirectionallyor recompletehorizontally,give subsurface locationsand measured and truevertical depthsof all peitinentmarkers and zones.
AttachtiieBondunderwhich theworkwill be perfonnedor providetheBondNo. onfilewithBLM/BIA.Requiredsubsequent reports shall befiledwithin30days
following completion of theinvolvedopemtions. If theoperation results ina multiple completion orrecompletion ina new interval,a Form 3160-4shall befiledonce
testinghasbeencompleted. Final Abandonment Noticesshall befiledonly afterall requirements, includingreclamation, havebeencompleted, and theoperatorhas
determinedthatthe site isready forfinalinspection.)

This Sundry is being submitted as notification that the facility equipment will change as well as tËeoil measurement method for this seven well
pad. The new equipment and measurement for this pad will be as follows:

(4) 400-bbl production tanks
(1) 400-bbl blowdown tank
(1) 400-bbl test oil tank

To allocate oil production, a quarterly test will be run for each well for a 24-hour time period into the 400-bbl test oil tank. A revised site
security diagram will be submitted. The spreadsheet attached indicates all wells in this pad and this sundry is applicable to all wells,

14. Ihereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Date 11/10/2008

HIS SPAC FOR FEDERAL OR STATE OFFICE USE

Ap rovedby Title Date

Conditionsof approval,if any, are attached. Approvalof thisnotice doesnot warrantor
certify thatthe applicant holdslegalor equitable titleto thoserights inthe subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C.Section1001and Title43 U.S.C.Section1212,makeit a crime for any personknowinglyand willfullyto make to any dgart g i d
States any false,fictitiousor fraudulentstatements or representations as to any matter within its jurisdiction. L.

(Instructions on page 2)
¯

DIV.0FOIL,GAS&



COUNTY QTR/QTR SEC TWN-RNG FOOTAGES LEASE
PETERS POINT U FED 14-26D-12-16 CARBON SESW 26 125-16E 225 S 1522 W UTU-0681
PETERS POINT U FED 3-35D-12-16 CARBON SESW 26 125-16E 208 S 1527 W UTU-071595

PETERS POINT U FED 15-26D-12-16 CARBON SESW 26 125-16E 239 S 1518 W UTU-0681

PETERS POINT U FED 13-26D-12-16 CARBON SESW 26 125-16E 254 S 1514 W UTU-0681

PETERS POINT U FED 10-260-12-16 CARBON SESW 26 125-16E 270 S 1510 W UTU-0681

PETERS POINT U FED 11-26D-12-16 CARBON SESW 26 125-16E 285 S 1506 W UÌÙ-0681
PETERS POINT U FED 12-26D-12-16 CARBON SESW 26 12S-16E 301 S 1502 W



e

SUNDRY NOTICES AND REPORTS ON WELLS vro coussi

Do not use this form for proposals to drlII or to re-enter an 6. If Indian,Allottee or TribeName

abandoned we/I. Use Form 3760 - 3 (APD) for such proposals n/a

SUBMIT IN TRIPLICATE- Other Instructions on reverse side. 7. If Unitor CA/Agreement.Nameand/orNo.

Peter's Point/UTU-063014
1. Typeof

JilWellU U GasWellO Other 8. WellNameandNo.
Peter's Point UF 14-26D-12-16

2 Nameof BILL BARRETT CORPORATION 9. API WeÌÌÑo.
3a Address 3b. PhoneNo.(includearea code) 43-007-31277

1099 18th Street Sulte 2300 Denver CO 80202 303 312-8134 10, Field and Pool,or ExploratoryArea

4. LocationofWell (Footqge,Sec.,T. R. M, or SurveyDesenprion) Peter's Potut/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL
l1. Countyor Parish, State

Sec. 26, T128-R16E Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OF NGIlCE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPEOF ACTION

Acidize Deepen Production (Start/Resume) WaterShut-Off

Noticeof Intent AlterCasing FractureTreat Reclamation WellIntegrity

SubsequentReport Casing Repair NewConstruction Recompletc Other

O ChangePlus Plugand Abandon TemporarilyAbandon
FinalAbandonment Notice O Convertto Injection PlugBack WaterDisposal

13. DescribeProposed or CompletedOperation(clearlystate all pertinentdetails,includingestimated starting dateofanyproposedwork andapproximatedurationthereof
If theproposalistodeependirectionallyor recompletehorizontally,givesubsmface locationsandmeasured andtmevertical depthsof allpertinentmarkers andzones,
AttachtheBondunder which theworkwill beperfonnedorprovidetheBondNo. on filewithBLM/BIA.Requimdsubsequentreportsshallbefiledwithin 30days
followingcompletionof the involvedoperations.Iftheoperation resultsina multiple completion or recompletion ina new interval,a Form316M shallbefiledonce

testinghasbeencompleted. FinalAbandonmentNoticesshall be filed onlyafterallrequirements, including reclamation, have beencompleted, and theoperator has

determinedthatthesiteisready forfinalinspection.)

This well has been turned back to production. Tubing was relanded and Is at 6635'.

14. I hereby certify thatthe foregoing is true and correct
Name (Printed/Typed)

Signature

Tra

A EDERAL

Eo1/19izoo9

Agroved by Title Date

Conditionsof approval,ifany,areattached. Approvalof thisnoticedoesnot warrantor
certifythattheapplicantholdslegalor equitable titleto thoserightsinthe subjectlease Office
which would entitle the applicant toconductoperations thereon.

Title 18U.S.C.Section1001andTitle43 U.S.C.Section1212,makeit a crime foranypersonknowinglyandwillfully tomaketo any departmentor agencyof the United
Statesany false,fictitiousor fraudulentstatementsor representationsasto anymatterwithinitsjurisdiction.

(Instructionsonpage 2) RËCEIVED
JAN2 6 2009

DIV.0F0lt, GAS&MINING·



Fon 3160-5 UNITED STATES FORI
DEPARTMENTOF THE INTERIOR $iŠ:
BUREAU OF LAND MANAGEMENT 5. IdaseSaialNo.

SUNDRYNOTICES AND REPORTS ON WELLS vrvooossi
Do not use this fonn for proposals to drill or to re-enter an 6. If Indian,AnoncearTribeName
abandoned well. Use Fonn 3100-3 (APD) for such proposals. nia

SUBMIT IN TRIPLICATE-Other instructIons on reverse sIde. 7. IfUnitorCA/Agmement,Nameand/orNo.
Peter's Point/UTU-0630141. Type o ll

OilWellOO g GasWellOO Ma 8. WellNameandNa
2. Nameof Peter's Point UF 14-260 -12--16

BILL BARRETT CORPORATION 9. APIWellNo.
3a Address 3b. PhoneNo.(includemaad) 43-007-31271

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10.Fielda PM m M
4. IncadonofWell (Foonge,Sec.,T.,R.,M, orW Wh) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL l1. CountyorParish, State
Sec.26, T128-R1R

Carbon County, Utab

12. CHECKAPPROPRIATEBOX(ES)TO INDICATENATURE OF l REPORT, OR OTHER DATA
TYPEOF SUBMISSION TYPEOF ACTION

O Acidim Deepen Pmduedo (Stagemune) We Shutaf
ONodee of Intent Mer fag FmenneTreat Reclamadan WeuInegg

SubsequentReport Casing Repair NewConstruction Recomplele Olher
O a....ri... O Plugud Abandon TempmarByAbandoOFinalAbandonmentN Covatm ecdon PlugBack WahrDispmal

13. DescribeProposedorCompleledOperadon(clearlystateallperlinentdetails,includingestimaledslardngdeleof anyproposedwork andapproximaledurationthereof.
Ifdieproposalistodeependirectionallyorrecompletehorizontally,givesubsurfacelocationsandmeasuredand trueverticaldepthsofallperdnentmarkersandzones.
AttachtheBondunder whichtheworkwill beperformedorprovidetheBondNo.an filewith BLM/BIA.Requiredsubsequentreportsshallbefdedwithin30days
followingcompletionof theinvolvedoperadons.If theoperationresultsina muldplecompletionorrecompletianina newinterval,a Fonn316M shallbefiledonce
testinghasbeencornpleted.FinalAbandoomentNoticesshallbefiledonlyafteraBrequirements,includingreclamation,havebeencompleled,andtheoperatorhas
delmninedthatthesile isready forfmalinspeclien.)

Tabing was relanded and is at 4712'.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

HIS SPACE F FEDERAL OR STATE OFFICE USE

Mby
_ Title Dale

Conditionsofapproval,if any,areattached.Approvalof thisnoticedoesnot warrantor
certifythattheapplicantholdslegalor equitabletitleto thoserights in thesubjectlease Onicewhichwouldentitletheapplicantto conductoperationsthereon.
Title 18U.S.C Seclion1001andTitle43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyandwillfullytomaketo anydepartmentor agencyofthe UnitedStatesanyfalse,fictitiousor fraudulentstatementsorrepresentations asto anymatterwithin its jurisdiction.

(InstrNctions onpage RECE1VED
JAN29 2009

DIV,0Folt,GAS&



Irauany

CONFIDENTIAL
UNITED STATES

--- RB 3D7

DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. ease Serial No.

attached
SUNDRY NOTICES AND REPORTS ON WELL

. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or to re-enter'an ¯

N/A
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIRLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Peter's Point/UTU-63014

1. Type of Well

Gil Well Gas Well Other s. WealNahmeedanN

2. Name of Operator 9. API Well No.
Bill Barrett Gorporation

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
099 18thœStr8ee uite23oo

303-312-8134 Peter's Point/Wasatch-Mesaverde

4. Location of Well {Footage, Sec., T.,R.,M, or SurveyDescription) 11. Country or Parish, State
see attached Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other Revised layout

Change Plans Plug and Abandon Temporarily Abandon and measurement

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Comþ1etedOperation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locationsand measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determinedthat the site is ready for final inspection.)

This sundyis being submitted as a follow up to clarify testing/allocationmethods for the attached wells.

initial testing would occur (or has occurred) as soon as possible after production is established and would be a 1-3 day test to get a baseline for allocation.
After the intial test is performed, BBC would move to quarterly testing, testing each well for 7-10 days and rotating through the wells without any downtime
between tests. Revised site security diagrams willbe submitted as wells are completed.

COPYSENTTOOPERATOR

Irlitials: /LS

14. I hereby certify that the foregoing is trie and correct.
Narne (Printed/Typed)

Tracey Fallang Title Regulatory Analyst

Signature Date 02/10/2009

THIS SIWACEFOR FEDERAL OR STATE OFFICE USE

Approve

I'itle De
Conditions of approva

, i any, are attached. Approval of this notice does not warrant or certify 866( Ág 0
that the applicant holds legal or equitable title to those rights in the subject lease which would Office MS Ñêc6888tV
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ðf ted States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction. 9 Q
(Instructions on page 2)

DN,OFOL GAS



WELL NAME FIELD COUNTY QTR/QTR SEC TWN-RNG FOO TACE CALLS LEASE # # OF TANKS
PETERS POINT U FED 3-36-12-16 PETER'S POINT CARBON NENW 36 125-16E 572 N 2184 W UTU-04049 (23 MolNnle Well Prnd Tank
PETERS POINT U FED 4-36D-12-16 PETER'S POINT CARBON NENW 36 125-16E 617 N 2202 W UTU-04049 (1) Prod Tank (15-25D)

PETERS POINT U FED 15-25D-12-16 PETER'S POINT CARBON NENW 36 125-16E 602 N 2195 W UTU-0681 (1) Test Tank
(1) Blowdown TankPETERS POINT U FEÐ 13-25D-12-16 PETER'S POINT CARBON NENW 36 125-16E 588 N 2189 W UTU-0681

PETERS POINT U FED 14-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 225 5 1522 W UTU-0681

PETERS POINT U FED 3-35D-12-16 PETER'S POINT CARBON SESW 26 125-16E 208 5 1527 W JTSL-07159

PETERS POINT U FED 15-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 239 5 1518 W UTU-0681 (4) Multiple Well Prod Tanks
PETERS POINT U FED 13-26D-12-16 PETER'S POINT CARBON SESW 26 12S-16E 254 5 1514 W UTU-0681 (1) Test Tank
PETERS POINT U FED 10-260-12-16 PETER'S POINT CARBON SESW 26 125-16E 270 S 1510 W UTU-0681 (1) Blowdown Tank

PETERS POINT U FED 11-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 285 5 1506 W UTU-0681
PETERS POINT U FED 12-26D-12-16 PETER'S POINT CARBON SESW 26 125-16E 301 S 1502 W UTU-0681

PETERS POINT U FED 6-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2044 N 2552 W JTSL-07159
PETERS POINT U FED 2-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2075 N 2561 W UTU-0681 (3) Multiple Well Prod Tanks
PETERS POINT U FED 1-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2090 N 2565 W UTU-0681 (1) Test Tank
RETERS POINT U FED 7-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2106 N 2569 W UTU-0681 (1) Blowdown Tank

PETERSPOINT U FED 4-35D-12-16 PETER'S POINT CARBON SENW 35 125-16E 2060 N 2556 W JTSL-07159
PETER'S POINT U FED 16-27-12-16 PETER'S POINT CARBON SESE 27 125-16E 1049 S 813 E UTU-08107
PETEIUS POINT U ED 9-27D-12-16 PETER'S POINT CARBON SESE 27 12S-16E 1050 S 790 E UTU-08107 (2) Multiple Well Prod Tanks

(1) Prod Tank (11-27D)PETER'S POINT U FED 15-27D-12-16 PETER'S POINT CARBON SESE 27 125-16E 1063 S 799 E UTU-08107
(1) Test TankPETER'S POINT U FED 11-27D-12-16 PETER'S POINT CARBON SESE 2¯/ 12S-16E 1075 S 809 E UTU-08107 (1) Blowdown Tank

PETER's POINT U FED 10-27D-12-16 PETER'S POINT CARBON SESE 27 125-16E 1088 S 819 E



e
F 2301N65 UNITED STATES FORMAPPROVED
Ap ) DEPARTMENT OF THE INTERIOR EOxpres

te
11,

007 U
BUREAU OF LAND MANAGEMENT 5. LeaseSerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS DIU°°°6"I

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian,AllotteeorTribeName
abandoned well. Use Form 3160 - 3 (APD) for such proposals· nia

SUBMIT IN TRIPLICATE- Other instructions on reverse side. 7. If Unitor CA/Agreement,Name and/or No.

Peter's Point/UTU-0630141. Type o
ilWellO O GasWellOO Other 8. Well Name and No.

Peter's Point UF 14-26D-12-162. NameofOperatorBILL BARRETT CORPORATION 9. API Well No.
3a Address 3b. Phone No. (include area code) 43-007-31277

1099 18th Street Suite 2300 Denver CO 80202 303 312-8134 10. Field and Pool, or ExploratoryArea
4 Location of Well (Footage, Sec.,T, R., M, or SurveyDescription) Peter's Point/Wasatch-Mesaverde

SESW, 225' FSL, 1522' FWL 11. Countyor Parish, State

Sec. 26, T12S-Rl6E
Carbon County, Utah

12. CHECK APPROPRIATEBOX(ES)TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen Production (Start/Resume) Water Shut-Off
Notice of Intent Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Constmetion Recomplete Other Pit Evaporation

ChangePlans Plug and Abandon TemporarilyAbandon Method
Final Abandonment Notice Convertto Injection Plug Back Water Disposal

13. Describe Proposed or CompletedOperation (clearly state all pertinent details,includingestimated starting dateof any proposed work and approximate durationthereof
Iftheproposalistodeependirectionallyor recomplete horizontally,give subsurface locationsand measured and truevertical depthsof all pertinent markers and zones.
Attach theBondunder which thework will beperformedor providetheBond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If theoperation results in a multiple completion or recompletion ina new interval,a Form3160-4shall befiledonce
testinghasbeencompleted. Final Abandonment Notices shall befiled only after all requirements, includingreclamation, havebeencompleted, and theoperator has
determinedthatthesite is ready for finalinspection.)

This sundry is being submitted as notiilcation that BBC will utilize enhanced evaporation methods to evaporate the contents of the reserve pit.
The evaporation system consists of a portable pump with a suction hose and a discharge line iltted with sprinkler nozzles. The pump is set to
detect wind speed and to shut the system down if wind speed exceeds 10 mph. Non-permeable overspray walls are placed around the perimeter
to prevent spray drift. Evaporation operations are performed by a third party contractor and observed on a daily basis.

If you have any questions or need further information, please contact me at 303-312-8134.

14. I hereby certify that the foregoing is true and correct
Name (Printed/Typed)

Signature

Tra i

RAL

T r

Eos/2/2009

Ap roggg Title Date
Conditionsof approval, ifany, are attached. Approval of thisnotice doesnot warrantor
certify thattheapplicant holdslegalor equitable titleto thoserights in thesubject lease Office
which would titletheapplicant to conduct operations thereon.
Title 18U.S.C Section1001and Title43U.S.C.Section1212,make it a crime forany person knowinglyand willfully to make to any departmentor agency of the United
States any false,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.
(Instructions on page 2) RECE IVED

JUNO1 2009

DIV.OFOlL,GAS&



Form a UNITED STATES o°
N

D

DEPARTMENT OF THE INTERIOR Expires July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No,

SUNDRYNOTICES AND REPORTS ON WELLS 6 If Indian, Allottee or Tribe NameDo not use this form for proposals to drill or to tie-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals.

I If Unitof CA/Agreement, Name and/orNoSUBMITIN TRIPLICATE - Other¡nstructions on page 2.
1 Type of Well NI

8. Well Name and No.O oilw=il O Gas Well Other See Attached
2. Name ofOcerator 9. API Well No.Bill Barrett Corporalion
3a. Address 3b. Phone No (mch«ie area code) 10 Field and Pool or Exploratory Area1099 18th Street, Suite 2300. Denver. CO 80202

303-312-8134
4. Location of Well (Footage Sec.. E,R..M, or Survey Description) 11. Countryor Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE,REPORT OROTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Pmducuon (StardResume) Water Shut-Off
Alter Casing Fracture Treat Reclamaban Weu Integrhy

Subsequent Report Casing Repair New Construction Recomplete Other Off-lease Water

Change Plans Plug and Abandon Temporarily Abandon Treatment
Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof Ifthe proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers andzones
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequentreports mustbe flied within 30 days
followmg completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3l60.4 must be filed once
testing has been cornpleted Fmal Abandonment Notices must be filedonly after all require ts includingreclamation, have beencompleted and theoperator bas
determmed that the site is ready for final inspection.) PM by me

BillBarrett Corporation (BBC) Is submitting this as an update to the previously sub itt d, d Of BBCwillbe also be treatingproduced
waler from Petets Point unit, in addition to PricklyPear unil, for re-use for lhe state ( gg1 tionsto meel additional waler needs. Alist and map of Peter's Point unit wells is attached. RECEIVED
If you have further questions, please contact me at 303-312-8134. FORRECORD0NLY

FEB16 2010
DIV.0FOIL,GAS&MINING

14 i hereby certify that the foregoing is true and correct
Name (Prmted/Typed)

TracS gnFallaeng Titlee 2egulatory Analyst

THIS S CE FOR FEDERALOR STATE OFFICE USE
Approved by

PetrOleum Engineer FEB118 2010
Conditions of approval,if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in thesubject lease which would Office PRICE FIELD OFFIC Eentitle the apphcant to conduct operations thereon.

Title 18 U.S.C Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make toany department or agency of the Umted States any false,
fielitious or fraudulent statements or representations as to any matter within ilsjurisdiction.
nostructionson page 2)

UDOGM



UWIIAPI LABEL Status UWilAPI LABEL Status
430073007000 5-14-PETERS POlNT GAS 430073134700 4-350-12-16 GAS
430073002300 9-PTRS PT UNIT GAS 430073134600 7-350-12-16 GAS
430071539300 4-PTRS PT UNIT GAS 430073134800 7-36D-12-16 GAS
430071539100 2-PTRS PT UNIT GAS 430073135000 5-36D-12-16 GAS
430073076100 36-2-PtrsPtFed GAS 430073135100 15-250-12-16 GAS
430073076200 36-3-PtrPtFed GAS 430073131900 10-27D-12-16 GAS
430073076300 36-4-PtrsPtFed GAS 430073132600 2-7D-13-17 Deep GAS
430071021600 1-PETERS POINT UNIT GAS 430073132000 2-34D-12-16 GAS
430071021600 1-PETERS POINT UNIT GAS 430073134900 11-36D-12-16 GAS
430073098200 11-6-13-17 GAS 430073135300 4-36D-12-16 GAS
430073096500 16-35-12-16 GAS
430073131800 16-27-12-16 GAS
430073127900 8-34-12-16 GAS
430073127500 6-35D-12-16 GAS PETER'S POINT UNiT
430073129300 7-1D-13-16 Ultra Dee GAS Status Legend
430073100500 16-31D-12-17 GAS GAS Currently Producing
430073100400 16-6D-13-17 GAS WOC Walting on Completion
430073101000 2-36D-12-16 GAS
430073100900 12-31D-12-17 GAS Water could come from any of these GAS
430073101100 9-36-12-16 GAS wells to be used in treatment process and
430073081000 4-31D-12-17 GAS reused for state completions.
430073085900 6-70-13-17 Deep GAS
430073102400 8-35D-12-16 GAS
430073081200 16-260-12-16 GAS
430073076400 14-25D-12-16 GAS
430073115800 2-12D-13-16 Deep GAS
430073127700 14-26D-12-16 GAS
430073128100 6-34D-12-16 GAS
430073127200 6-36-12-16 GAS
430073127100 3-36-12-16 GAS
430073117500 12-36D-12-16 GAS
430073117400 10-36D-12-16 GAS
430073126100 15-6D-13-17 Deep GAS
430073104900 4-12D-13-16 Deep ST GAS
430073141100 9-27D-12-16 GAS
430073140900 11-27D-12-16 GAS
430073141000 15-27D-12-16 GAS
430073140600 10-26D-12-16 GAS
430073140400 15-26D-12-16 GAS
430073140700 11-26D-12-16 GAS
430073135200 13-25D-12-16 GAS
430073140300 13-26D-12-16 GAS
430073140800 12-260-12-16 GAS
430073142700 1-34D-12-16 GAS
430073142800 7-34D-12-16 GAS
430073140500 3-35D-12-16 GAS
430073134500 2-35D-12-16 GAS
430073136500 1-35D-12-16 GAS
430073147400 10-35D-12-16 WOC
430073147600 9-35D-12-16 WOC
430073142900 5-35D-12-16
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WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is being submitted as notification that Bill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State 11-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck traffic through Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of 2010 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed belowand attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmitsan electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tank to be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a smallgenerator to power a pump on
location to assist in keeping the water flowing throughthe system. The tank battery will
be bermed and the berms will be constructed to contain at a minimum 120 percent of the
storage capacity of the largest tank within the berm. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T12S-R14E or a
request for a permanent facility may be



Form3 UNITED STATES o
gMN
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DEPARTMENT OF THE INTERIOR Expires: July 31, 2010
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS 6. If indian, Allottee or Tribc Name
Do not use this form for proposals to driHor to re-enter an

abandoned we/I. Use Form 3100-3 (APD) for such proposals.

SUBMIT IN TRIPLiCATE -- Other instructionson page 2. 7. If Unit of CA/Agreement,Name and/or No.
Pri±Iy P::r U t'UTU70187

1. Type of Well

O on weli O o.sweli O Other We andNo.

2. Name of Ooerator 9. API Well No.BillBarrett Corporation
3a. Address 3b. Phone No, (ínehtde area code) 10.Field and Pool or Exploratory Area
1099 isih Slreet, Suile 2300, Denver, CO 80202

303-312-8134
4. Location of Well (Footage Sees. LR.,M., or Surver Description) I I Country or Parish, State

Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPEOF ACTION

Notice of Intent O Acidize Deepen Production(Start/Resume) O WaterShut-Off
O^aerc.ins v,.etureTrea, Reclamation O Wen Integthy

Subsequent Report Casing Repair New Construction Recomplete O Othe ON-leaseWater

O ChangePlam Plug and Abandon TemporarilyMudon Treatment of Prickly
Final AbandonmentNotice O Converno Ingon Plug Back Waar Disposal Pear Unit Water

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally orrecomplete horizontally, give subsurface locations and mcasured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No, on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a muhiple completion or recompletion in a new interval, a Form 3 160-4must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requimments, includingreclamation, have been completed and the operator has
determined that the site is mady for final inspection.)

BIIIBarrett Corpomtion (BBC) Is submitting thissundry in accordance with Onshore Order No.7, Ill.B.2.b, Disposat of Produced Water on State or Privately
Owned Lands. BBC willbe takingpoduced water and ilowbackwater fromfederal and state leases (a map and list of these wells is attached) within the
Prickly Pear unit,hauling it to a temporary,"pilot" water treatmentfacility on SITLA lands in Sec. 16, T12S-R15E where it willbe treated and reused for
complellonoperations for approximately16 state wells. This water treatmentand recyling pmcess will be in operation from January through July of2010 and
if successful, there is the potential of this being a permanent facility.

BBC has attached the SITLAsubmittal information for your records,

if you have further questions, please contact me at 303-312-8134.

CO PY
14. I hereby certify that the foregoing is trueand correct.

Name (Printed/1pped)
Tracey Fallang Title Regulatory Analyst

Signature Dale 01/14/2010

THIS SPACE R FEDERAL OR STATE OFFICE USE
Approved by

Petroleum Englaeer JAN 14 2010Ê4 / fitle Date
Conditions of approval if a y. are a¶ache o not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Om" PRICE FIELD OFFICEentitle the appheant to conduct operations thereon.

Tide 18 U.S.C. Section 1001 and Title43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any department or egency of the United States any false,
fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.

(Instructions on page 2)



WEST TAVAPUTS PILOT WATER TREATMENT FACILITY
NESW, SECTION 16, T12S-R15E

This is being submittedas notification thatBill Barrett Corporation (BBC) will be
setting a temporary "pilot" water treatment facility within existing disturbance (no
surface-laid lines are proposed) at the Prickly Pear Unit State l1-16 location. This
facility will test the ability for BBC to reuse and recycle Prickly Pear unit water for
approximately 16 state wells in Section 16 which are to be completed in 2010. It would
also reduce truck trafficthrough Harmon Canyon associated with water hauling by
approximately 16 trucks per day. Wells on Prickly Pear mesa generate approximately
1000 barrels of water per day (BWPD) and each well completion will take approximately
1300 BWPD. Any additional water needed for completion will come from currently
approved water sources. This pilot facility will be in operation from January through
July of20l0 and if successful, BBC will discuss the potential of making the facility
permanent.

The process description is listed below and attachments to this proposal include
proposed facility diagrams and maps and spreadsheets which indicate Prickly Pear wells
involved with the water treatment process.

PROCESS DESCRIPTION
BBC will use an electro-coagulation (EC) process which transmits an electrical current
through the water between iron plates. Iron hydroxyl-oxide (IHO) is formed by the
electrical current in the form of a floc which then adsorbs compounds in the water.
Compounds bound to the IHO create larger floc/solids known as hematite. The hematite
is then skimmed off and placed into a tank to be hauled off of to a state approved disposal
facility and a pH buffer is added to the water to lower the pH for re-use.

The EC system will treat approximately 1000-1200 BWPD (including flow-back water)
and will be stored in clean tanks adjacent to the system. There will be ten 450-bbl
holding tanks (two inlet water and eight treated water), three 450-bbl weir (skim) tanks
and the actual EC system. There will also be a small generator to power a pump on
location to assist in keeping the water flowing through the system. The tank battery will
be bermed and the berms will be constructed to contain at a minimum 120 percent of the
storage capacity of the largest tank within the berrn. Any load lines and valves will be
placed inside the berm.

After completion operations have ceased within Section 16, water will once again be
diverted back to BBC's permitted saltwater disposal well in Sec. 24, T128-Rl4E or a
request for a permanent facility may be



Prickly Pear U SP 11-1 841' FSL& 1985' FWIJ
Prickly Pear U ST 13A-16D (1859' FSL & 2016' FWI)

Prickly Pear U ST 11-16 Prickly Pear U Fr 1Z-16D (1864' FSL& 2023' FWI3PricklyPear U ST 13A-16D
Prickly Pear U ST 12A-10D (1868' FSL& 2030' FWI)Prickly Pear U ST 12-16D
Prickly Pear U ST 15A-16D (1872' FSL& 2037 FWL)

Pe Prickly Pear U ST 10-16D (187T FSL& 2043' FWI)
Prickly Pear U ST 10-16D Prickly Pear U ST 11A-16D (188 Y FSL& 2030' FWI)
Prickly Pear U ST 11A-16D

Facility

'On ose access andutilitycorridorsconstrL c ed and/orgy for in thisAPO.are shown,
LEGEND - -- PIPE SURFACE - PIPEBURIED * WELLLOCATION -lF SHUTINWELLLOCATION WELLOISTURBANCE g SEPARATORS TANKS PfT

,

ERVlfDHlgig! 31North Main Street Ave.
RoT alRs nonegth1176 ft N Am Bunt

Helper, Utah 84526 Ave. Road Disturbance Running Width- 30 ft BillBarrett Corporation
(435) 472-3814 Total Road Disturbance- 1.0 Acres

$6TŸÏ€Ê$ fax (435) 472-8780 Total Pipeline Length - 1153 ft NESW, Sec. 16, T12S, Ri5E, SLB&M
Elifif0DRIBRial&Engineeling(DRSul11Rg eisec@preciscom.net To P ine tua n 0 es Carbon County,



UWIIAPI Well Status UWIIAPI Well Status
430071604500 1-GOVT PCKRL GAS 430073123900 3-27D-12-15 GAS
430071654200 SC 1-STONE CABIN GAS 430073123700 4-27D-12-15 GAS
430073001400 1-11-ST CAB-FED GAS 430073124300 1-28-12-15 GAS
430071501600 33-1A-CLAYBANKSPRIN GAS 430073124200 5-27D-12-15 GAS
430073052200 16-15 (12S-15E) GAS 430073124400 8-28D-12-15 GAS
430073001800 2-B-27-ST CAB FED GAS 430073124100 9-28D-12-15 GAS
430071654200 SC 1-ST CAB UNIT GAS 430073128700 9-17-12-15 GAS
430073101800 36-06-12-15 GAS 430073129500 7-18D-12-15 GAS
430073082500 13-4 (12S-14E) GAS 430073129400 1-18D-12-15 GAS
430073082800 21-2-12-15 GAS 430073124000 9-16-12-15 GAS
430073082300 10-4-12-14 GAS 430073124500 1-16-12-15 GAS
430073095400 7-25-12-15 GAS 430073136200 2-28D-12-15 GAS
430073093300 13-16-12-15 GAS 43007.3139900 11-22D-12-15 GAS
430073100800 5-13-12-14 GAS 430073136000 4-22D-12-15 GAS
430073094300 5-16-12-15 GAS 430073140000 14-22D-12-15 GAS
430073094500 7-16-12-15 GAS 430073139800 12-22D-12-15 GAS
430073094400 11-16-12-15 GAS 430073136100 6-22D-12-15 GAS
430073119300 15-18-12-15 GAS 430073141300 6-21D-12-15 GAS
430073098500 7-33D-12-15 GAS 430073141200 11-21D-12-15 GAS
430073128900 7-17D-12-15 GAS 430073141400 12-21D-12-15 GAS
430073086000 5-19-12-15 GAS 430073142100 2-20D-12-15 GAS
430073107300 13-23-12-15 GAS 430073141900 8-20D-12-15 GAS
430073119600 10-27-12-15 GAS 430073135900 14-15D-12-15 GAS
430073120600 1-20-12-15 GAS 430073145600 12-16D-12-15 GAS
430073118300 15-17-12-15 GAS 430073139400 10-18D-12-15 GAS
430073119800 7-20-12-15 GAS 430073128200 14-26D-12-15 GAS
430073116400 15-21-12-15 GAS 430073128800 1-17D-12-15 GAS
430073116600 13-21D-12-15 GAS 430073129600 5-17D-12-15 GAS
430073116500 7-28D-12-15 GAS 430073131400 3-18D-12-15 GAS
430073112100 3-28D-12-15 GAS 430073131600 5-18D-12-15 GAS
430073107500 3-26D-12-15 GAS 430073131000 13-17D-12-15 GAS
430073107400 1-27D-12-15 GAS 430073130900 12-17D-12-15 GAS
430073107600 15-22D-12-15 GAS 430073131100 14-17D-12-15 GAS
430073118700 3-22-12-15 GAS 430073131200 16-18D-12-15 GAS
430073118600 7-22D-12-15 GAS 430073132800 3-21D-12-15 GAS
430073118800 5-22D-12-15 GAS 430073131500 4-18-12-15 GAS
430073135800 13-15D-12-15 GAS 430073130800 8-17D-12-15 GAS
430073119200 9-18D-12-15 GAS 430073130700 10-17D-12-15 GAS
430073118400 11-17D-12-15 GAS 430073131300 8-18D-12-15 GAS
430073119700 9-20D-12-15 GAS 430073131700 6-18D-12-15 GAS
430073119400 16-27D-12-15 GAS 430073145900 10-16D-12-15 GAS
430073119500 12-27D-12-15 GAS 430073132100 16-17D-12-15 GAS
430073118900 11-15D-12-15 GAS 430073132400 14-16D-12-15 GAS
430073125900 4-25D-12-15 GAS 430073132900 4-21D-12-15 GAS
430073126000 12-25D-12-15 GAS 430073136400 5A-27D-12-15 GAS
430073128300 2-35-12-15 GAS 430073136800 1A-28D-12-15 GAS
430073128500 4-35D-12-15 GAS 430073136300 16X-21D-12-15 GAS
430073128400 10-26D-12-15 GAS 430073140100 4A-27D-12-15 GAS
430073125700 11-18D-12-15 GAS 430073139300 14A-18D-12-15 GAS
430073125800 11-20D-12-15 GAS 430073139500 15A-18D-12-15 GAS
430073122600 2-36-12-15 GAS 430073139600 16A-18D-12-15 GAS
430073122700 4-36-12-15 GAS 430073145800 15A-16D-12-15 GAS
430073123800 13-22-12-15 GAS 430073146100 13A-16D-12-15 GAS

430073146000 11A-16D-12-15



UWIIAPI Well Status
4300731480005A-16D-12-15 LOC
4300731485009A-16D-12-15 LOC
4300731479004A-16D-12-15 LOC
4300731481003A-16D-12-15 LOC
4300731477006A-16D-12-15 LOC
43007314840016A-16D-12-15 LOC
43007315160013B-16D-12-15 LOC
43007309530012-24-12-14 SWD
4300731422007A-16D-12-15 WOC
4300731425003-16D-12-15 WOC
4300731455008-16D-12-15 WOC
4300731423006-16D-12-15 WOC
43007313230016-16D-12-15 WOC
43007314240010A-16D-12-15 WOC
43007315150014B-16D-12-15 WOC
43007313220015-16D-12-15 WOC
4300731478004-16D-12-15 WOC
43007315140016B-16D-12-15 DRL

Status Legend
DRL Currently Drilling
GAS Currently Producing
LOC 2010 Location
SWD Salt Water Disposal
WOC Waiting on Completion

Yellow indicates state wells that will be completed in 2010 using treated Prickly Pear Unit water.
Water could come from any of these wells to be used in treatment process and reused for state
well
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API Well No: 43007312770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-000681 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 14-26D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312770000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0225 FSL 1522 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 26 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/11/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance

production. The workover procedure is attached. If you have any questions or
need further information, please call me at 303-312-8134.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6/9/2010

PHONE NUMBER:
303 312-8164  Ext 

Workover-change in flow mechanism

 

PHONE NUMBER
303 312-8134

June 09, 2010

June 15, 2010

iPI Well No: 43007312770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0EOOD6ESI1GNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 14-26D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0225 FSL 1522 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 26 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/11/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted as notification that Bill Barrett Corporation will
move to this location to perform a workover in an attempt to enhance Accepted by the

production. The workover procedure is attached. If you have any questions or Utah Division of
need further information, please call me at 303-312-8134. Oil, Gas and Mining

Date: Jun 15,,2619

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 6/9/2010

RECEIVED June 09,



WORKOVER PROCEDURE 
Peters Point Unit Federal 14-26D-12-16 

CVR Installation Procedure “Change of lift system” 
 
*It is imperative that as little fluid as possible is pumped on this well while 
performing this procedure. 
3-1/2” Ultra Flush Est – 1,000’ 
2-3/8” EUE Est – 6,200’ 
 

1.) MIRU PU & bleed casing off thru flare 
2.) NU BOP’s 
3.) MUPU 2-3/8” tbg & TIH to PBTD (Estimated @ 7,570’, last known 
PBTD). 

a. Report depth to Chris Bairrington – BBC Denver 303-312-8511 
4.) RU sand line & RIH to tag fluid.  Report fluid level to BBC Denver 

a. Fluid level will be used to determine final footage of entry point for 
CVR system. 

5.) TOOH w/ 2-3/8” tbg, LD BHA 
- Next steps may be altered with footages dependant on fluid level 

depth found during tag. 
6.) PUMU +/- 1,000’ of 3.5” Ultraflush tubing (w/ pump out plug insert), 
change over to 2 3/8 tubing 
7.) MIRU NALCO One Source capillary tbg unit & run ¼” 2204 
stainless steel tbg inside 3.5” ultra flush 
8.) MU & TIH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8” tbg, 
CVR sleeve (w/ sleeve intact over holes) 
9.) MUPU & continue TIH under pressure thru hydrill w/ 2-3/8” tbg with 
capillary string banded to outside of tbg 

a. Land CVR sleeve @ 6,200’ +/- 
10.) PUMU modified tbg hanger & hook up ¼” capillary tbg to injection 
port 
11.) Land tbg 
12.) N/D bop N/U well head w/ isolation nipple between donut & B2 
adapter flange on bottom of tree 
13.) RU N2 foam unit & pump out bottom plug.  Continue foaming down 
tbg up backside for 2 hours to evacuate all liquids 
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as 
foam unit evacuates the backside) 
15.) RIH & set XN-plug 
16.) RDMOL flowing well up tbg to sales 

 
 

June 09, 2010

WORKOVER PROCEDURE
Peters Point Unit Federal 14-26D-12-16

CVR Installation Procedure "Change of lift system"

*lt is imperative that as little fluid as possible is pumped on this well while
performing this procedure.
3-1/2" Ultra Flush Est - 1,000'
2-3/8" EUE Est - 6,200'

1.) MIRU PU & bleed casing off thru flare
2.) NU BOP's
3.) MUPU 2-3/8" tbg & TlH to PBTD (Estimated @7,570', last known
PBTD).

a. Report depth to Chris Bairrington - BBC Denver 303-312-8511
4.) RU sand line & RIH to tag fluid. Report fluid level to BBC Denver

a. Fluid level will be used to determine final footage of entry point for
CVR system.

5.) TOOH w/ 2-3/8" tbg, LD BHA
- Next steps may be altered with footages dependant on fluid level

depth found during tag.
6.) PUMU +/- 1,000' of 3.5" Ultraflush tubing(wl pump out plug insert),
change over to 2 3/8 tubing
7.) MIRU NALCO One Source capillary tbg unit & run ¼" 2204
stainless steel tbg inside 3.5" ultra flush
8.) MU & TlH w/Injection Mandrel, Shear Jt, XN nipple, 1 jt 2-3/8" tbg,
CVR sleeve (wl sleeve intact over holes)
9.) MUPU & continue TlH under pressure thru hydrill w/ 2-3/8" tbg with
capillary string banded to outside of tbg

a. Land CVR sleeve @6,200' +/-

10.) PUMU modified tbg hanger & hook up ¼" capillary tbg to injection
port
11.) Land tbg
12.) NID bop N/U well head wl isolation nipple between donut & B2
adapter flange on bottom of tree
13.) RU N2 foam unit & pump out bottom plug. Continue foaming down
tbg up backside for 2 hours to evacuate all liquids
14.) Immediately MIRU SL unit, RIH & pull CVR sleeve (same day as
foam unit evacuates the backside)
15.) RIH & set XN-plug
16.) RDMOL flowing well up tbg to sales

RECEIVED June 09,



API Well No: 43007312770000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-000681 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 PETERS POINT 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 PPU FED 14-26D-12-16 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43007312770000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 PETER'S POINT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0225 FSL 1522 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 26 Township: 12.0S Range: 16.0E Meridian: S

COUNTY:
 CARBON 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

6/15/2010

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to provide details of the workover completed
in an attempt to enhance production by changing out the lift system. Details

of the workover are attached.

NAME (PLEASE PRINT)  
 Tracey Fallang

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 6/17/2010

PHONE NUMBER:
303 312-8164  Ext 

Workover-change in flow mech

 

PHONE NUMBER
303 312-8134

June 17, 2010

June 21, 2010

iPI Well No: 43007312770000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAs0EOOD6ESI1GNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. PETERS POINT

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well PPU FED 14-26D-12-16

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43007312770000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext PETER'S POINT

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: CARBON

0225 FSL 1522 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 26 Township: 12.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6/15/2010 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR rtOD
e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Workover-change in flot

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to provide details of the workover completed
in an attempt to enhance production by changing out the lift system. DetailAccepted by the

of the workover are attached. Utah Division of
Oil, Gas and Mining

FOR RECQgg2gNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Analyst

SIGNATURE DATE
N/A 6/17/2010

RECEIVED June 17,
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Well Summary Report

Peter's Point #14-26D-12-16  6/12/2010 00:00 -  6/13/2010 00:00
API/UWI

43-007-31277
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales no actvity - 0.75, Safety Meeting, Discuss operations for day, PPE, rigging up, hammering , suspended loads, weather raining slippery surfaces - 
0.25, Blowing well down, Rig having electrical issues with transfering from road to well operation calling in for suggestions to get running, changed out relay block 
working now - 2, ND production tree NU BOPE, function test BOPE, back out hanger lock-downs - 1.5, Unseat hanger pipe free weighing 22,000#, TIH to PBTD 
(estimated @ 7570'), picking up 2 3/8" L80 Tagged @ 7450' picked up lay down 5 jts, RU sand line and swab mandrel RIH for fluid tag, 1st run did not feel to 
much of a tag POOH and swab line was wet, RIH 2nd time little faster saw fluid tag this time @ 5138' POOH with sandline RD sandline prep to TOOH with 2 3/8 - 
2.5, POOH with 2 3/8 tubing stand 80 jts in derrick (all drifted) lay down rest of 2 3/8 (152 jts) laid down there was no X or XN nipples in string only notched collar 
on EOT - 3.5, Move excess 2 3/8" tubing off pipe racks strap tubing needed, load 3 1/2" UFJ on pipe rack and strap - 1.5, Blind rams shut and locked casing set to
flow to sales FCP-151#, MMCF/day 0.680, location secured SDFN - 12

Peter's Point #14-26D-12-16  6/13/2010 00:00 -  6/14/2010 00:00
API/UWI

43-007-31277
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Flowing to sales up casing no activity - 0.75, Safety Meeting, discuss operations for day, PPE, weather muddy conditions, trapped pressure, picking up tubing off 
pipe rack - 0.25, Blowing casing down to blow down tank 20# pressure stabilized, Pump 15 bbl kill down casing, open blind rams TIH with 3 1/2" 9.2# J55 UFJ 15 
jts RIH casing blowing closed in annular continue to TIH, have 30 jts UFJ RIH (964.5') picked up 1 jt 2 3/8, shear sub, 2' - 2 3/8 pup, cross-over 2 3/8" x 3 1/2" 
UFJ make up to UFJ run in hole close and lock pipe rams, installed TIW valve closed with night cap - 2, Service rig secure location SDFN - 2, Flowing to sales up 
casing annulus FCP- 141#, MMCF/day- 0.468 - 19

Peter's Point #14-26D-12-16  6/14/2010 00:00 -  6/15/2010 00:00
API/UWI

43-007-31277
State/Province

UT
County

Carbon
Field Name

West Tavaputs
Well Status

Released for Work
Total Depth (ftKB) Primary Job Type

Reconfigure 
Tubing/Components

Time Log Summary

Safety meeting - 0.5, RU Nalco RIH w/ 1/4'' cap string inside 3-1/2'' ultra flush tubing. - 1, Continue to RIH w/ 2-3/8'' EUE tubing w/ 1/4'' cap string attached to 
outside of tubing. - 4, Land as Followed:

KB 17'
Hanger .70
173 joints- 2 3/8' 4.7 lb/ft.tubing 5795.41'
CVR Tool 4.60'--3.00" OD-----                  5812,41'
1 Joint- 2 3/8' 4.7 lb/ft. 31.30
XN-Nipple 1.21'---                 5848.31'
Injection Mandral 1.83'
Disconect       0.65'---      2.625" OD--2'' ID
Pup Joint- 2 3/8' 4.7 lb/ft. 2.27'---      2.375 OD
X-Over             . 0..83---     3.5' OD-- 2" ID
30 joints -3 1/2" UF 9.3 lb/ft. tubing 964.5'
Pump off sub on bott.-                  0.65' --    3.5" OD -- 3" ID                 

EOT--6819.6 - 1, Pump off Crouse plug to 7450' - 1.5, RU Delsco slickline RIH pull CVR sleeve, RIH set tubing plug in XN-nipple. - 1, Flowback to sales - 15

June 17, 2010

Bill Barrett Corporation
Well Summary Report

Peter's Point #14-26D-12-16 6/12/2010 00:00 - 6/13/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31277 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales no actvity - 0.75, Safety Meeting, Discuss operations for day, PPE, rigging up, hammering , suspended loads, weather raining slippery surfaces -

0.25, Blowing well down, Rig having electrical issues with transfering from road to well operation calling in for suggestions to get running, changed out relay block
working now -2, ND production tree NU BOPE, function test BOPE, back out hanger lock-downs - 1.5, Unseat hanger pipe free weighing 22,000#, TlH to PBTD
(estimated @7570'), picking up 2 3/8" L80 Tagged @7450' picked up lay down 5 jts, RU sand line and swab mandrel RIH for fluid tag, 1st run did not feel to
much of a tag POOH and swab line was wet, RIH 2nd time little faster saw fluid tag this time @5138' POOH with sandline RD sandline prep to TOOH with 2 3/8 -

2.5, POOH with 2 3/8 tubing stand 80 jts in derrick (all drifted) lay down rest of 2 3/8 (152 jts) laid down there was no X or XN nipples in string only notched collar
on EOT - 3.5, Move excess 2 3/8" tubingoff pipe racks strap tubing needed, load 3 1/2" UFJ on pipe rack and strap - 1.5, Blind rams shut and locked casing set to
flow to sales FCP-151#, MMCFlday 0.680, location secured SDFN - 12

Peter's Point #14-26D-12-16 6/13/2010 00:00 - 6/14/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31277 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Flowing to sales up casing no activity - 0.75, Safety Meeting, discuss operations for day, PPE, weather muddy conditions, trapped pressure, picking up tubingoff
pipe rack - 0.25, Blowing casing down to blow down tank 20# pressure stabilized, Pump 15 bbl killdown casing, open blind rams TlH with 3 1/2" 9.2# J55 UFJ 15
jts RIH casing blowing closed in annular continue to TlH, have 30 jts UFJ RIH (964.5') picked up 1 jt 2 3/8, shear sub, 2'-2 3/8 pup, cross-over 2 3/8" x 3 1/2"
UFJ make up to UFJ run in hole close and lock pipe rams, installed TlW valve closed with night cap - 2, Service rig secure location SDFN - 2, Flowing to sales up
casing annulus FCP- 141#, MMCFlday- 0.468 - 19

Peter's Point #14-26D-12-16 6/14/2010 00:00 - 6/15/2010 00:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-007-31277 UT Carbon West Tavaputs Released for Work Reconfigure

Tubing/Components
Time Log Summary
Safety meeting - 0.5, RU Nalco RIH wl 1/4" cap string inside 3-1/2" ultra flush tubing. - 1, Continue to RIH w/ 2-3/8" EUE tubingwl 1/4" cap string attached to
outside of tubing. - 4, Land as Followed:

KB 17'
Hanger .70

173 joints- 2 3/8' 4.7 lb/ft.tubing 5795.41'
CVR Tool 4.60'--3.00" OD----- 5812,41'
1 Joint- 2 3/8' 4.7 lb/ft. 31.30
XN-Nipple 1.21'--- 5848.31'
Injection Mandral 1.83'
Disconect 0.65'--- 2.625" OD--2" ID
Pup Joint- 2 3/8' 4.7 lb/ft. 2.27'--- 2.375 OD
X-Over

.

0..83--- 3.5' OD-- 2" ID
30 joints -3 1/2" UF 9.3 lb/ft. tubing 964.5'
Pump off sub on bott.- 0.65'-- 3.5" OD -- 3" ID

EOT-6819.6 - 1, Pump off Crouse plug to 7450' - 1.5, RU Delsco slickline RIH pull CVR sleeve, RIH set tubing plug in XN-nipple. - 1, Flowback to sales - 15

www.peloton.com Page 1/1 Report Printed: 6/17/2010
RECEIVED June 17,



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Peter Point
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number BOO8371

3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Peter Point Unit.xls



Bill Barrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal Federal GW APD
PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal Federal GW APD
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal \Federal GW APD
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal Federal GW APD
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal Federal GW APD
PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal Federal GW OPS
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal Federal GW OPS
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal Federal GW OPS
PETERS POINT U FED l lA-31D-12-17 31 120S 170E 4300750036 2470 Federal Federal GW OPS
PETERS POINT U FED 9-6D-13-17 6 130S 170E 4300750120 2470 Federal Federal GW OPS
PETERS POINT U FED 14-6D-13-17 6 130S 170E 4300750121 2470 Federal Federal GW OPS
PETERS POINT U FED 15-6D-13-17 6 130S 170E 4300750122 2470 Federal Federal GW OPS
PETERS POINT UF 2-7D-13-17 6 130S 170E 4300750149 2470 Federal Federal GW OPS
PETERS POINT UF 1-7D-13-17 6 130S 170E 4300750150 2470 Federal Federal GW OPS
PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal Federal GW P
PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal Federal GW P
PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal Federal GW P
PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal Federal GW P
PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal Federal GW P
PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal Federal GW P
PETERS POINT U FED 6-7D-13-17 6 130S 170E 4300730859 14692 Federal Federal GW P
PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal Federal GW P
PETERS POINT U FED 11-6-13-17 6 130S 170E 4300730982 2470 Federal Federal GW P
PETERS POINT U FED 16-6D-13-17 6 130S 170E 4300731004 2470 Federal Federal GW P
PETERS POINT U FED 16-31D-12-17 6 130S 170E 4300731005 2470 Federal Federal GW P
PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal Federal GW P
PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal Federal GW P
PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal Federal GW P
PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal Federal GW P
PETERS POINT U FED 4-12D-13-16 2 130S 160E 4300731049 14692 Federal State GW P
PETERS POINT U FED 2-12D-13-16 6 130S 170E 4300731158 14692 Federal Federal GW P
PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal Federal GW
PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal Federal GW P
PPU FED 15-6D-13-17 6 130S 170E 4300731261 16103 Federal Federal GW P
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal Federal GW P
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal Federal GW P
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal Federal GW P
PPU FED 8-34-12-16 34 120S 160E 4300731279 2470 Federal Federal GW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal Federal GW P
PPU FED 7-lD-13-16 ULTRA DEEP 6 130S 170E 4300731293 14692 Federal Federal GW P
PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal Federal GW P
PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal Federal GW P
PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal Federal GW P
PPU FED 2-7D-13-17 DEEP 6 130S 170E 4300731326 14692 Federal Federal GW P
PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal Federal GW P
PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal Federal GW P
PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal Federal GW P
PPU FED 7-36D-l2-16 36 120S 160E 4300731348 2470 Federal Federal GW P
PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal Federal GW P
PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal Federal GW P
PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal Federal GW P
PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal Federal GW P
PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal Federal GW
PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal Federal GW P
PPU FED 15-26D-l2-16 26 120S 160E 4300731404 2470 Federal Federal GW P
PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014

Peter Point Unit
Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal Federal GW P
PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal Federal GW P
PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal Federal GW P
PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal Federal GW P
PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal Federal GW P
PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal Federal GW P
PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal Federal GW P
PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal Federal GW P
PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal Federal GW P
PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal Federal GW P
PPU FED 5-34D-12-16 34 120S 160E 00731467 2470 Federal Federal GW P
PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal Federal GW P
PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal Federal _ GW P
PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal Federal GW P
PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal Federal GW P
PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal Federal GW P
PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal Federal GW P
PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal Federal GW P
PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal Federal GW P
PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal Federal GW P
PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal Federal GW P
PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal Federal GW P
PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal Federal GW P
PETERS POINT U FED 12-6D-13-17 31 120S 170E 00750033 2470 Federal Federal GW P
PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal Federal GW P
PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal Federal GW P
PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal Federal GW P
PETERS POINT U FED ll-lD-13-16 36 120S 160E 0750039 2470 Federal Federal GW P
PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal Federal GW P
PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal Federal GW P
PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal Federal GW P
PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal Federal GW P
PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal Federal GW P
PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal Federal GW P
PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal Federal
PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal Federal GW P
PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal Federal GW P
PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal Federal GW P
PETERS POINT U FED l-36D-12-16 36 120S 160E 4300750118 2470 Federal Federal GW P
PETERS POINT U FED 10-6D-13-17 6 130S 170E 4300750119 2470 Federal Federal GW P
PETERS POINT U FED 15-31D-12-17 6 130S 170E 4300750123 2470 Federal Federal GW P
PETERS POINT UF 12-5D-13-17 6 130S 170E 4300750151 2470 Federal Federal GW P
PETERS POINT UF 13-5D-13-17 6 130S 170E 4300750152 2470 Federal Federal GW P
PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal Federal GW P
PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal Federal GW P
PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal Federal GW P
PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal Federal GW P
PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal Federal GW P
PETERS POINT UF 2-31D-12-17 30 120S 170E ®0750158 18349 Federal Federal GW P
PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal Federal GW P
PETERS POINT UF 9-25D-l2-16 30 120S 170E 4300750160 2470 Federal Federal GW P
PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal Federal GW P
PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal Federal_ P
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal Federal GW S
PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal Federal GW S



STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new we!Is, significantly deepen existing wells below current bottom-ho1e depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICAT10N FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL O OTHER (see attached well list)

2.NAMEOFOPERATOR: 9.APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX zi,77002 (713) 659-3500

4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERID1AN: STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

1/1/2014 CHANGETO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVE BEEN SOLD TO ENERVEST OPERATING, LLC BY BILLBILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏËM659 D004TL S 92PG , STATE/FEE BOND # DSB / )

BILL BARRETT CORPORATION ENERVEST OPERATING, LLC

a- AVA AME (PLEASE PRINT) (sta 1, i t.N½z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President - DIRECTOR - REGULATO
EH&S, Governmentand Regulatory Affairs L.

RONNIE YOUNG DIRECTOR - REGULATORY
sNAME(PLREEAS TD

T 12/10/2013

(ThisspaceforStateuseoAPP ROVED RECEIVED

JAN28 201 JAN0 7 20M
(5/2000) eelnstructionsonReverseSide) DIV.OF OIL,GAS&



UDOGM CHANGE OF OPERATOR WELL LIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit

JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A

JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A

PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A

PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR

PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT

HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD

HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD

PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR

PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT

PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR

PETERS POINT UF 10-1D-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT

PETERS POINT UF 9-1D-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT

PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATORWELL LIST

PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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UDOGM CHANGE OF OPERATOR WELL LIST

PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-20D-l2-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 8A-9D-12-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR
HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT
PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR
PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT
PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT
PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT
PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR
PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR
PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR
SHARPLES I GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED ll-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 2-36-12-15 36 120S 150E 4300731226 15719 State GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR
PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT
PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT
PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT
PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT
PPUFED8-34-12-16 34 120S 160E 4300731279 2470 Federed CPN P PETERSPODST
PPST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State GDW P
PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR

PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal GW P PRICKLY PEAR
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR
PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal GW P PRICKLY PEAR
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR
PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR
PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR
PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED 1-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-l2-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-2lD-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST llA-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST 5A-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11A-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-21D-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED SA-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR LÏFED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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